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			BLC4204 - 2 in1 type, Max.3.5W/ch, LCD Monitors for 14 inch size or more and vehicle applications 
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			 Related Part Number
	
					PART	Description	Maker
	BLC4204 BLC4204B 	2 in1 type, Max.3.5W/ch, LCD Monitors for 14 inch size or more and vehicle applications
	TOKO, Inc

	AS1905C23-T 	150nA, push-pull Active-High; Package Type: SOT23-3; Reset Type: Active-High; Timeout Period: 100,00; Supervised Voltages (IN1): 2,32
	Austriamicrosystems AG

	FAN2502 FAN2503S285 FAN2502S27 FAN2502S25 FAN2503S	150 mA CMOS LDO Regulators
Pch Power MOSFET; ; Package: PS-8; Number Of Pins: 8; R DS On (Î©): (max 0.09) (max 0.041) (max 0.03); I_S (A): (max -5.6)
Pch Power MOSFET; Surface Mount Type: Y; Package: SOP-8; Application Scope: mobile; R DS On (Î©): (max 0.03) (max 0.02); I_S (A): (max -10)
Pch Power MOSFET; Surface Mount Type: N; Package: VS-6; R DS On (Î©): (max 0.09) (max 0.055) (max 0.035); I_S (A): (max -5.5)
Pch Power MOSFET; Surface Mount Type: Y; Package: VS-8; Application Scope: mobile; R DS On (Î©): (max 0.3) (max 0.16) (max 0.11); I_S (A): (max -2.7)
	Fairchild Semiconductor

	MAX670 MAX6700 MAX6700-MAX6710 MAX6700UT-T MAX6710	In1 adj, In2 Vcc, In3 adj , Low-voltage, high-accuracy, triple/quad voltage mP supervisory circuit
In1 adj, In2 3 V, In3 1.8 V , Low-voltage, high-accuracy, triple/quad voltage mP supervisory circuit
In1 adj, In2 3 V, In3 2.5 V , Low-voltage, high-accuracy, triple/quad voltage mP supervisory circuit
In1 adj, In2 3.3 V, In3 1.8 V , Low-voltage, high-accuracy, triple/quad voltage mP supervisory circuit
In1 adj, In2 3.3 V, In3 2.5 V , Low-voltage, high-accuracy, triple/quad voltage mP supervisory circuit
In1 5 V, In2 3.3 V, In3 adj , Low-voltage, high-accuracy, triple/quad voltage mP supervisory circuit
Low-Voltage, High-Accuracy, Triple/Quad Voltage µP Supervisory Circuits in SOT Package
Low-Voltage, High-Accuracy, Triple/Quad Voltage μP Supervisory Circuits in SOT Package
Low-Voltage, High-Accuracy, Triple/Quad Voltage P Supervisory Circuits in SOT Package
Low-Voltage, High-Accuracy, Triple/Quad Voltage レP Supervisory Circuits in SOT Package
Low-Voltage / High-Accuracy / Triple/Quad Voltage P Supervisory Circuits in SOT Package
Low-Voltage.High-Accuracy.Triple/Quad Voltage &#181.P Supervisory Circuits in SOT Package 低电压、高精度、三/四路电压、微处理器监控电路，SOT封装
In1 5 V, In2 3.3 V, In3 2.5 V, Low-voltage, high-accuracy, triple/quad voltage mP supervisory circuit
In1 5 V, In2 3.3 V, In3 1.8 V, Low-voltage, high-accuracy, triple/quad voltage mP supervisory circuit
In1 adj V, In2 3.3 V, In3 2.5 V, Low-voltage, high-accuracy, triple/quad voltage mP supervisory circuit
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	2421G 2021G 	480mA 10V led backlight for LCD display
Receiver IC; Package/Case:28-TSSOP; Current Rating:2.8mA; Interface Type:Serial; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V; Mounting Type:Surface Mount; Voltage Rating:3.3V RoHS Compliant: Yes
LEDBACKLIGHTFORLCDDISPLAY
	MICRO-ELECTRONICS[Micro Electronics]

	FAN1585A FAN1585AM-1.5 FAN1585AMC-1.5 FAN1585AT-1.	1.5 V FIXED POSITIVE LDO REGULATOR, 1.3 V DROPOUT, PSSO2
From old datasheet system
FETs - Nch 500VFETs - Nch 500VFETs - Nch 500V	FAIRCHILD SEMICONDUCTOR CORP

	K-18001GX-P K-02803G-P 	LCD BACK LIGHT, COB TYPE, LCD CHARACTER 240 X 128
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]
PARA Light

	K-10004GX K-07205G 	LCD back light, COB type, LCD character 20x2, yellow/green
	PARA Light

	K-12001GX K-13204GX 	LCD back light, COB type, LCD character 40x4, yellow/green
LCD back light, COB type, LCD character 128x64, yellow/green
	PARA Light

	AIDL9 AIDL45 AIDL5J SIDM17 SIDM13 HCMDL20 ACMDL20G	Logic IC
10-Bit, 125Msps Low Noise 3V ADCs; Package: QFN; No of Pins: 32; Temperature Range: 0°C to  70°C
Small-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: UF6; Number of Pins: 6; Internal connection: Independent; V_DS(Q1), max (V): (max 30); V_GSS(Q1), max (V): (max ±12); I_D Q1, max (mA): (max 500)
Small-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: ES6; Number of Pins: 6; Internal connection: Independent; V_DS(Q1), max (V): (max 20); V_GSS(Q1), max (V): (max  /-10); I_D Q1, max (mA): (max 100)
Small-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: US6; XJE016 JEITA: SC-88; Number of Pins: 6; Internal connection: Independent; Comments
Frequency Switching Power Transistor; Application Scope: switching; Part Number: 2SA1736; H_FE: (min 120 @V_CE=2V, I_C=0.1A) (max 400 @V_CE=2V, I_C=0.1A)
Junction FETs (Single); Surface Mount Type: Y; Package: VESM2; Number of Pins: 3; Comments: General-purpose; I_DSS, min (mA): (min 0.08) (max 0.48); I_DSS, max (mA): (min 1.4); |Yfs|, min (mS): (max -20)
High-Frequency Switching Power Transistors (2SA Series); Surface Mount Type: Y; Package: PW-MOLD; Number Of Pins: 3; Publication Class: High Frequency Switching Power Transistor; Application Scope: power amplification; Part Number: 2SA1241 逻辑IC
Small-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: US6; XJE016 JEITA: SC-88; Number of Pins: 6; Internal connection: Independent; V_DS(Q1), max (V): (max 30); V_GSS(Q1), max (V): (max  /-20); I_D Q1, max (mA): (max 400) 逻辑IC
High-Frequency Switching Power Transistors (2SA Series); Surface Mount Type: N; Package: LSTM; Number Of Pins: 3; Viewing Angle: radial taping; Publication Class: High Frequency Switching Power Transistor; Part Number: 2SA966 逻辑IC
Junction FETs (Single); Surface Mount Type: N; Package: MINI; Number of Pins: 3; Comments: General-purpose; I_DSS, min (mA): (min 5) (max 30); I_DSS, max (mA): (min 25); |Yfs|, min (mS): (max -40) 逻辑IC
Junction FETs (Single); Surface Mount Type: N; Package: MINI; Number of Pins: 3; Comments: Low-noise; I_DSS, min (mA): (min 0.3) (max 6.5); I_DSS, max (mA): (min 1.2); |Yfs|, min (mS): (max -50)
	Bourns, Inc.
ANADIGICS, Inc.
ITT, Corp.

	X4ODC24A X4ODC15A 	Input/Output Module; Input Current Max:15mA; Output Current:1A; Output Current Max:1A; Output Type:DC; Output Voltage:100V; Supply Voltage Max:30.5V; Supply Voltage Min:18V; Output Voltage Max:200V; Output Voltage Min:5V
Input/Output Module; Input Current Max:20mA; Output Current:1A; Output Current Max:1A; Output Type:DC; Output Voltage:100V; Supply Voltage Max:20V; Supply Voltage Min:10V; Output Voltage Max:200V; Output Voltage Min:5V
	CRYDOM CORP

	CLT4123 	Max. 8W, Medium & Large size LCD Monitors and vehicle applications
	TOKO, Inc
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