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			 Related Part Number
	
					PART	Description	Maker
	MAX1303 	The MAX1302/MAX1303 multirange, low-power, 16-bit, successive-approximation, analog-to-digital conve
	Maxim Integrated Products

	ZL2101ALAF ZL2101ALAFT ZL2101EVAL1Z 	   Integrated MOSFET Switches
   6A Digital Synchronous Step-Down DC/DC Conve with Auto Compensation
	Intersil Corporation

	PACDN046Y3 PACDN046Y6 PACDN046Y5 PACDN046Y4 PACDN0	Switch Mode Power Supply; Output Power:110W; No. of Outputs:1; Output 1 VDC  :12VDC; Output Current 1:6.7A; Power Supply Mounting:Open Frame; External Depth:185mm; External Width:108mm; Operating Temp. Max:50 C
Switch Mode Power Supply; Output Power:110W; No. of Outputs:1; Output 1 VDC  :15VDC; Output Current 1:5.3A; Mounting Type:PCB; Output Current:5.3A; Output Current Max:7.3A; Output Current Min:0A; Output Power Max:110W RoHS Compliant: Yes
TRANSIENT VOLTAGE SUPPRESSOR ARRAYS
	California Micro Devices Corporation

	DBF60T 	Switch Mode Power Supply; Series:ZPS; Output Voltage:15VDC; Output Power Max:40W; Output Current:2.67A; Number of Outputs:1; Approval Bodies:UR, CSA, CE
6.0A Single-Phase Bridge Rectifier
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	PM200-14B PM200-14C 	Medical switching power supply. Maximum output power 200 W. Output #1: Vnom 24V, Imin 0.6A, Imax 8.4A.
	International Power Sources

	TML15212 TML05112 TML15105 TML15124 TML05205 TML10	   Encapsulated Power Supply
15 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-650mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-15V (2000/ /-150mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 12V (2500mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 15V (2000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-3000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 15V (1000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-1500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 12V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-1300mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 24V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 5V (6000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 3.3V (6000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-12V (2000/ /-200mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-15V ( /-500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 24V (625mA), encapsulated power supply
	TRACOPOWER[TRACO Electronic AG]
TRACO[Traco Electronic AG]

	LTC3201 LTC5505-1 LTC5505-1ES5 LTC5505-2 LTC5505-2	   RF Power Detector with Buffered Output and 40dB Dynamic Range
RF Power Detector with Buffered Output and &gt40dB Dynamic Range
RF Power Detector with Buffered Output and >40dB Dynamic Range
RF Power Detector with Buffered Output and >40dB Dynamic Range; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C 300 MHz - 3000 MHz RF/MICROWAVE LINEAR DETECTOR, 18 dBm INPUT POWER-MAX
	LINER[Linear Technology]
Linear Technology, Corp.

	MAX5302EUA MAX5302CUA MAX5302 MAX5302EUA-T MAX5302	Low-Power, 12-Bit Voltage-Output DAC with Serial Interface 低功耗2位、电压输出DAC，串行接
Low-Power, 12-Bit Voltage-Output DAC with Serial Interface SERIAL INPUT LOADING, 14 us SETTLING TIME, 12-BIT DAC, PDSO8
Low-Power / 12-Bit Voltage-Output DAC with Serial Interface
Low-Power 12-Bit Voltage-Output DAC with Serial Interface
From old datasheet system
Digital to Analog Converter - Datasheet Reference
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
Maixm
Maxim Integrated Products Inc
MAXIM - Dallas Semiconductor

	BD371A BD371B BD371C BD370A BD370B BFR20 BFR22 BCW	Medium Power Amplifiers and Switches 中功率放大器和开
ECONOLINE: RJ & RG - Dual Output from a Single Input Rail - 3kVDC & 4kVDC Isolation - Optional Continuous Short Circuit Protected - Custom Solutions
Isolation- UL94V-0 Package Material- Power Sharing on Output- Efficiency to 84%
	Electronic Theatre Controls, Inc.
ETC[ETC]
Central Semiconductor Corp
List of Unclassifed Manufacturers
http://

	LFO-18-I 	CW output power > 0.8 mW
CW output power > 0.8 mW 连续波输出功率.8毫瓦
	Electronic Theatre Controls, Inc.

	PQ070VK01FZH PQ070VK02FZH 	Variable Output, Low Power-Loss Voltage Regulators with Output ON/OFF Control Function
	Sharp Electrionic Components
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