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			 Related Part Number
	
					PART	Description	Maker
	HEDS-5120-A04 HEDS-5120-A05 HEDS-5120-A06 HEDS-512	HEDS-6145#B00 · Large Diameter (56mm), Housed Two and Three Channel Optical Encoders
HEDS-6140#B06 · Two and Three Channel Codewheels
HEDS-6100#A09 · Two and Three Channel Codewheels
HEDM-6141#T10 · Two and Three Channel Codewheels
HEDM-6140#T12 · Two and Three Channel Codewheels
HEDM-6121#U09 · Two and Three Channel Codewheels
HEDM-6120#T06 · Two and Three Channel Codewheels
HEDM-5121#B05 · Two and Three Channel Codewheels
HEDG-6120#U12 · Two and Three Channel Codewheels
HEDG-5121#B06 · Two and Three Channel Codewheels
128 x 128 pixel format, LED or EL Backlight available
LTC6412 - 800MHz, 31dB Range An alog-Controlled VGA; Package: 24-Lead (4mm × 4mm) Plastic QFN; Temperature Range:  0°C to 70°C
LTC6412 - 800MHz, 31dB Range An alog-Controlled VGA; Package: 24-Lead (4mm × 4mm) Plastic QFN; Temperature Range: –40°C to 85°C
Two and Three Channel Codewheels 二和三频道Codewheels
CABLE ASSEMBLY; N MALE TO TNC MALE; 50 OHM, RG316/U COAX; 12" CABLE LENGTH 两个和三个频道Codewheels与安捷伦的光学编码器模块的使
Two and Three Channel Codewheels for Use with Agilent Optical Encoder Modules 两个和三个频道Codewheels与安捷伦的光学编码器模块的使
240 x 64 pixel format, CFL, LED, or EL Backlight available 两个和三个频道Codewheels与安捷伦的光学编码器模块的使
CABLE ASSEMBLY; LEAD-FREE SOLDER; N MALE TO N FEMALE; 50 OHM, RG405/U (.085" BARE COPPER); 60" CABLE LENGTH
	Agilent(Hewlett-Packard...
Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]
Avago Technologies, Ltd.
Omron Electronics LLC Industrial Automation
Honeywell International, Inc.
Electronic Theatre Controls, Inc.

	MAX1156-MAX1174 MAX1174ACUP MAX1174AEUP MAX1174BCU	14-Bit 135ksps Single-Supply ADCs with Bipolar Analog Input Range
14-Bit / 135ksps / Single-Supply ADCs with Bipolar Analog Input Range
"14-Bit, 135ksps, Single-Supply ADCs with Bipolar Analog Input Range"
1300/8000 Series Lucent STII Fiber Die
14-Bit, 135ksps, Single-Supply ADCs with Bipolar Analog Input Range 1-CH 14-BIT SUCCESSIVE APPROXIMATION ADC, PARALLEL ACCESS, PDSO20
14-Bit.135ksps.Single-Supply ADCs with Bipolar Analog Input Range
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	MAX2056 MAX2056ETX-T 	800MHz to 1000MHz Variable-Gain Amplifier with Analog Gain Control
	Maxim Integrated Products, Inc.
MAXIM - Dallas Semiconductor

	1331 1332 1320G1BLACK 1327 1300 110G9 1377G1 1377G	CONTACT 15A CRIMP/SOLDER
POWERPOLE HOUSING & CONT.BLK
POWERPOLE HOUSING RED
POWERPOLE HOUSING & CONT.BLUE
CONTACT 25A 90DEG PCB 0.7
CONTACT 25A VERTICAL PCB MTG
POWERPOLE HOUSING & CONT. RED
PLUG FREE LATCHED 6 WAY
CONTACT 25A 90DEG PCB 0.4 联系25A90度板0.4
CONTACT 30A CRIMP/SOLDER 联系30A条卷
POWERPOLE HOUSING & CONT. RED POWERPOLE房屋
LOCKING PIN POWERPACK 锁销强力
POWERPOLE HOUSING GREEN POWERPOLE房屋
	3M Company
Anderson Power Products, Inc.

	AT65-0263-TB AT65-02631 AT65-0263TR 	Digital Attenuator 31dB, 5-Bit, TTL Driver, DC-2.0 GHz
	Tyco Electronics

	NC501/12M NC501/15M 	NOISE SOURCE, 0.2-500MHz, -143dBm/Hz, 31dB, 116.012dBm, THROUGH HOLE MOUNT, TO-8-3
	NOISE COM

	PI3A3160C 	3.0V, SOTiny?/a> 0.8Ω Dual SPDT Analog Switch with -1.0V to 4.2V Operating Range
3.0V, SOTiny⑩ 0.8ヘ Dual SPDT Analog Switch with -1.0V to 4.2V Operating Range
	Pericom Semiconductor Corporation

	TA0736A 	SAW Filter 800MHz SMD 3.8隆驴3.8mm
SAW Filter 800MHz SMD 3.8×3.8mm
	TAI-SAW TECHNOLOGY CO., LTD.

	ADG732 ADG726BSUZ ADG732BSU-REEL ADG732BCP ADG732B	16-/32-Channel, 4   1.8 V to  5.5 V, 2.5 V Analog Multiplexers
32-Channel, Serially Controlled 3.5 Ohm 1.8 V to 5.5 V, &#177;2.5 V, Analog Multiplexer; Package: TQFP (7x7mm); No of Pins: 48; Temperature Range: Industrial 32-CHANNEL, SGL ENDED MULTIPLEXER, PQFP48
16-/32- Channel, 3.5 O 1.8 V to 5.5 V, &#177;2.5 V, Analog Multiplexer 16-CHANNEL, DIFFERENTIAL MULTIPLEXER, PQFP48
32-Channel, Serially Controlled 3.5 Ohm 1.8 V to 5.5 V, .5 V, Analog Multiplexer
16-/32- Channel, 3.5 ohms 1.8 V to 5.5 V, .5 V, Analog Multiplexer
	Analog Devices, Inc.

	AD73322AST AD73322EB AD73322EZ EVAL-AD73322EZ AD73	Low Cost/ Low Power CMOS General-Purpose Dual Analog Front End
Low Power 10MHz Current Feedback Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Precision Rail-to-Rail Input and Output Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Cost, Low Power CMOS General-Purpose Dual Analog Front End
Dual Voiceband Codec; Package: SOIC - Wide; No of Pins: 28; Temperature Range: Industrial SPECIALTY TELECOM CIRCUIT, PDSO28
	Analog Devices, Inc.

	FSAV4500508 FSAV450QSC FSAV450 FSAV450BQX FSAV450M	800MHz 4 Channel 2:1 Video Switch
	FAIRCHILD[Fairchild Semiconductor]

	FSAV450BQX11 FSAV45011 	800MHz, 4-Channel, 2:1 Video Switch
	Fairchild Semiconductor
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