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			M38022M5-384FS - Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 PLUG, D, IDC, 25WAY; Connector type:D Sub; Gender:Plug; Ways, No. of:25; Mating cycles, No. of:250; Termination method:IDC; Material, contact:Beryllium Copper; Plating, contact:Gold over Nickel; Material:Steel; Flammability RoHS Compliant: Yes ER 16C 16#16 SKT RECP ER 4C 4#16S PIN RECP BOX RoHS Compliant: No 8位单片机 Excalibur JFET-Input High-Output-Drive uPower Operational Amplifier 20-LCCC -55 to 125 8位单片机 ER 26C 26#16 SKT PLUG LINE 8位单片机 LOW-VOLTAGE 10-BIT ANALOG-TO-DIGITAL CONVERTER WITH SERIAL CONTROL &amp; 8 INPUTS 20-CDIP -55 to 125 8位单片机 Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 3-PFM -40 to 125 8位单片机 ER 20C 20#16 PIN RECP LINE RoHS Compliant: No 8位单片机 ACB 3C 3#12 SKT RECP WALL RM 8位单片机 Single Differential Comparator with Open Collector Outputs 5-SOT-23 0 to 70 8位单片机 Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-TSSOP -40 to 125 8位单片机 Automotive Catalog 5-V Low-Dropout Voltage Regulator 5-DDPAK/TO-263 -40 to 125 8位单片机 ER 2C 2#16S PIN PLUG 8位单片机 ER 5C 5#16S SKT RECP 8位单片机 GT 24C 24#16 PIN PLUG 8位单片机 CRYSTALS 10/10 -20 70 20PF 17.734MHZ ATCUT FUND UM-1 8位单片机 ER 4C 4#12 SKT RECP 8位单片机 ACB 10C 10#16 PIN RECP WALL 8位单片机 1 watt dc-dc converters 1瓦的DC - DC转换 1-Ch. 10-Bit 1.25 MSPS ADC 8-Ch., DSP/SPI, Hardware Configurable, Low Power 24-TSSOP -40 to 85 8位单片机 Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 8-CDIP -55 to 125 Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125 ER 4C 4#16S SKT RECP Circular Connector; MIL SPEC:MIL-C-5015 A/B/C; Body Material:Aluminum Alloy; Series:CS3100; No. of Contacts:14; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight RoHS Compliant: No Low Voltage Rail-To-Rail Micropower Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125 Circular Connector; Body Material:Metal; No. of Contacts:2; Connector Shell Size:A; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Connector Shell Finish:Black Epoxy RoHS Compliant: Yes ER 2C 2#0 PIN PLUG Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-TSSOP 0 to 70 10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-SOIC -40 to 85 10-Bit 85 kSPS ADC Ser. Out, Pgrmable Pwr/Pwrdn/Conversion Rate, TMS320 DSP/SPI/QPSI Compat., 4 Ch. 16-SOIC 10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-SOIC 10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PDIP 10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PLCC 10-Bit, 1.25 MSPS ADC Single Ch., DSP/(Q)SPI IF, S&H, Very Low Power, Auto PowerDown 8-SOIC 0 to 70 ER 26C 26#16 PIN PLUG ER 4C 4#12 SKT PLUG ER 3C 3#12 PIN RECP LINE 4.25 Gbps Cable And PC Board Equalizer 16-QFN -40 to 85 Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-SOIC -40 to 125 ER 5C 3#12 2#0 PIN PLUG MAC7111 EXT BUS,16CH A/D SEP Series AlGaAs Infrared Emitting Diode, T-1 Package 10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-PDIP 10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-SOIC Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:16-26 Connector; Gender:Female; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes Connector; Gender:Male; No. of Contacts:5; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes ER 7C 7#12 PIN RECP ER 5C 5#8 SKT RECP ER 5C 5#8 PIN RECP ER 28C 28#16 PIN RECP ER 26C 26#16 PIN RECP Connector; Gender:Male; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes ER 24C 24#16 SKT RECP ER 5C 5#16S SKT RECP LINE RoHS Compliant: No ER 9C 9#8 SKT PLUG ER 3C 3#16S PIN RECP LINE Quad Micropower, 2.5-V, RRIO, Single Supply Amplifier 14-SOIC 0 to 70 8-BIT SINGLE-CHIP MICROCOMPUTER    8-BIT SINGLE-CHIP MICROCOMPUTER 
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	Part No.	M38022M5-384FS M38021E5D256SS M38025M7-768SS M38023M7D512SS M38023M6D512SS M38026E7-896FS M38026E7-896SP M38026E7-896SS M38026E7-896FP M38020E1D192FP M38020E1D192FS M38020E2D192FP M38020E1D192SS M38025E2D768SP M38026E7D896SS M38025M2D768SP M38027E7D1024FS M38026M8D896FS M38023E7-512SS M38002M4-128 M38020M4-192FP M38020M4-192SP M38020M4-192FS M38020M4-192SS M38025E2D768FS M38025E4-768FS M38025E5-768FS M38025E1D768FS M38025E2-768FS M38025E6-768FS M38025E4D768FS  

	Description	Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 
 PLUG, D, IDC, 25WAY; Connector type:D Sub; Gender:Plug; Ways, No. of:25; Mating cycles, No. of:250; Termination method:IDC; Material, contact:Beryllium Copper; Plating, contact:Gold over Nickel; Material:Steel; Flammability RoHS Compliant: Yes
ER 16C 16#16 SKT RECP
ER 4C 4#16S PIN RECP BOX RoHS Compliant: No 8位单片机
Excalibur JFET-Input High-Output-Drive uPower Operational Amplifier 20-LCCC -55 to 125 8位单片机
ER 26C 26#16 SKT PLUG LINE 8位单片机
LOW-VOLTAGE 10-BIT ANALOG-TO-DIGITAL CONVERTER WITH SERIAL CONTROL &amp; 8 INPUTS 20-CDIP -55 to 125 8位单片机
Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 3-PFM -40 to 125 8位单片机
ER 20C 20#16 PIN RECP LINE RoHS Compliant: No 8位单片机
ACB 3C 3#12 SKT RECP WALL RM 8位单片机
Single Differential Comparator with Open Collector Outputs 5-SOT-23 0 to 70 8位单片机
Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-TSSOP -40 to 125 8位单片机
Automotive Catalog 5-V Low-Dropout Voltage Regulator 5-DDPAK/TO-263 -40 to 125 8位单片机
ER 2C 2#16S PIN PLUG 8位单片机
ER 5C 5#16S SKT RECP 8位单片机
GT 24C 24#16 PIN PLUG 8位单片机
CRYSTALS 10/10 -20 70 20PF 17.734MHZ ATCUT FUND UM-1 8位单片机
ER 4C 4#12 SKT RECP 8位单片机
ACB 10C 10#16 PIN RECP WALL 8位单片机
1 watt dc-dc converters 1瓦的DC - DC转换
1-Ch. 10-Bit 1.25 MSPS ADC 8-Ch., DSP/SPI, Hardware Configurable, Low Power 24-TSSOP -40 to 85 8位单片机
Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 8-CDIP -55 to 125
Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125
ER 4C 4#16S SKT RECP
Circular Connector; MIL SPEC:MIL-C-5015 A/B/C; Body Material:Aluminum Alloy; Series:CS3100; No. of Contacts:14; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight RoHS Compliant: No
Low Voltage Rail-To-Rail Micropower Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125
Circular Connector; Body Material:Metal; No. of Contacts:2; Connector Shell Size:A; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Connector Shell Finish:Black Epoxy RoHS Compliant: Yes
ER 2C 2#0 PIN PLUG
Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125
10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-TSSOP 0 to 70
10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-SOIC -40 to 85
10-Bit 85 kSPS ADC Ser. Out, Pgrmable Pwr/Pwrdn/Conversion Rate, TMS320 DSP/SPI/QPSI Compat., 4 Ch. 16-SOIC
10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-SOIC
10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PDIP
10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PLCC
10-Bit, 1.25 MSPS ADC Single Ch., DSP/(Q)SPI IF, S&H, Very Low Power, Auto PowerDown 8-SOIC 0 to 70
ER 26C 26#16 PIN PLUG
ER 4C 4#12 SKT PLUG
ER 3C 3#12 PIN RECP LINE
4.25 Gbps Cable And PC Board Equalizer 16-QFN -40 to 85
Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-SOIC -40 to 125
ER 5C 3#12 2#0 PIN PLUG
MAC7111 EXT BUS,16CH A/D
SEP Series AlGaAs Infrared Emitting Diode, T-1 Package
10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-PDIP
10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-SOIC
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:16-26
Connector; Gender:Female; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Connector; Gender:Male; No. of Contacts:5; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
ER 7C 7#12 PIN RECP
ER 5C 5#8 SKT RECP
ER 5C 5#8 PIN RECP
ER 28C 28#16 PIN RECP
ER 26C 26#16 PIN RECP
Connector; Gender:Male; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
ER 24C 24#16 SKT RECP
ER 5C 5#16S SKT RECP LINE RoHS Compliant: No
ER 9C 9#8 SKT PLUG
ER 3C 3#16S PIN RECP LINE
Quad Micropower, 2.5-V, RRIO, Single Supply Amplifier 14-SOIC 0 to 70
8-BIT SINGLE-CHIP MICROCOMPUTER
   8-BIT SINGLE-CHIP MICROCOMPUTER
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 			 Full text search : Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 PLUG, D, IDC, 25WAY; Connector type:D Sub; Gender:Plug; Ways, No. of:25; Mating cycles, No. of:250; Termination method:IDC; Material, contact:Beryllium Copper; Plating, contact:Gold over Nickel; Material:Steel; Flammability RoHS Compliant: Yes ER 16C 16#16 SKT RECP ER 4C 4#16S PIN RECP BOX RoHS Compliant: No 8位单片机 Excalibur JFET-Input High-Output-Drive uPower Operational Amplifier 20-LCCC -55 to 125 8位单片机 ER 26C 26#16 SKT PLUG LINE 8位单片机 LOW-VOLTAGE 10-BIT ANALOG-TO-DIGITAL CONVERTER WITH SERIAL CONTROL &amp; 8 INPUTS 20-CDIP -55 to 125 8位单片机 Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 3-PFM -40 to 125 8位单片机 ER 20C 20#16 PIN RECP LINE RoHS Compliant: No 8位单片机 ACB 3C 3#12 SKT RECP WALL RM 8位单片机 Single Differential Comparator with Open Collector Outputs 5-SOT-23 0 to 70 8位单片机 Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-TSSOP -40 to 125 8位单片机 Automotive Catalog 5-V Low-Dropout Voltage Regulator 5-DDPAK/TO-263 -40 to 125 8位单片机 ER 2C 2#16S PIN PLUG 8位单片机 ER 5C 5#16S SKT RECP 8位单片机 GT 24C 24#16 PIN PLUG 8位单片机 CRYSTALS 10/10 -20 70 20PF 17.734MHZ ATCUT FUND UM-1 8位单片机 ER 4C 4#12 SKT RECP 8位单片机 ACB 10C 10#16 PIN RECP WALL 8位单片机 1 watt dc-dc converters 1瓦的DC - DC转换 1-Ch. 10-Bit 1.25 MSPS ADC 8-Ch., DSP/SPI, Hardware Configurable, Low Power 24-TSSOP -40 to 85 8位单片机 Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 8-CDIP -55 to 125 Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125 ER 4C 4#16S SKT RECP Circular Connector; MIL SPEC:MIL-C-5015 A/B/C; Body Material:Aluminum Alloy; Series:CS3100; No. of Contacts:14; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight RoHS Compliant: No Low Voltage Rail-To-Rail Micropower Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125 Circular Connector; Body Material:Metal; No. of Contacts:2; Connector Shell Size:A; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Connector Shell Finish:Black Epoxy RoHS Compliant: Yes ER 2C 2#0 PIN PLUG Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-TSSOP 0 to 70 10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-SOIC -40 to 85 10-Bit 85 kSPS ADC Ser. Out, Pgrmable Pwr/Pwrdn/Conversion Rate, TMS320 DSP/SPI/QPSI Compat., 4 Ch. 16-SOIC 10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-SOIC 10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PDIP 10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PLCC 10-Bit, 1.25 MSPS ADC Single Ch., DSP/(Q)SPI IF, S&H, Very Low Power, Auto PowerDown 8-SOIC 0 to 70 ER 26C 26#16 PIN PLUG ER 4C 4#12 SKT PLUG ER 3C 3#12 PIN RECP LINE 4.25 Gbps Cable And PC Board Equalizer 16-QFN -40 to 85 Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-SOIC -40 to 125 ER 5C 3#12 2#0 PIN PLUG MAC7111 EXT BUS,16CH A/D SEP Series AlGaAs Infrared Emitting Diode, T-1 Package 10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-PDIP 10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-SOIC Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:16-26 Connector; Gender:Female; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes Connector; Gender:Male; No. of Contacts:5; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes ER 7C 7#12 PIN RECP ER 5C 5#8 SKT RECP ER 5C 5#8 PIN RECP ER 28C 28#16 PIN RECP ER 26C 26#16 PIN RECP Connector; Gender:Male; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes ER 24C 24#16 SKT RECP ER 5C 5#16S SKT RECP LINE RoHS Compliant: No ER 9C 9#8 SKT PLUG ER 3C 3#16S PIN RECP LINE Quad Micropower, 2.5-V, RRIO, Single Supply Amplifier 14-SOIC 0 to 70 8-BIT SINGLE-CHIP MICROCOMPUTER    8-BIT SINGLE-CHIP MICROCOMPUTER   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	7P128FLF1200C20 7P128FLF1200C25 7P128FLF1201C20 7P	VOLTAGE DETECTOR W/PUSH-PULL ACTIVE LOW OUTPUT &amp; 0ms TIMEOUT, -40C to  125C, 4-SOT-143, T/R 周边杂项
800mA Fixed Output CMOS LDO with Shutdown, -40C to  125C, 8-SOIC 150mil, T/R 周边杂项
Peripheral Miscellaneous 周边杂项
High Density FLASH Memory Card 32, 64, 96, 128, 160, 192 MB(32, 64, 96, 128, 160, 192M字节高密度闪速存储器
800mA Fixed Output CMOS LDO with Shutdown, -40C to  125C, 5-DDPAK, T/R
800mA Fixed Output CMOS LDO with Shutdown, -40C to  125C, 8-SOIC 150mil, TUBE
800mA Fixed Output CMOS LDO, -40C to  125C, 3-DDPAK, TUBE
800mA Fixed Output CMOS LDO, -40C to  125C, 3-TO-220, TUBE
800mA Fixed Output CMOS LDO, -40C to  125C, 3-DDPAK, T/R
500mA Fixed Output CMOS LDO with Shutdown, -40C to  125C, 8-SOIC 150mil, T/R
PeripheralMiscellaneous			
	Bourns, Inc.




	P4C1257-55LMB P4C1257-55CMB P4C1257-25CMB P4C1257L	800mA Fixed Output CMOS LDO, -40C to  125C, 3-SOT-223, T/R
800mA Fixed Output CMOS LDO with Shutdown, -40C to  125C, 5-DDPAK, T/R
150mA LDO with Shutdown & /Error output, -40C to  125C, 5-SOT-23, T/R
150mA LDO with Shutdown &amp; /Error output, -40C to  125C, 5-SOT-23, T/R x1的SRAM
800mA Fixed Output CMOS LDO with Shutdown, -40C to  125C, 8-SOIC 150mil, T/R x1的SRAM
x1 SRAM x1的SRAM
800mA Fixed Output CMOS LDO with Shutdown, -40C to  125C, 5-TO-220, TUBE x1的SRAM
	Pyramid Semiconductor, Corp.
Abracon, Corp.

	MC33269DR2-012 MC33269T-012 MC33269DTRK-012 MC3326	800mA, 12V Output, Low Dropout Voltage Regulator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 12 V FIXED POSITIVE LDO REGULATOR, 1.35 V DROPOUT, PDSO8
800mA, 12V Output, Low Dropout Voltage Regulator; Package: TO-220, SINGLE GAUGE; No of Pins: 3; Container: Rail; Qty per Container: 50 12 V FIXED POSITIVE LDO REGULATOR, 1.35 V DROPOUT, SFM3
800mA, 12V Output, Low Dropout Voltage Regulator; Package: DPAK 4 LEAD Single Gauge Surface Mount; No of Pins: 4; Container: Tape and Reel; Qty per Container: 2500 12 V FIXED POSITIVE LDO REGULATOR, 1.35 V DROPOUT, PSSO2
ANA 0.8A 5V LDO VREG; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 5 V FIXED POSITIVE LDO REGULATOR, 1.35 V DROPOUT, PDSO8
	ON Semiconductor

	P4SMA8.0 P4SMA9.0A P4SMA9.0C P4SMA9.0CA P4SMA9.0 P	Reverse stand-off voltage: 110.00V surface mount transient voltage suppressor
Single Output LDO, 200mA, Fixed(3.0V), High PSRR, Low Noise 5-SOT-23 -40 to 85 400W表面贴装瞬态电压抑制器
Single Output LDO, 100mA, Fixed(3.0V), Low Noise, High PSRR 5-SOT-23 -40 to 125 400W表面贴装瞬态电压抑制器
Single Output LDO, 200mA, Fixed(1.8V), High PSRR, Low Noise 5-SOT-23 -40 to 85 400W表面贴装瞬态电压抑制器
400W SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSORS 400W表面贴装瞬态电压抑制器
Single Output LDO, 100mA, Adj.(1.2 to 5.5V), Low Noise, High PSRR 6-SOT-23 -40 to 125 400W表面贴装瞬态电压抑制器
Single Output LDO, 250mA, Fixed(2.5V), High PSRR, Low Noise 6-SOT-223 -40 to 85 400W表面贴装瞬态电压抑制器
Single Output LDO, 100mA, Fixed(4.7V), High PSRR,  Low Noise 5-SOT-23 -40 to 125
IGBT with Anti-Parallel Diode; Package: PG-TO247-3; Switching Frequency: RC Soft Switching Series 8-60 kHz; Package: TO-247; VCE (max): 1,200.0 V; IC(max) @ 25°: 40.0 A; IC(max) @ 100°: 20.0 A
Single Output LDO, 200mA, Fixed(2.85V), High PSRR, Low Noise 5-SOT-23 -40 to 85
Single Output LDO, 250mA, Fixed(1.8V), High PSRR, Low Noise 6-SOT-223 -40 to 85
	ON Semiconductor
Won-Top Electronics Co., Ltd.
WTE[Won-Top Electronics]
http://

	BD80C0AFPS-LBE2 BD90C0AFPS-LB 	Single-Output LDO Regulator 1A Fixed Output LDO Regulators
	Rohm
Rohm Co., Ltd.

	AME8841REHA AME8841 AME8841AEHA AME8841BEHA AME884	Output voltage: 1.5V; 600mA CMOS LDO
Output voltage: 3.1V; 600mA CMOS LDO
Output voltage: 2.9V; 600mA CMOS LDO
Circular Connector; No. of Contacts:100; Series:MS27466; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:23; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No 600毫安的CMOS LDO稳压
Output voltage: 2.85V; 600mA CMOS LDO
Output voltage: 3.7V; 600mA CMOS LDO
	AME[Analog Microelectronics]
AME, Inc.

	LT1117IST-2.85 LT1117IST-5 LT1117IST-3.3 LT1117-5 	800mA Low Dropout Positive Regulators Adjustable and Fixed 2.85V,3.3V, 5V; Package: SOT; No of Pins: 3; Temperature Range: -40&deg;C to  85&deg;C 2.85 V FIXED POSITIVE LDO REGULATOR, 1.3 V DROPOUT, PDSO4
800mA Low Dropout Positive Regulators Adjustable and Fixed 2.85V,3.3V, 5V; Package: DD PAK; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C 5 V FIXED POSITIVE LDO REGULATOR, 1.2 V DROPOUT, PSSO3
800mA Low Dropout Positive Regulators Adjustable and Fixed 5V(800mA，低压差固定5V）正输出稳压
THREE-TERMINAL POSITIVE FIXED VOLTAGE REGULATORS
	Linear Technology, Corp.
Linear Technology Corporation

	ELM85503AA-N ELM85503AA-S ELM85303AA-N ELM85303AA-	CMOS 800mA LDO voltage regulator
	ELM Technology Corporation

	NX8570SC803-BA NX8570SC997-BA NX8570 NX8570SC303-B	DIODE ZENER SINGLE 500mW 43Vz 5mA-Izt 0.02 0.05uA-Ir 33 SOD-123 3K/REEL
Single Output LDO, 100mA, Fixed(1.8V), Low Quiescent Current, Over Current Limitation 5-SOT-23 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
Single Output LDO, 100mA, Fixed(1.2V), Low Quiescent Current, Over Current Limitation 5-SOT-23 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
Single Output LDO, 1.0A, Fixed(1.8V), Low Quiescent Current, Fast Transient Response 8-SOIC -40 to 125 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
Dual-Output Low-Dropout (LDO) Voltage Regulators 28-HTSSOP 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
Automotive Catalog Ultralow-Power 100-mA Low-Dropout Linear Regulator 5-SOT-23 -40 to 125 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
Single Output LDO, 1.0A, Fixed(1.8V), Low Quiescent Current, Fast Transient Response 20-HTSSOP -40 to 125 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
CONVERTER DC-DC 10W 12V/15V SGL 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
Single Output LDO, 1.0A, Fixed(1.5V), Low Quiescent Current, Fast Transient Response 20-HTSSOP -40 to 125 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
Enhanced Product Fast-Transient-Response 1-A Low-Dropout Voltage Regulators 20-HTSSOP -40 to 125 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
CURRENT LIMITER INRSH 10 OHM 20% 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
Single Output LDO, 1.0A, Fixed(3.3V), Low Quiescent Current, Fast Transient Response 20-HTSSOP -40 to 125 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
H8/SLP Series, 38799 Group, 4-ch 14-bit PWM, 2-ch 16-bit TPU, 16-bit AEC, RTC FP-100U; Vcc= 1.8 to 3.6 volts, Temp= -20 to 75 C; Package: PLQP0100KB-A 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
Indicator Lamp; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
H8/Tiny Series, 36024 Group, WDTO TNP-48; Vcc= 3.0 to 5.5 volts, Temp= -20 to 75 C; Package: PVQN0048KA-A 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
1 550 nm CW LIGHT SOURCE InGaAsP MQW-DFB LASER DIODE MODULE WITH WAVELENGTH MONITOR 1 550 nm的连续光源InGaAsP多量子阱激光器激光二极管模块波长显示
Single Output LDO, 1.0A, Fixed(2.8V), Low Quiescent Current, Fast Transient Response 8-SOIC -40 to 125
PTCE 4C 4#20 PIN PLUG
TVS BI-DIR 27V 1500W DO-201
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:20-39
Single Output LDO, 1.0A, Fixed(2.7V), Low Quiescent Current, Fast Transient Response 8-SOIC -40 to 125
Single Output LDO, 1.0A, Adj.(1.5 to 5.5V), Low Quiescent Current, Fast Transient Response 20-HTSSOP -40 to 125
Single Output LDO, 100mA, Fixed(2.5V), Low Quiescent Current, Over Current Limitation 5-SOT-23
Single Output LDO, 1.0A, Fixed(5.0V), Low Quiescent Current, Fast Transient Response 8-SOIC -40 to 125
MICRO HDW M2 RoHS Compliant: No
Single Output LDO, 1.0A, Fixed(2.7V), Low Quiescent Current, Fast Transient Response 20-HTSSOP -40 to 125
CABLE 18/4 STR BC CMR GRY
PTSE 15C 1#16,14#20 PIN PLUG RoHS Compliant: No
Single Output LDO, 1.0A, Adj.(1.5 to 5.5V), Low Quiescent Current, Fast Transient Response 8-SOIC -40 to 125
PTSE 18C 18#20 PIN RECP
Single Output LDO, 1.0A, Fixed(2.5V), Low Quiescent Current, Fast Transient Response 8-SOIC -40 to 125
Single Output LDO, 1.0A, Fixed(3.3V), Low Quiescent Current, Fast Transient Response 8-SOIC -40 to 125
Single Output LDO, 1.0A, Fixed(3.0V), Low Quiescent Current, Fast Transient Response 20-HTSSOP -40 to 125
Automotive Catalog Fast Transient-Response 1-A Low-Dropout Voltage Regulators 20-HTSSOP -40 to 125
Automotive Catalog  Dual-Output Low-Dropout Voltage Regulators 28-HTSSOP -40 to 125
CONVERTER DC-DC 10W 24V/12V SGL
CONVERTER DC-DC 10W 12V/5V SGL
Single Output LDO, 100mA, Adj.(1.2 to 5.5V), Low Quiescent Current, Over Current Limitation 5-SOT-23
Single Output LDO, 1.0A, Fixed(3.0V), Low Quiescent Current, Fast Transient Response 8-SOIC -40 to 125
Single Output LDO, 1.0A, Fixed(5.0V), Low Quiescent Current, Fast Transient Response 20-HTSSOP -40 to 125
CONNECTOR ACCESSORY
Single Output LDO, 1.0A, Fixed(2.5V), Low Quiescent Current, Fast Transient Response 20-HTSSOP -40 to 125
	California Eastern Laboratories, Inc.
线性稳
http://
CEL[California Eastern Labs]

	MC33269DR2-3.3G MC33269D MC33269T-5.0 MC33269DT NC	800 mA, Adjustable Output, Low Dropout Voltage Regulator 1.225 V-1.275 V ADJUSTABLE POSITIVE LDO REGULATOR, 1.35 V DROPOUT, PDSO8
800 mA, Adjustable Output, Low Dropout Voltage Regulator 5 V FIXED POSITIVE LDO REGULATOR, 1.35 V DROPOUT, PSSO2
800 mA, Adjustable Output, Low Dropout Voltage Regulator 3.3 V FIXED POSITIVE LDO REGULATOR, 1.35 V DROPOUT, PSSO2
800 mA, Adjustable Output, Low Dropout Voltage Regulator 5 V FIXED POSITIVE LDO REGULATOR, 1.35 V DROPOUT, SFM3
800 mA, Adjustable Output, Low Dropout Voltage Regulator 12 V FIXED POSITIVE LDO REGULATOR, 1.35 V DROPOUT, PSSO2
800mA, Low Dropout Voltage Regulator
	ONSEMI[ON Semiconductor]

	P4SMA9.1 P4SMA9.1A P4SMA9.1C P4SMA7.5C P4SMA100 P4	Surface Mount Transient Voltage Suppressor 表面贴装瞬态电压抑制器
Single Output LDO, 250mA, Fixed(2.5V), High PSRR, Low Noise 8-MSOP-PowerPAD -40 to 85
Single Output LDO, 200mA, Fixed(2.85V), High PSRR, Low Noise 5-SOT-23 -40 to 85
Enhanced Product Ultralow-Noise High Psrr Fast Rf 200-Ma Low-Dropout Linear Regulators 5-SOT-23 -40 to 125
TVS: Unidirectional
TVS: Bidirectional
	Taiwan Semiconductor Compan...
http://
Taiwan Semiconductor Co., Ltd.
TSC[Taiwan Semiconductor Company, Ltd]
Taiwan Semiconductor Co...

	P6KE200 P6KE7.5 P6KE440A P6KE82 P6KE33 P6KE68C P6K	Single Output LDO, 1.0A, Fixed(2.8V), Low Noise, High PSRR 6-SOT-223 -40 to 125 硅雪崩二极管-硅雪崩二极管
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
Silicon Avalanche Diodes - Silicon Avalanche Diodes 硅雪崩二极管-硅雪崩二极管
Single Output LDO, 200mA, Fixed(2.5V), Low Quiescent Current, Low Noise, High PSRR 5-DSBGA -40 to 85
	Littelfuse, Inc.
LITTELFUSE[Littelfuse]
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