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			 Related Part Number
	
					PART	Description	Maker
	RFP-30N50T-S 	Aluminum Nitride Termination 30 Watts, 50W
	Anaren Microwave

	RFP-20N50TPC 	Aluminum Nitride Terminations
	Anaren Microwave

	RFP-375375N6Z50-2 	Aluminum Nitride Terminations
	Anaren Microwave

	CRA06P0830000FTA CRA06P0830000FTC CRA06P0830000GTA	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 厚膜电阻阵列
PT 3C 3#20 PIN PLUG 厚膜电阻阵列
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 厚膜电阻阵列
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug 厚膜电阻阵列
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 厚膜电阻阵列
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 厚膜电阻阵列
PT 32C 32#20 PIN PLUG 厚膜电阻阵列
CAP 2.2PF 50V  /-0.5PF NPO(C0G) SMD-0603 TR-7-PA 厚膜电阻阵列
Thick Film Resistor Array 厚膜电阻阵列
Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:16-99
Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1800uF; Voltage: 10V; Case Size: 12.5x20 mm; Packaging: Bulk
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
http://
Vishay Siliconix

	464 046406.3 04641.25 04643.15 046401.6 046402.5 0	DC-DC Converter; Supply Voltage:48V; Output Voltage:12V; Number of Outputs:1; Power Rating:300W; Mounting Type:PC Board; Efficiency:94%; External
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
Circular Connector; No. of Contacts:4; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:12; Circular Contact Gender:Socket; Circular Shell Style:Cable Receptacle; Insert Arrangement:12-4
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle 表面贴装保险超小型表面贴
	Littelfuse, Inc.

	TC1072 TC1073 TC1073-33VCH TC1073-30VCH TC1073-285	Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-55
Circular Connector; No. of Contacts:55; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-55
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-55
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-41
PTSE 55C 55#20 SKT RECP
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-78
50mA and 100mA CMOS LDOs with Shutdown, ERROR Output and VREF Bypass 0mA00mA的CMOS低压降稳压器具有关断功能，错误输出和VREF绕道
	Microchip Technology Inc.
Microchip Technology, Inc.

	MPC8241 XPC8241TZP XPC8241TZP166B XPC8241TXXX XPC8	MPC8241 Part Number Specification     for the XPC8241TXXnnnx Series
Intergrated Processor Hardware Specifications
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:20-16
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:30; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket 综合处理器硬件规
	Freescale (Motorola)
FREESCALE[Freescale Semiconductor, Inc]
飞思卡尔半导体(中国)有限公司

	HZS12NB1 HZS12NB2 HZS12NB4 HZS10NB1 HZS10NB2 HZS11	Diodes>Zener
SILICON EPITAXIAL PLANAR ZENER DIODE FOR STABILIZED POWER SUPPLY
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:24-31
Circular Connector; No. of Contacts:2; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Cable Receptacle; Insert Arrangement:8-2
Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Cable Receptacle; Insert Arrangement:8-3
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT01; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:18-32
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:18-32
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:24-61
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:24-61
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:24-61
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:55; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
Low Current Operation at 250 ，Low Reverse Leakage,Low Noise Zener Diode 250 的低电流运算，低反向泄露，低噪声稳压二极
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight 硅外延平面齐纳二极管稳压电源
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-41 硅外延平面齐纳二极管稳压电源
Niobium Oxide Capacitor; Capacitor Type:Solid; Voltage Rating:6.3VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:22uF; Capacitance Tolerance: 20%; ESR:2.6ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes 硅外延平面齐纳二极管稳压电源
DIODE ZENER SINGLE 350mW 18Vz 7mA-Izt 0.05 0.1uA-Ir 14 SOT-23 3K/REEL 硅外延平面齐纳二极管稳压电源
Low Current Operation at 250 锛?ow Reverse Leakage,Low Noise Zener Diode
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:31; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:24-31
CAPACITOR, CASE A, 15UF, 6.3V; Application:Solid; Capacitance:15uF; Tolerance, capacitance:20%; Series:NOJ; Voltage, rating:6.3V; Capacitor dielectric type:Niobium Oxide; Case style:A; Depth, external:1.6mm; Length / Height, RoHS Compliant: Yes
CAP OXI NIOB 22UF 10V 20% SMD
	Renesas Technology / Hitachi Semiconductor
RENESAS[Renesas Electronics Corporation]
http://
Renesas Electronics Corporation.
Renesas Electronics, Corp.

	MCM69P818ZP3.8 MCM69P818ZP3.5 MCM69P818ZP3.8R MCM6	Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:16-26
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:16-8
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:23; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:16-23
256K x 18 Bit Pipelined BurstRAM Synchronous Fast Static RAM 256K X 18 CACHE SRAM, 4 ns, PBGA119
	Motorola, Inc.
Motorola Mobility Holdings, Inc.

	M24256-A MM24256-AWDL6T MM24256-AWMW5T MM24256-ARM	256 Kbit Serial I C Bus EEPROM With Two Chip Enable Lines
ER 3C 3#8 SKT RECP WALL
ECONOLINE: REC3-S_DR/H1 - 3W DIP Package- 1kVDC Isolation- Regulated Output- UL94V-0 Package Material- Continuous Short Circiut Protection- Internal SMD design- 100% Burned In- Efficiency to 75%
Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:10SL; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
61-168624-52S
Circular Connector; No. of Contacts:6; Series:MS27497; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:8; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:8-35 RoHS Compliant: No
Circular Connector; No. of Contacts:13; Series:MS27505; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:11; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:13; Series:MS27505; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:11; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:11-35 RoHS Compliant: No
GT 37C 37#16 PIN PLUG
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GTS; No. of Contacts:35; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
32K X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8
	意法半导
STMICROELECTRONICS

	CXK581000AYM-55LL CXK581000AYM-55SL CXK581000A CXK	Circular Connector; Body Material:Thermoplastic; Series:C016; No. of Contacts:6; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Features:Strain Relief with Clamping Ring; Leaded Process Compatible:Yes RoHS Compliant: Yes
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:10; Gender:Female; Body Material:Aluminum Alloy; Connecting Termination:Screw; Features:Spring Cover; For Use With:C146 Rectangular Circular Connectors RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:MS3106; No. of Contacts:10; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Female RoHS Compliant: No
C091D
ER 10C 10#16 PIN PLUG RoHS Compliant: No
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:24; Gender:Female; Body Material:Aluminum Alloy; Connecting Termination:Screw; Features:Spring Cover; For Use With:C146 Rectangular Circular Connectors RoHS Compliant: Yes
10-474618-01P
ER 5C 5#16 PIN PLUG
Top Entry Connector Hood; Enclosure Material:Aluminum Alloy; For Use With:C146 Rectangular Circular Connectors; Thread Size:PG 21; Connecting Termination:Screw; No. of Contacts:10; Operating Voltage:400V; Series:C-146 RoHS Compliant: Yes
DIN Audio Connector; No. of Contacts:3; Contact Termination:Solder; Mounting Type:Cable; Gender:Female; Terminal Type:Solder RoHS Compliant: Yes
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:16; Body Material:Aluminum Alloy; Connecting Termination:Screw; For Use With:C146 Rectangular Circular Connectors; Operating Voltage:400V RoHS Compliant: Yes
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:48; Gender:Female; Body Material:Aluminum Alloy; Connecting Termination:Screw; For Use With:C146 Rectangular Circular Connectors; Operating Voltage:400V RoHS Compliant: Yes
Circular Connector; Body Material:Thermoplastic; Series:C016; No. of Contacts:6; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Features:Strain Relief with Clamping Ring RoHS Compliant: Yes
Circular Connector; Body Material:Thermoplastic; Series:C016; No. of Contacts:6; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Features:Strain Relief with Clamping Ring RoHS Compliant: Yes
Top Entry Connector Hood; Enclosure Material:Aluminum Alloy; For Use With:C146 Rectangular Circular Connectors; Thread Size:PG 16; Connecting Termination:Screw; No. of Contacts:10; Operating Voltage:400V; Series:C-146 RoHS Compliant: Yes
Circular Connector; Body Material:Thermoplastic; Series:C016; No. of Contacts:6; Connecting Termination:Solder; Circular Shell Style:Cable Plug; Features:Internal Strain Relief with Clamping Ring RoHS Compliant: Yes
131072-word x 8-bit High Speed CMOS Static RAM 131072字8位高速CMOS静态RAM
	http://
SONY[Sony Corporation]
Sony, Corp.
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