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	Maker: 原装
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			 Related Part Number
	
					PART	Description	Maker
	TCST1030 TCST1030L 	Transmissive Optical Sensor with Phototransistor Output
	Vishay Siliconix

	TCUT1300X01 TCUT1300X0107 	Subminiature Dual Channel Transmissive Optical Sensor with
	Vishay Siliconix

	TCPT1200X01 	From old datasheet system
Subminiature Transmissive Optical Sensor with Phototransistor Output
	Vishay Telefunken
VISAY[Vishay Siliconix]

	HOA6992-T55 HOA6992-N55 HOA699X HOA698X 	3.18 mm SLOT WIDTH, 1 CHANNEL SLOTTED OPTICAL SWITCH LOGIC OUTPUT
Transmissive Optoschmitt Sensor
	Honeywell Accelerometers
Honeywell Accelerometer...

	HOA086X HOA087X HOA0860 HOA086X087X HOA0870-L51 HO	Phototransistor output
Transmissive Sensor
3.18 mm SLOT WIDTH, 1 CHANNEL SLOTTED OPTICAL SWITCH TRANSISTOR OUTPUT
	Honeywell Accelerometers
Honeywell Solid State Electronics Center
Honeywell Accelerometer...

	KT872N15 KT872N55 KT872P51 KT872P55 KT872T55 KT872	Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches. Electrical parameter A lead spacing .320 inches. Aperture width in front of sensor .010 inches. Aperture width in front of emitter .
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .320inches. Aperture in front of sensor .050inches. Aperture width in front of emitter
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .01
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320inches. Aperture in front of sensor .050inches. Aperture in front of emitter .050i
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .320inches. Aperture width in front of sensor .050inches. Aperture in front of emitter
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture  in front of sensor .010 inches. Aperture in front of emitter .0
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .01
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
	Optek Technology

	HEDS-1500 	HEDS-1500 · 655nm Optical Reflective Sensor
655 nm Precision Optical Reflective Sensor
	Agilent (Hewlett-Packard)
Agilent(Hewlett-Packard)

	HOA1881-013 HOA1881 HOA1881-011 HOA1881-012 	Transmissive Sensor
	Honeywell Solid State Electronics Center

	HOA1883-013 HOA1883 HOA1883-011 HOA1883-012 	Transmissive Sensor
	HONEYWELL

	HOA1886-013 HOA1886 HOA1886-011 HOA1886-012 	Transmissive Sensor
	Honeywell Solid State Electronics Center

	HOA1876 HOA1876-003 HOA1876-001 HOA1876-002 	Transmissive Sensor
	Honeywell Solid State Electronics Center
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