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			XDMR14C2 - Material (Color) = Gaalas (Red) Lens = Peak Wave Length = 660 Iv(ucd) If@10mA Min.= 8000 Iv(ucd) If@10mA Typ.= 23990 
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			 Related Part Number
	
					PART	Description	Maker
	XDMR11C-A 	Material (Color) = Gaalas (Red) Lens = Peak Wave Length = 660 Iv(ucd) If@10mA Min.= 8000 Iv(ucd) If@10mA Typ.= 17990
	SunLED Company Limited

	XDMR20A-A 	Material (Color) = Gaalas (Red) Lens = Peak Wave Length = 660 Iv(ucd) If@10mA Min.= 8000 Iv(ucd) If@10mA Typ.= 23990
	SunLED Company Limited

	XDMR20A 	Material (Color) = Gaalas (Red) Lens = Peak Wave Length = 660 Iv(ucd) If@10mA Min.= 8000 Iv(ucd) If@10mA Typ.= 23990
	SunLED Company Limited

	Q62702-Y79-J Q62702-Y79-H Q62702-Y79-G Q62702-Y79 	PNP SILICON PLANAR TRANSISTORS 进步党硅平面型晶体管
Safety Sign; Legend:No Smoking This Area; External Height:10"; External Width:14"; Body Material:Aluminum; Color:Red/White RoHS Compliant: NA 进步党硅平面型晶体管
Safety Sign; Legend:No Smoking (With Picture); External Height:10"; External Width:14"; Body Material:Aluminum; Color:Red/Black RoHS Compliant: NA 进步党硅平面型晶体管
	SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	Q62703-Q1090 SFH483E7800 SFH483 	GaAlAs-IR-Lumineszenzdiode GaAlAs Infrared Emitter 1 ELEMENT, INFRARED LED, 880 nm
GaAlAs-IR-Lumineszenzdiode GaAlAs Infrared Emitter 发动器，红外Lumineszenzdiode GaAlA红外发射
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	4600T 4611T-106-2222FCD 4611K-101-2222BAA 4611K-10	Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:White/Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:White/Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Light Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Film Capacitor; Voltage Rating:63VDC; Capacitor Dielectric Material:Polyester; Capacitance:1uF; Capacitance Tolerance: 10%; Lead Pitch:15mm; Leaded Process Compatible:No; Package/Case:F; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Black; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:White/Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
THIN FILM CONFORMAL SIP 薄膜共形SIP协议
	List of Unclassifed Manufacturers
BOURNS
ETC[ETC]
Electronic Theatre Controls, Inc.

	L1553YDT L1553EDT L1553GDT L1553HDT L1553IDT L1553	The Bright Red Source Color Devices are made with Gallium Phosphide Red Light Emitting Diode SINGLE COLOR LED, SUPER BRIGHT RED, 5 mm
	Kingbright, Corp.
KINGBRIGHT[Kingbright Corporation]
Kingbright Electronic

	BCD250-1 	Fuse Holder; Fuse Size/Group:1/4 x 1-1/4 &quot;; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Series:348; Bezel Cap Color:Red; Bezel Color:Black; Mounting Type:Panel Mount; Terminal Type:Quick Connect RoHS Compliant: Yes
	

	TBA12-11EGWA TBA12-12EGWA TBA12-22EGWA TA12-11 TA1	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:25; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Capacitance:16.9pF/ft; Conductor Material:Copper; Jacket Color:Red RoHS Compliant: Yes
30 MM 5 X 7 DOT MATRIX DISPLAYS 5X7 DOT MATRIX DISPLAY, GREEN, 30 mm
	KINGBRIGHT[Kingbright Corporation]
Kingbright Electronic
Kingbright Corporation.
Kingbright, Corp.

	AND125CRP 	GaAlAs Red Light Emission
	Purdy Electronics Corporation

	SM6611BBH SM6611BAH SM6611FBH SM6611 SM6611AAH SM6	Lens Cap; For Use With:XB2B 22mm Pushbutton Switches; Lens Color:Red; Color:Red; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
OPERATOR MUSHROOM KEY OPERATED RED 60MM
Miniature High-Precision Temperature Switch IC
	Seiko NPC Corporation
NPC[Nippon Precision Circuits Inc]
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