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			165 -    Unbased Lens-End Lamps Unbased lamp. 6.0V, 0.850A. Connector assemblies, Network cables; Drop Ship:Yes Unbased透镜完灯 CAT5E PATCH CORD, 6FT PURPLE, MOLDED Unbased透镜完灯 CAT5E PATCH CORD, 25FT BLUE, MOLDED Unbased透镜完灯 Unbased Lens-End Lamps Unbased透镜完灯 US POWER CORD 10 FEET CAT5E PATCH CORD, 6FT    PURPLE,  MOLDED CAT5E PATCH CORD, 25FT   BLUE, MOLDED CAT5E PATCH CORD, 6FT    YELLOW, MOLDED GIGABASE 350 CAT5E PATCH 100 FT, SNAGLESS, BEIGE TELCO 25-PAIR PVC 50 FT  2 MALE CONNECTORS Unbased lamp. 5.0V, 0.780A. 
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	Part No.	165 181 161X 185-1 174-1 180-1 173-1 179-1 169-1 172-1   

	Description	   Unbased Lens-End Lamps 
 Unbased lamp. 6.0V, 0.850A.
Connector assemblies, Network cables; Drop Ship:Yes Unbased透镜完灯
CAT5E PATCH CORD, 6FT PURPLE, MOLDED Unbased透镜完灯
CAT5E PATCH CORD, 25FT BLUE, MOLDED Unbased透镜完灯
Unbased Lens-End Lamps Unbased透镜完灯
US POWER CORD 10 FEET
CAT5E PATCH CORD, 6FT    PURPLE,  MOLDED
CAT5E PATCH CORD, 25FT   BLUE, MOLDED
CAT5E PATCH CORD, 6FT    YELLOW, MOLDED
GIGABASE 350 CAT5E PATCH 100 FT, SNAGLESS, BEIGE
TELCO 25-PAIR PVC 50 FT  2 MALE CONNECTORS
Unbased lamp. 5.0V, 0.780A.
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						 Gilway Technical Lamp 
 International Light Technologies, Inc.
International Light Technologies Inc.
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: 1651
	Maker: N/A
	Pack: N/A
	Stock: 102
	Unit price 
									for :
	    
									50: $3.60
	  
									100: $3.42
	1000: 
									$3.24
	
									Email: oulindz@gmail.com
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 			 Full text search :    Unbased Lens-End Lamps Unbased lamp. 6.0V, 0.850A. Connector assemblies, Network cables; Drop Ship:Yes Unbased透镜完灯 CAT5E PATCH CORD, 6FT PURPLE, MOLDED Unbased透镜完灯 CAT5E PATCH CORD, 25FT BLUE, MOLDED Unbased透镜完灯 Unbased Lens-End Lamps Unbased透镜完灯 US POWER CORD 10 FEET CAT5E PATCH CORD, 6FT    PURPLE,  MOLDED CAT5E PATCH CORD, 25FT   BLUE, MOLDED CAT5E PATCH CORD, 6FT    YELLOW, MOLDED GIGABASE 350 CAT5E PATCH 100 FT, SNAGLESS, BEIGE TELCO 25-PAIR PVC 50 FT  2 MALE CONNECTORS Unbased lamp. 5.0V, 0.780A.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	BD6376GUL BD6376GUL-E2 	1-2ch Lens Drivers for SLRs(Single-lens Reflex)
	Rohm

	BD65492MUV BD65492MUV-E2 	2-Channel Lens Driver for Single-lens Reflex Cameras
	ROHM

	BD6376GUL 	1-Channel Lens Driver for Single-lens Reflex Cameras
	ROHM

	BH6453GUL BD6369GUL BD6883GUL BD6883GUL12 BD6886GU	System Lens Driver Series for Mobile Phone Cameras Parallel Interface Type Lens Drivers for Voice Coil Motor
	Rohm

	LN311GP LN831YP LN211RP LN211WP 	1.8x3.5mm series. Lens color green diffused.
Round-top view 2.6mm series. Lens color red diffused.
1.8x3.5mm series. Lens color red diffused.
1.8x3.5mm series. Lens color white diffused.
	Panasonic

	LN310GP LN313GP LN410YP LN413YP LN210WP LN219RP 	2.5mm x 5mm series. Lens color green diffused.
2.5mm x 5mm series. Lens color amber diffused.
2.5mm x 5mm series. Lens color white diffused.
Segment 2.5mm series. Lens color red diffused.
	Panasonic

	HA2-5135_883 HA-5135883 HA-5135_883 HA2-5135/883 	LED Indicator; Color:Yellow; Luminous Intensity (MSCP):1000foot lambert; Voltage Rating:5V; LED Color:Yellow; Leaded Process Compatible:No; Lens Style:(H x Dia) 35.6 x 19.80 mm; Lens Width:17.8; Mounting Type:Through Hole
Precision Operational Amplifier
	INTERSIL[Intersil Corporation]

	609-1122-340F 609-2122-120F 609-2122-130F 609-2122	LED Panel Mount Indicators for 9.35mm Mounting Hole w/ Optional Watertight Capability
LED PNL MT 9MM 6V CHROME YELLOW SINGLE COLOR LED, YELLOW, 9 mm
LED INDICATOR, RECESSED RED 24VDC SINGLE COLOR LED, RED, 9 mm
LED Lamp; Color:Red; Lens Color:Red; Luminous Intensity (MSCP):60; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6VDC; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 37.08 x 10.92 mm; Lens Width:9mm
SINGLE COLOR LED, GREEN, 6 mm
	Dialight Corporation
Dialight PLC

	QTLP660C QTLP660C-AG QTLP660C-E QTLP660C-IB QTLP66	InGaN Blue Surface Mount LED Lamp - Super Bright 1.8mm (Dome Lens)
Red Surface Mount LED Lamp - Super Bright 1.8mm (Dome Lens)
Yellow Surface Mount LED Lamp - Super Bright 1.8mm (Dome Lens)
InGaN True-Green Surface Mount LED Lamp - Super Bright 1.8mm (Dome Lens)
Orange Surface Mount LED Lamp - Super Bright 1.8mm (Dome Lens)
Yellow-Green Surface Mount LED Lamp - Super Bright 1.8mm (Dome Lens)
SURFACE MOUNT LED LAMP SUPER BRIGHT 1.8 mm (Dome Lens) T-3/4 SINGLE COLOR LED, TRUE GREEN, 1.8 mm
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.

	AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-1	.018 UFD POLYPROPYLENE CAP 150 kHzA PWM降压DC / DC变换
150 KHZ 3A PWM BUCK DC/DC CONVERTER 150 kHzA PWM降压DC / DC变换
LED Lamp; Color:Red; Luminous Intensity (MSCP):10; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Voltage Rating:2.4V; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm
LED Lamp; Color:Orange; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
Polyester Film Radial Lead Capacitor; Capacitance: 15000uF; Voltage: 100V; Packaging: Bulk
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Green; Luminous Intensity (MSCP):1; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Green; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):No
LED Lamp; Color:Red; Luminous Intensity (MSCP):2100 mlm; Viewing Angle:30; Voltage Rating:2.2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 7.62 x 7.62 x 3.05 mm; Lens Width:7.62mm
Adj, 150 Khz, 3 A PWM buck DC/DC converter
	TE Connectivity, Ltd.
Diodes, Inc.
Renesas Electronics, Corp.
ETC
ANACHIP[Anachip Corp]

	LC503MBL1-06Q LC503MBG1-06Q 	Blue 6 degrees 5 mm LED lamp with water transparent lens. Wavelength(typ.) 470 nm. Luminous intensity(typ.) 1100 mcd.
Blue 6 5mm LED lamp with water transparent lens
	MARKTECH[Marktech Corporate]
Marktech Optoelectronics

	080-1235-303 031-0137-300 051-0111-303 080-0537-30	Lens Cap; For Use With:031 Series Large Panel Mount Indicators; Lens Color:Clear; Color:Clear; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes SINGLE COLOR LED, WHITE
SINGLE COLOR LED, RED
Lens Cap; For Use With:080 Series Large Panel Mount Indicators; Lens Color:Clear; Color:Clear; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes SINGLE COLOR LED, WHITE
Lens Cap; For Use With:080 Series Large Panel Mount Indicators; Lens Color:Yellow; Color:Yellow; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No SINGLE COLOR LED, AMBER
SINGLE COLOR LED, GREEN
	Dialight PLC
DIALIGHT CORP
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