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			NX8563LA-AZ - ; Leaded Process Compatible:Yes TVS UNI-DIR 68V 1500W DO-201 TVS BI-DIR 68V 1500W DO-201 3A 100V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 CONVERTER DC-DC 1W 5V/14V SGL CONVERTER DC-DC 1W 5V/12V SGL CONVERTER DC-DC 1W 7V/7V DUAL DIODE ZENER SINGLE 200mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-323 3K/REEL NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 MILITARY BATTERY RoHS Compliant: NA 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 DIODE ZENER SINGLE 500mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-123 3K/REEL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 CONVERTER DC-DC 1W 5V/5V DUAL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块2.5 GB /秒，110公里240公里REACH的DWDM城域和有线电视领域的应用 
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	Part No.	NX8563LA-AZ NX8563LA509-CD NX8563LAS509-CD NX8563LA525-CC NX8563LAS525-CC NX8563LA334-CD NX8563LAS334-CD NX8563LA350-CD NX8563LAS350-CD NX8563LA429-CC NX8563LAS429-CC NX8563LA525-CD NX8563LAS525-CD NX8563LA437-CD NX8563LA437-CC NX8563LA350-CC NX8563LAS334-CC NX8563LA334-CC NX8563LA533-CC NX8563LAS533-CC NX8563LAS541-CC NX8563LA366-CC NX8563LA565-CC NX8563LAS565-CC NX8563LAS366-CC NX8563LA501-CD NX8563LA303-CD NX8563LA405-CD NX8563LAS405-CD NX8563LA606-CD NX8563LA606-CC  

	Description	; Leaded Process Compatible:Yes 
 TVS UNI-DIR 68V 1500W DO-201
TVS BI-DIR 68V 1500W DO-201
3A 100V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
CONVERTER DC-DC 1W 5V/14V SGL
CONVERTER DC-DC 1W 5V/12V SGL
CONVERTER DC-DC 1W 7V/7V DUAL
DIODE ZENER SINGLE 200mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-323 3K/REEL
NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用
MILITARY BATTERY RoHS Compliant: NA 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用
DIODE ZENER SINGLE 500mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-123 3K/REEL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用
CONVERTER DC-DC 1W 5V/5V DUAL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用
NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块2.5 GB /秒，110公里240公里REACH的DWDM城域和有线电视领域的应用
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 			 Full text search : ; Leaded Process Compatible:Yes TVS UNI-DIR 68V 1500W DO-201 TVS BI-DIR 68V 1500W DO-201 3A 100V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 CONVERTER DC-DC 1W 5V/14V SGL CONVERTER DC-DC 1W 5V/12V SGL CONVERTER DC-DC 1W 7V/7V DUAL DIODE ZENER SINGLE 200mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-323 3K/REEL NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 MILITARY BATTERY RoHS Compliant: NA 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 DIODE ZENER SINGLE 500mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-123 3K/REEL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 CONVERTER DC-DC 1W 5V/5V DUAL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块2.5 GB /秒，110公里240公里REACH的DWDM城域和有线电视领域的应用   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	2205-H-RC 2202-V-RC 2218-H-RC 2215-V-RC 2208-H-RC 	Toroidal Inductor; Series:2200; Inductance:22uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:10.3A; DC Resistance Max:0.010ohm; Leaded Process Compatible:Yes 1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2200; Inductance:12uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:12A; DC Resistance Max:0.008ohm; Leaded Process Compatible:Yes 1 ELEMENT, 12 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2200; Inductance:330uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:3.3A; DC Resistance Max:0.10ohm; Leaded Process Compatible:Yes 1 ELEMENT, 330 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2200; Inductance:180uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:3.8A; DC Resistance Max:0.075ohm; Leaded Process Compatible:Yes 1 ELEMENT, 180 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2200; Inductance:39uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:7.1A; DC Resistance Max:0.022ohm; Leaded Process Compatible:Yes 1 ELEMENT, 39 uH, GENERAL PURPOSE INDUCTOR
High Current Toroid Inductors Horizontal or vertical mount Low cost
Toroidal Inductor; Series:2200; Inductance:68uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4.9A; DC Resistance Max:0.046ohm; Leaded Process Compatible:Yes
Toroidal Inductor; Series:2200; Inductance:560uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:2.2A; DC Resistance Max:0.21ohm; Leaded Process Compatible:Yes
	Bourns, Inc.
Bourns Electronic Solutions
BOURNS INC
Rohm
Bourns Electronic Solut...

	1120-222K-RC 1120-1R2M-RC 1120-680K-RC 1120-681K-R	RF Choke; Series:1120; Inductance:2.2mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.54ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:68uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:4.8A; DC Resistance Max:0.053ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:680uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.430ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:330uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.305ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:470uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.355ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.26ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
Very high current capacity
	BOURNS INC
Bourns Electronic Solut...

	BL-XA1361-F7 BL-XF0361-F7 BL-XJB361-F7 BL-XJD361-F	AXIAL LED LAMPS WITH GULL WING LEAD 轴向LED节能灯带鸥翼
Rotary Switch; Contact Current Max:6A; No. of Poles:4; No. of Switch Positions:3; Indexing:30 ; Switch Terminals:Solder Lug RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: /- 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
D-Subminiature Connector; No. of Contacts:9; D Sub Shell Size:DB9; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Yellow Stone, Corp.
早安股份有限公司
Yellow Stone Corp

	2117-V-RC 2112-RC 2111-RC 2120-V-RC 2122-RC 2108-H	Toroidal Inductor; Series:2100; Inductance:270uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:1.8A; DC Resistance Max:0.21ohm; Leaded Process Compatible:Yes 1 ELEMENT, 270 uH, GENERAL PURPOSE INDUCTOR
High Current Toroid Inductors
Toroidal Inductor; Series:2100; Inductance:470uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:1.6A; DC Resistance Max:0.28ohm; Leaded Process Compatible:Yes 1 ELEMENT, 470 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2100; Inductance:39uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4.8A; DC Resistance Max:0.032ohm; Leaded Process Compatible:Yes; Resistance:32mohm 1 ELEMENT, 39 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2100; Inductance:100uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:2.4A; DC Resistance Max:0.13ohm; Leaded Process Compatible:Yes
   High Current Toroid Inductors
	Bourns, Inc.
Bourns Electronic Solutions
BOURNS INC
Bourns Electronic Solut...

	IDT74FCT825BTSOB IDT74FCT825BTSO IDT74FCT825BTQB I	Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:60V; Package/Case:A; Terminal Type:Axial Leaded; ESR:15ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:A; Terminal Type:Axial Leaded; ESR:14ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:A; Terminal Type:Axial Leaded; ESR:14ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:50V; Package/Case:A; Terminal Type:Axial Leaded; ESR:15ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 0.82UF 50V 10% X7R SMD-1210 TR-7-PL SN-NIBAR
CAP 0.1UF 50V 10% X7R SMD-1805 TR-7-PL SN-NIBAR
HIGH-PERFORMANCE CMOS BUS INTERFACE REGISTERS FCT SERIES, 9-BIT DRIVER, TRUE OUTPUT, CDFP24
	IDT[Integrated Device Technology]
Integrated Device Technology, Inc.
INTEGRATED DEVICE TECHNOLOGY INC
Integrated Device Techn...

	597-3111-402F 597-3311-407F 	LED Lamp; LED Color:Red; Luminous Intensity:17ucd; Viewing Angle:70 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-30 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes SINGLE COLOR LED, RED, 2 mm
; Color:Green; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes SINGLE COLOR LED, GREEN, 2 mm
	Dialight PLC

	Z402L Z403L Z404 Z403LR 	FUSE CLIP, FOR 3AG FUSES W/O STOP, PCB MNT., TIN PLATED
Fuse Holder; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
TRANSFORMER VARIABLE OPEN 3A
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Copper Alloy; Current Rating:15A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating:32V
Fuse Holder; Fuse Size/Group:Mini; Mounting Type:In-Line; Body Material:Thermoplastic; Contact Material:Copper Alloy; Contact Plating:Tin; Current Rating:30A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	保险丝支架，夹子&硬件

	1130-4R7M-RC 1130-1R2M-RC 1130-6R8M-RC 1130-100K-R	RF Choke; Series:1130; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1130; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1130; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.004ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
High Current Chokes Very high current capacity Fixed lead spacing
	BOURNS INC
Bourns Electronic Solutions

	SLD323V-3 SLD323V SLD323V-1 SLD323V-2 SLD323V-21 S	Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:24-TSSOP; IC Generic Number:4270; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C 1W的高功率密度激光二极管
Stereo CODEC IC; IC Function:Stereo CODEC IC; Package/Case:28-TSSOP; Leaded Process Compatible:No; Operating Temp. Max:-40 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No; Supply Voltage:3.1V RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:24-TSSOP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
24BIT CODEC AUDIO, 4271, TSSOP28; Resolution, Bits:24bit; Sample Rate:192kHz; DACs, No. of:2; Interface Type:Serial; Output Type:Differential; Voltage, Supply Min:2.37V; Voltage, Supply Max:5.25V; Termination Type:SMD;
A/D Converter (A-D) IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
High Power Density 1W Laser Diode
	Sony, Corp.
SONY[Sony Corporation]

	GNR10D391K GNR10D182K GNR10D180K GNR10D431K GNR10D	   VARISTOR
Coaxial Cable; Coaxial RG/U Type:213; Impedance:50ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes
PAIRED OVERALL SHIELDED PLENUM CABLE FOR AUDIO, INSTRUMENT, CONTR...,FIBER OPTICS,PLENUM COMPUTER CABLE, 24 AMERICAN WIRE GAUGE, BLACK, REDALL SHIELDED PLENUM CABLE F RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:214; Impedance:50ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:59B; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes 压敏电阻
Programmable Logic Controller; For Use With:I/O Bricks; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58C; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58C; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes 压敏电阻
2 PR #22 FEP FS FLRST RoHS Compliant: Yes
Varistor.
VARISTOR 压敏电阻
Connectors, Accessories; For Use With:G4 I/O Module Mounting Racks; Accessory Type:Jumper Strap; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	CERAMATE[Ceramate Technical]
CERAMATE TECHNOLOGY CO., Ltd.
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