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			F09B125V15A - APOLO7 RV1.2,1.1V,105C THREE PHASE PRE-DRIVER Infrared Temperature Sensor; Sensor Output:0 - 10VDC; Field of View:14:1; Sensing Face Type:Germanium; Sensor Terminals:Solder Lug/Quick Connect; Features:Germanium Lens; Response Time:75ms Infrared Temperature Sensor; Sensor Output:0 - 10VDC; Field of View:6:1; Sensing Face Type:Enclosed Plastic; Sensor Terminals:Solder Lug/Quick Connect; Features:Enclosed Plastic Face; Response Time:75ms RoHS Compliant: NA Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:65pF/ft RoHS Compliant: Yes Belden Shielded Riser Multi-Conductor Cable, Wire Size: 18 AWG, Number of Conductors: 2, Length: 1000 feet, Conductor Material: Bare Copper Stranded, Shielding: Beldfoil, Jacket: PVC Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:38pF/ft RoHS Compliant: Yes Connector assemblies, Audio/RF/Video cables; MILITARY COMPONENTS FUSES 军用规格保险 ; Sensor Input Type:Optical; Sensing Range Max:213m; Sensor Output:NPN/PNP 军用规格保险 ; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 军用规格保险 Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:33pF/ft RoHS Compliant: Yes 军用规格保险 MPC3 PC AMPLIFIER 军用规格保险 
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	Part No.	F09B125V15A F03B125V15A F09B125V12A FM08A125V1/2A F09A250V7A F09B250V7A F02A250V4A F03A250V4A F09A250V4A F03A250V2A F09A250V2A F09B250V2A FM10A125V1/16A F09B250V21/2A F03A250V1/2A F09B250V1/2A F60C500V1/2A F01A125V11/2A F01A125V21/2A FM08A125V21/2A F03B125V61/4A F01A125V16/10A F60C500V2/10A F09B250V6/10A F09B250V56/10A F02A125V10A F02A250V3/10A F02A250V5A FM07A125V1/100A FM07A125V2/10A FM07A125V5A  

	Description	APOLO7 RV1.2,1.1V,105C 
 THREE PHASE PRE-DRIVER
Infrared Temperature Sensor; Sensor Output:0 - 10VDC; Field of View:14:1; Sensing Face Type:Germanium; Sensor Terminals:Solder Lug/Quick Connect; Features:Germanium Lens; Response Time:75ms
Infrared Temperature Sensor; Sensor Output:0 - 10VDC; Field of View:6:1; Sensing Face Type:Enclosed Plastic; Sensor Terminals:Solder Lug/Quick Connect; Features:Enclosed Plastic Face; Response Time:75ms RoHS Compliant: NA
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:65pF/ft RoHS Compliant: Yes
Belden Shielded Riser Multi-Conductor Cable, Wire Size: 18 AWG, Number of Conductors: 2, Length: 1000 feet, Conductor Material: Bare Copper Stranded, Shielding: Beldfoil, Jacket: PVC
Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:38pF/ft RoHS Compliant: Yes
Connector assemblies, Audio/RF/Video cables;
MILITARY COMPONENTS FUSES 军用规格保险
; Sensor Input Type:Optical; Sensing Range Max:213m; Sensor Output:NPN/PNP 军用规格保险
; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 军用规格保险
Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:33pF/ft RoHS Compliant: Yes 军用规格保险
MPC3 PC AMPLIFIER 军用规格保险
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 			 Full text search : APOLO7 RV1.2,1.1V,105C THREE PHASE PRE-DRIVER Infrared Temperature Sensor; Sensor Output:0 - 10VDC; Field of View:14:1; Sensing Face Type:Germanium; Sensor Terminals:Solder Lug/Quick Connect; Features:Germanium Lens; Response Time:75ms Infrared Temperature Sensor; Sensor Output:0 - 10VDC; Field of View:6:1; Sensing Face Type:Enclosed Plastic; Sensor Terminals:Solder Lug/Quick Connect; Features:Enclosed Plastic Face; Response Time:75ms RoHS Compliant: NA Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:65pF/ft RoHS Compliant: Yes Belden Shielded Riser Multi-Conductor Cable, Wire Size: 18 AWG, Number of Conductors: 2, Length: 1000 feet, Conductor Material: Bare Copper Stranded, Shielding: Beldfoil, Jacket: PVC Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:38pF/ft RoHS Compliant: Yes Connector assemblies, Audio/RF/Video cables; MILITARY COMPONENTS FUSES 军用规格保险 ; Sensor Input Type:Optical; Sensing Range Max:213m; Sensor Output:NPN/PNP 军用规格保险 ; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 军用规格保险 Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:33pF/ft RoHS Compliant: Yes 军用规格保险 MPC3 PC AMPLIFIER 军用规格保险   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	F09B125V15A F03B125V15A F09B125V12A FM08A125V1/2A 	APOLO7 RV1.2,1.1V,105C
THREE PHASE PRE-DRIVER
Infrared Temperature Sensor; Sensor Output:0 - 10VDC; Field of View:14:1; Sensing Face Type:Germanium; Sensor Terminals:Solder Lug/Quick Connect; Features:Germanium Lens; Response Time:75ms
Infrared Temperature Sensor; Sensor Output:0 - 10VDC; Field of View:6:1; Sensing Face Type:Enclosed Plastic; Sensor Terminals:Solder Lug/Quick Connect; Features:Enclosed Plastic Face; Response Time:75ms RoHS Compliant: NA
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:65pF/ft RoHS Compliant: Yes
Belden Shielded Riser Multi-Conductor Cable, Wire Size: 18 AWG, Number of Conductors: 2, Length: 1000 feet, Conductor Material: Bare Copper Stranded, Shielding: Beldfoil, Jacket: PVC
Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:38pF/ft RoHS Compliant: Yes
Connector assemblies, Audio/RF/Video cables;
MILITARY COMPONENTS FUSES 军用规格保险
; Sensor Input Type:Optical; Sensing Range Max:213m; Sensor Output:NPN/PNP 军用规格保险
; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 军用规格保险
Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:33pF/ft RoHS Compliant: Yes 军用规格保险
MPC3 PC AMPLIFIER 军用规格保险
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