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			H11AA814C3S - 4POINT 23"RACKMT SHELF 24SCA-RMS-23X24-FIXED Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP-PowerPAD -40 to 85 INDUCTOR, AXIAL, 27UH; Inductor type:Choke; Inductance:27uH; Tolerance, inductance: /-20%; Resistance:2R; Current, DC max:0.4A; Frequency, resonant:40MHz; Case style:Axial; Q factor:2; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes Series 942 Separate sensor head, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box Series 942 Separate sensor head, 900 mm [35.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box Series 942 Compact, 3000 mm [118.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link Series 942 Separate control box, 2500 mm [98.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head Series 942 Separate control box, 900 mm [35.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP -40 to 85 CAT 5E PATCH CORD, BEIGE 5 FT. ORANGE CAT5E PATCH CORD, 50 FT INDUCTOR, AXIAL, 3.0UH; Inductor type:Choke; Inductance:3uH; Tolerance, inductance:20%; Resistance:0.09R; Current, DC max:2A; Frequency, resonant:113MHz; Case style:Axial; Q factor:0.9; Material, core:Ferrite; Tolerance, :20%; RoHS Compliant: Yes CAT5E PATCH CORD 100MHZ  7 FOOT ORANGE ORANGE CAT5E PATCH CORD, 10 FT INDUCTOR, AXIAL, 50UH; Inductor type:Choke; Inductance:50uH; Tolerance, inductance: /-20%; Resistance:3R; Current, DC max:0.4A; Frequency, resonant:37MHz; Case style:Axial; Q factor:3; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes PATCH PANEL HINGE KIT 1U SCA-H PATCH PANEL HINGE KIT 2U SCA-H DATA/DATA (8 COND) IVORY SCA-S CAT 5E PATCH CORD, BEIGE 3 FT Series 942 Separate control box, 1500 mm [59.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Series 942 Compact, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Series 942 Compact, 600 mm [24.0 in] scan distance, Stainless Steel M30, Connector, one analog output (0 Vdc to 10 Vdc), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER 4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER FIXED 4-POINT SHELF 19"X24"D 4引脚光电晶体管光电耦合 CRIMPMASTER TOOL KIT 4引脚光电晶体管光电耦合 4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 4引脚光电晶体管光电耦合 BOX 3.05X1.51X1.05 W/2 BTNS ALMOND 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER GIGABASE 350 CAT5E PATCH 2 FT, NON BOOT, BEIGE 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-HTSSOP -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-SOIC -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Quadruple 2-Input Positive-NAND Gates 14-CDIP -55 to 125 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER    4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 
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	Part No.	H11AA814C.3S H11AA814C3SD H11AA814C.3SD H11A8173S H11A6173S H11AA814A.3S H11AA814.SD H11A617B H11A617B.300 H11A617B.300W H11A617B.3SD H11A617B.S H11A617B.SD H11A617B.W H11A617B300 H11A617B300W H11A617B3S H11A617B3SD H11A617BS H11A617BSD H11A617BW H11A617D.SD H11A617D.3SD H11A617C.SD H11A617A.SD H11A617C.3SD H11A617A.3SD H11A617.SD H11A617.3SD H11A817A.300 H11AA814A.300  

	Description	4POINT 23"RACKMT SHELF 24SCA-RMS-23X24-FIXED 
 Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP-PowerPAD -40 to 85
INDUCTOR, AXIAL, 27UH; Inductor type:Choke; Inductance:27uH; Tolerance, inductance: /-20%; Resistance:2R; Current, DC max:0.4A; Frequency, resonant:40MHz; Case style:Axial; Q factor:2; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes
Series 942 Separate sensor head, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box
Series 942 Separate sensor head, 900 mm [35.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box
Series 942 Compact, 3000 mm [118.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link
Series 942 Separate control box, 2500 mm [98.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head
Series 942 Separate control box, 900 mm [35.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head
Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP -40 to 85
CAT 5E PATCH CORD, BEIGE 5 FT.
ORANGE CAT5E PATCH CORD, 50 FT
INDUCTOR, AXIAL, 3.0UH; Inductor type:Choke; Inductance:3uH; Tolerance, inductance:20%; Resistance:0.09R; Current, DC max:2A; Frequency, resonant:113MHz; Case style:Axial; Q factor:0.9; Material, core:Ferrite; Tolerance, :20%; RoHS Compliant: Yes
CAT5E PATCH CORD 100MHZ  7 FOOT ORANGE
ORANGE CAT5E PATCH CORD, 10 FT
INDUCTOR, AXIAL, 50UH; Inductor type:Choke; Inductance:50uH; Tolerance, inductance: /-20%; Resistance:3R; Current, DC max:0.4A; Frequency, resonant:37MHz; Case style:Axial; Q factor:3; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes
PATCH PANEL HINGE KIT 1U SCA-H
PATCH PANEL HINGE KIT 2U SCA-H
DATA/DATA (8 COND) IVORY SCA-S
CAT 5E PATCH CORD, BEIGE 3 FT
Series 942 Separate control box, 1500 mm [59.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Series 942 Compact, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Series 942 Compact, 600 mm [24.0 in] scan distance, Stainless Steel M30, Connector, one analog output (0 Vdc to 10 Vdc), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
FIXED 4-POINT SHELF 19"X24"D 4引脚光电晶体管光电耦合
CRIMPMASTER TOOL KIT 4引脚光电晶体管光电耦合
4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 4引脚光电晶体管光电耦合
BOX 3.05X1.51X1.05 W/2 BTNS ALMOND 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
GIGABASE 350 CAT5E PATCH 2 FT, NON BOOT, BEIGE 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-HTSSOP -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-SOIC -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Quadruple 2-Input Positive-NAND Gates 14-CDIP -55 to 125 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
   4-PIN PHOTOTRANSISTOR OPTOCOUPLERS
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 			 Full text search : 4POINT 23"RACKMT SHELF 24SCA-RMS-23X24-FIXED Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP-PowerPAD -40 to 85 INDUCTOR, AXIAL, 27UH; Inductor type:Choke; Inductance:27uH; Tolerance, inductance: /-20%; Resistance:2R; Current, DC max:0.4A; Frequency, resonant:40MHz; Case style:Axial; Q factor:2; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes Series 942 Separate sensor head, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box Series 942 Separate sensor head, 900 mm [35.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box Series 942 Compact, 3000 mm [118.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link Series 942 Separate control box, 2500 mm [98.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head Series 942 Separate control box, 900 mm [35.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP -40 to 85 CAT 5E PATCH CORD, BEIGE 5 FT. ORANGE CAT5E PATCH CORD, 50 FT INDUCTOR, AXIAL, 3.0UH; Inductor type:Choke; Inductance:3uH; Tolerance, inductance:20%; Resistance:0.09R; Current, DC max:2A; Frequency, resonant:113MHz; Case style:Axial; Q factor:0.9; Material, core:Ferrite; Tolerance, :20%; RoHS Compliant: Yes CAT5E PATCH CORD 100MHZ  7 FOOT ORANGE ORANGE CAT5E PATCH CORD, 10 FT INDUCTOR, AXIAL, 50UH; Inductor type:Choke; Inductance:50uH; Tolerance, inductance: /-20%; Resistance:3R; Current, DC max:0.4A; Frequency, resonant:37MHz; Case style:Axial; Q factor:3; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes PATCH PANEL HINGE KIT 1U SCA-H PATCH PANEL HINGE KIT 2U SCA-H DATA/DATA (8 COND) IVORY SCA-S CAT 5E PATCH CORD, BEIGE 3 FT Series 942 Separate control box, 1500 mm [59.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Series 942 Compact, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Series 942 Compact, 600 mm [24.0 in] scan distance, Stainless Steel M30, Connector, one analog output (0 Vdc to 10 Vdc), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER 4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER FIXED 4-POINT SHELF 19"X24"D 4引脚光电晶体管光电耦合 CRIMPMASTER TOOL KIT 4引脚光电晶体管光电耦合 4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 4引脚光电晶体管光电耦合 BOX 3.05X1.51X1.05 W/2 BTNS ALMOND 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER GIGABASE 350 CAT5E PATCH 2 FT, NON BOOT, BEIGE 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-HTSSOP -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-SOIC -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Quadruple 2-Input Positive-NAND Gates 14-CDIP -55 to 125 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER    4-PIN PHOTOTRANSISTOR OPTOCOUPLERS   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	1S20 1S50 1S60 1S30 1S40 1S3. 	SCHOTTKY BARRIER RECTIFIER
Bud Adjustable Open Rack Shelves, Shelf Depth: 16 , Material: 16 gauge Steel, Finish: Metallic Gray, Features: Shelves fit in standard 19  width panel spaces, each supports up to 150 lbs, shelf depth is adjustable within the rack
	http://
RECTRON[Rectron Semiconductor]
二极射频、小信号、开关、功

	ACE4000 	3 Bay / 12 Kilowatt Power Shelf
	Lineage Power Corporation

	DNDMV19 DNDMV19BK1 	Mounting Hardware not Supplied with Shelf
	Hammond Manufacturing Ltd.
Hammond Manufacturing L...

	SRSHELF2P1UTM 	SmartRack 1U Cantilever Toolless Mount Fixed Shelf (30 lb/13.6 kg capacity; 12 in./305 mm depth)
	Tripp Lite. All Rights ...

	COM117HVT 	Hi-Rel Adjustable Voltage  3-Terminal Positive Regulator
COMMERCIAL OFF-THE-SHELF 1.5 AMP POSITIVE ADJUSTABLE VOLTAGE REGULATOR, HIGH VOLTA G E
COMMERCIAL OFF-THE-SHELF 1.5 AMP POSITIVE ADJUSTABLE VOLTAGE REGULATOR, HIGH VOLTAGE
	International Rectifier
ETC
N.A.
List of Unclassifed Manufacturers

	PPS10 PPS10-3900 PPS10-7800 	DC power shelf systems provide large power system
	Power-One

	S1U-3X-16-A-12-RC S1U-3X-16-A-12-RCV S1U-3X-16-A-4	1U 19 inch Power Shelf for the D1U Family of Power Supplies
	Murata Power Solutions Inc.

	S1U-3X-16-A-48-RC D1U-W-1200-48-HC2C D1U-W-1200-48	AC/DC Front End Power Supply   S1U Power Shelf
	Murata Power Solutions Inc.

	0151340305-18 0151340305-17 	PicoBlade-to-PicoBlade Off-the-Shelf (OTS) Cable Assembly, Single Row, 450.00mm Length, 3 Circuits, Natural
	Molex Electronics Ltd.

	EFR32FG1 EFR32FG1P132F256GM32-B0 EFR32FG1P132F64GM	   Electronic Shelf Labels
EFR32FG1 Flex Gecko Proprietary Protocol SoC Family Data Sheet
	Silicon Laboratories

	1451300300 	Nano-Fit-to-Nano-Fit Off-the-Shelf (OTS) Cable Assembly, Single Row, 75.00mm Length, 3 Circuits, Black
	Molex Electronics Ltd.
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