

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						11ES4			T25160LI			34671			SC320			2SK10			UDA1330A			1210C			ADV71			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			PIC16C661-04IL - Circular Connector; Body Material:Aluminum Alloy; Series:MS3110; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin 8位EPROM微控制器与模拟比较器 8-Bit EPROM Microcontrollers with Analog Comparators 8位EPROM微控制器与模拟比较器 AB 47C 40#16 7#12 PIN PLUG 8位EPROM微控制器与模拟比较器 AB 47C 40#16 7#12 SKT PLUG 8位EPROM微控制器与模拟比较器 ER 2C 2#16S SKT PLUG RTANG 8位EPROM微控制器与模拟比较器 8-BIT, OTPROM, 10 MHz, RISC MICROCONTROLLER, PQFP44 10 X 10 MM, 1 MM HEIGHT, PLASTIC, TQFP-44 Circular Connector; Body Material:Aluminum Alloy; Series:MS3110; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket RoHS Compliant: No Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes 
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	Part No.	PIC16C661-04I/L PIC16C641-04I/JW PIC16C641-10E/L PIC16C661-10E/P PIC16C661-04E/P PIC16C641-04I/L PIC16C641-10E/JW PIC16C641-04E/L PIC16C661-10E/SO PIC16C661-10E/L PIC16C641-04E/P PIC16C661-04E/L PIC16C641-20I/JW PIC16C661-20I/JW PIC16C641-04E/JW PIC16C641-10E/SO PIC16C661-20I/P PIC16C661-20I/SO PIC16C661-20I/L PIC16C661-04I/JW PIC16C641-04I/P PIC16C661-04I/P PIC16C661-04E/JW PIC16C661-10E/JW PIC16C641-10E/P PIC16C641-20I/SO PIC16C641-20I/P PIC16C641-20I/L PIC16C642-04I/P PIC16C662-04I/JW PIC16C642-04I/L  

	Description	Circular Connector; Body Material:Aluminum Alloy; Series:MS3110; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin 8位EPROM微控制器与模拟比较器 
 8-Bit EPROM Microcontrollers with Analog Comparators 8位EPROM微控制器与模拟比较器
AB 47C 40#16 7#12 PIN PLUG 8位EPROM微控制器与模拟比较器
AB 47C 40#16 7#12 SKT PLUG 8位EPROM微控制器与模拟比较器
ER 2C 2#16S SKT PLUG RTANG 8位EPROM微控制器与模拟比较器
8-BIT, OTPROM, 10 MHz, RISC MICROCONTROLLER, PQFP44 10 X 10 MM, 1 MM HEIGHT, PLASTIC, TQFP-44
Circular Connector; Body Material:Aluminum Alloy; Series:MS3110; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket RoHS Compliant: No
Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
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 			 Full text search : Circular Connector; Body Material:Aluminum Alloy; Series:MS3110; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin 8位EPROM微控制器与模拟比较器 8-Bit EPROM Microcontrollers with Analog Comparators 8位EPROM微控制器与模拟比较器 AB 47C 40#16 7#12 PIN PLUG 8位EPROM微控制器与模拟比较器 AB 47C 40#16 7#12 SKT PLUG 8位EPROM微控制器与模拟比较器 ER 2C 2#16S SKT PLUG RTANG 8位EPROM微控制器与模拟比较器 8-BIT, OTPROM, 10 MHz, RISC MICROCONTROLLER, PQFP44 10 X 10 MM, 1 MM HEIGHT, PLASTIC, TQFP-44 Circular Connector; Body Material:Aluminum Alloy; Series:MS3110; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket RoHS Compliant: No Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	FJAF4210 FJAF4210O FJAF4210R FJAF4210Y 	Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; Connector Shell Size:10SL; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight; Circular Contact Gender:Socket
BJT
AUDIO POWER AMPLIFIER
	Fairchild Semiconductor Corporation

	DF4-9PA-2R28 DF4-02P-2R26 DF4-02PA-2R26 DF4-03P-2R	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 2毫米间距连接器直接安装在董事
CORD 18AWG 3COND SJT GRAY 2毫米间距连接器直接安装在董事
2mm Pitch Connector Directly Mounted on Board 2毫米间距连接器直接安装在董事
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3106; Number of Contacts:19; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 2毫米间距连接器直接安装在董事
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:16-26
SIGN, SAFETY HELMETS MUST BE WORN, SAV; RoHS Compliant: NA
SIGN, HAND PROTECT MUST BE WORN, RP; RoHS Compliant: NA
RES 6.81K-OHM 0.1% 0.125W 25PPM THIN-FILM SMD-0805 TR-7-PA ROHS
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	0805YC103JAT7A 0805YC103JAT4A 08051C103JAT9A 08051	TV 16C 16#16 SKT PLUG RECP
TIMER MINI-MULTI TIME RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:54; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:14; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:3; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:20-26
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:20-26
GT 12C 12#12 PIN RECP BOX
Fixed bridge, 10-pos. - FB 10- RTK
GT 4C 4#4 PIN RECP BOX
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:30; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Separating plate, width: 0.8 mm, color: gray - TS-GSK
CONN RECEPT HM R/A 2MM 110POS
CONN, RA FEMALE, SHIELDED
TV 16C 16#16 PIN PLUG
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:35; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
SB 2-RTK CAPACITOR, CERAMIC, MULTILAYER, 25 V, X7R, 0.01 uF, SURFACE MOUNT, 0805
General Specifications 一般规
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:4; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
   General Specifications
	AVX Corporation
AVX, Corp.

	SMDA15C-5TB SMDA15C-5TE SMDA12C-5TB SMDA12C-5TE SM	Bidirectional TVS Array for Protection of Five Lines 双向TVS阵列五线路保
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; No. of Contacts:16; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:20-16
	Semtech, Corp.
SEMTECH[Semtech Corporation]

	DG201B DG201BAK DG201BAK_883 DG201BDJ DG201BDK DG2	CONNECTOR 连接
Circular Connector; No. of Contacts:41; Series:MS27484; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:20-41 RoHS Compliant: No
Improved Quad CMOS Analog Switches
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]

	TSMBJ1005C-072 MICROCOMMERCIALCOMPONENTS-TSMBJ1005	Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:5; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-5
	Micro Commercial Components Corp.

	MH8V7245BAZTJ-5 	Circular Connector; No. of Contacts:5; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:14; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:14-5
	Mitsubishi Electric Corporation

	MPC859DSLZP66 	Circular Connector; No. of Contacts:55; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-55
	飞思卡尔半导体(中国)有限公司

	P600K P600M P600M-T3 P600A P600D-T3 P600D P600A-T3	6.0A SILICON RECTIFIER 整流.0a
Circular Connector; Body Material:Aluminum Alloy; Series:MS3116; Number of Contacts:30; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin
Circular Connector; No. of Contacts:41; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:21-41
	Won-Top Electronics Co., Ltd.
WTE[Won-Top Electronics]

	M306V0ME-107FP 	Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-12
	Mitsubishi Electric Corporation

	AK7712 AK7712A-VT 	Circular Connector; No. of Contacts:8; Series:MS27484; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-8 RoHS Compliant: No
	Asahi Kasei Microsystems Co.,Ltd

	UPD17006AGF-011-3B9 	Circular Connector; No. of Contacts:56; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:25-4 RoHS Compliant: No
	NEC Corp.



				
	 
	 Related keyword From Full Text Search System
	

					
						PIC16C661-04IL Shunt	
						PIC16C661-04IL dual	
						PIC16C661-04IL integrated gigabit	
						PIC16C661-04IL Digital	
						PIC16C661-04IL address
	
						PIC16C661-04IL single	
						PIC16C661-04IL Integrated	
						PIC16C661-04IL UNITED CHEMI CON	
						PIC16C661-04IL eeprom	
						PIC16C661-04IL vdd


				
	 



		 


	
		
Price & Availability of PIC16C661-04IL 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.19102215766907















