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	Part No.	HA-2600 HA-2605   

	Description	Op Amp, 12MHz, High Input Impedance, Offset Voltage=0.5mV 
 Op Amp, 12MHz, High Input Impedance, Offset Voltage=3mV
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	Maker: TAIMAG
	Pack: SOP16
	Stock: 2792
	Unit price 
									for :
	    
									50: $2.81
	  
									100: $2.67
	1000: 
									$2.53
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						
	Download	[ 
						HA-2600 HA-2605  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						HA-2600 HA-2605  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[HA-2600 HA-2605  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for HA-2600 ] 


					[ Price & Availability of HA-2600 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Op Amp, 12MHz, High Input Impedance, Offset Voltage=0.5mV Op Amp, 12MHz, High Input Impedance, Offset Voltage=3mV   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	EDI88512CA_LPA-B32 EDI88512CA_LPA-C EDI88512CA_LPA	20ns; 5V power supply; 512K x 8 monolithic SRAM, SMD 5962-95600
17ns; 5V power supply; 512K x 8 monolithic SRAM, SMD 5962-95600
35ns; 5V power supply; 512K x 8 monolithic SRAM, SMD 5962-95600
45ns; 5V power supply; 512K x 8 monolithic SRAM, SMD 5962-95600
25ns; 5V power supply; 512K x 8 monolithic SRAM, SMD 5962-95600
15ns; 5V power supply; 512K x 8 monolithic SRAM, SMD 5962-95600
512Kx8 Monolithic SRAM SMD 5962-95600
512Kx8 Monolithic SRAM, SMD 5962-95600
SRAM			

60MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
12MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
NTC Thermistor; Series:PANR; Thermistor Type:NTC; Resistance:1kohm; Beta:3500; Package/Case:Radial; Leaded Process Compatible:Yes; Mounting Type:Through Hole; R/T Curve:M; Terminal Type:Radial Leaded RoHS Compliant: Yes
12MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 静态存储器
60MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 静态存储器
12MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP 静态存储器
55ns; 5V power supply; 512K x 8 monolithic SRAM, SMD 5962-95600
	White Electronic Designs
ETC[ETC]
Electronic Theatre Controls, Inc.

	HA3-2515-5 HA-2515 	12MHz, High Input Impedance, Operational Amplifier
	INTERSIL[Intersil Corporation]

	HA3-2505-5 	   12MHz, High Input Impedance, Operational Amplifier
	Intersil Corporation

	LT1057 LT1057AC LT1057ACH LT1057ACJ LT1057ACJ8 LT1	Dual and Quad/ JFET Input Precision High Speed Op Amps
Dual and Quad, JFET Input Precision High Speed Op Amps DUAL OP-AMP, 1400 uV OFFSET-MAX, 5 MHz BAND WIDTH, CDIP8
1-of-8 Data Selectors/Multiplexers 16-SOIC 0 to 70
Dual 2-Line to 4-Line Decoders/Demultiplexers 16-SO 0 to 70
Dual and Quad, JFET Input Precision, High Speed Op Amps
Dual and Quad JFET Input Precision High Speed Op Amps
From old datasheet system
Dual Precision, High Speed, JFET Input Op Amp(精密，高速，结型场效应管输入双路运算放大
Voltage-Feedback Operational Amplifier 电压反馈运算放大
	Linear Technology Corporation
LINER[Linear Technology]
Black Box, Corp.

	ISL76161 ISL76161AVZ ISL76161AVZ-T ISL76161AVZ-TK 	12-Bit,  3.3V, 130MSPS, High Speed D/A Converter; Temperature Range: -25&deg;C to 85&deg;C; Package: 28-TSSOP T&amp;R PARALLEL, WORD INPUT LOADING, 12-BIT DAC, PDSO28
	Intersil Corporation
Intersil, Corp.

	HA-2620 HA-2626 HA-2625 	Op Amp, 100MHz, High Input Impedance, Very Wideband, Uncompensated, Offset=0.5mV
Op Amp, 100MHz, High Input Impedance, Very Wideband, Uncompensated, Rad-Hard
Op Amp, 100MHz, High Input Impedance, Very Wideband, Uncompensated, Offset=3.0mV
	Intersil

	LT1058AMJ LT1058MJ LT1058ISW LT1058CN LT1058SW LT1	   Dual and Quad, JFET Input Precision High Speed Op Amps
Dual and Quad, JFET Input Precision High Speed Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0&deg;C to  70&deg;C QUAD OP-AMP, 1800 uV OFFSET-MAX, 5 MHz BAND WIDTH, PDIP14
	Linear Technology, Corp.

	LT1055CN8PBF 	Precision, High Speed, JFET Input Operational Amplifiers; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 1250 uV OFFSET-MAX, 4.5 MHz BAND WIDTH, PDIP8
	Linear Technology, Corp.

	EL522107 EL5221CYZ-T13 	Dual 12MHz Rail-to-Rail Input-Output Buffer
	Intersil Corporation

	HS2-2620RH-Q HS-2620RH HS-2622RH HS2-2622RH-Q HS7B	Radiation Hardened, Very Wideband, High Input Impedance Uncompensated Operational Amplifiers OP-AMP, 6000 uV OFFSET-MAX, MBCY8
Radiation Hardened, Very Wideband, High Input Impedance Uncompensated Operational Amplifiers OP-AMP, 100 MHz BAND WIDTH, CDIP8
Radiation Hardened, Very Wideband, High Input Impedance Uncompensated Operational Amplifiers OP-AMP, 4000 uV OFFSET-MAX, 100 MHz BAND WIDTH, CDIP8
Radiation Hardened/ Very Wideband/ High Input Impedance Uncompensated Operational Amplifiers
Radiation Hardened, Very Wideband, High
Input Impedance Uncompensated
Operational Amplifiers(抗辐射、宽带、高输入阻抗、低输入偏置电流非补偿性运算放大器)
	Intersil, Corp.
Intersil Corporation

	HS-22620RH HS-2620RH HS-2622RH 	Op Amp, Dual, Wideband, High Input Impedance Uncompensated, 100MHz, 20V/s, Rad-Hard
Op Amp, Single, 80MHz, 20V/s, Rad-Hard, 500MΩ Input Impedance
Op Amp, Single, 80MHz, 20V/s, Rad-Hard, 65MΩ Input Impedance
	Intersil

	ISL5629 ISL5629/2IN 	Dual 8-bit,  3.3V, 130/210 MSPS, CommLink&#153; High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-MQFP DUAL, PARALLEL, 8 BITS INPUT LOADING, 8-BIT DAC, PQFP48
D/A Converter, Dual, 8 Bit, 130/210MSPS, High Speed,  3.3V
	Intersil, Corp.
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