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			 Related Part Number
	
					PART	Description	Maker
	CYP32G0401DX 	Multi-Gigabit Multi-Mode Quad HOTLINK Transceiver
	Cypress Semiconductor

	VSC7216UC-01 	Multi-Gigabit Interconnect Chip
	Vitesse Semiconductor Corporation.

	FIN7216-01 FIN721601G 	Multi-Gigabit Quad PHY
	Fairchild Semiconductor

	VSC7216-01 	Multi-Gigabit Interconnect Chip
	http://

	EPJ4031-4-S24 	RJ-45 Filter Gigabit Multi-Port Jack
	PCA ELECTRONICS INC.

	GBM-9000G 	5V / 850 nm / 2.5 Gb/s Multi-Mode Gigabit Interface Converter (GBIC)
	Optoway Technology Inc.

	0833-2X8R-33 0833-2X4R-54 0833-2X8R-54 0833-2X6R-5	INTEGRATED CONNECTOR MODULES 2 x n Multi-port Gigabit belStack⑩
	BEL[Bel Fuse Inc.]

	PXLA8591SR 	Industry-leading 10 Gigabit Multi-mode Fiber Server Connection
	Intel Corporation

	TXP1XGHL2E00025G TXP1XGHL2E00033G TXP1XGHL2I00020G	Multi-rate 10-Gigabit DWDM 80km XFP Transceivers with Digital Diagnostics
	OPLINK Communications Inc.
OPLINK Communications I...

	TRPCG1CLXC000E2G TRPCG1CLXI000E2G 	Multi-rate Gigabit Ethernet & Fibre Channel SFP Transceivers with Digital DiaGnostics
	OPLINK Communications Inc.

	SLE4436SE SLE4436 SLE4436C SLE4436E SLE4436EC SLE4	Intelligent 221-Bit EEPROM Counter For 20000 Units With Security Logic And High Security Authentication(智能21位EEPROM计数可计20000单元,带安全逻辑,高级安全认证)) 智能221位EEPROM的柜台，20000安全逻辑，高安全性认证（智能21位EEPROM的计数器（可20000单元，带安全逻辑，高级安全认证）单位
Intelligent 221Bit EEPROM Counter
Security & Chip Card ICs
From old datasheet system
	SIEMENS AG
INFINEON[Infineon Technologies AG]

	ST62E09LM6_EPROM ST62T08BB6/OTP ST62T10BM6/OTP ST6	Variable Resolution Resolver-to-Digital Converters; Package: PLCC; No of Pins: 44; Temperature Range: Industrial 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
Belden Plenum Rated Coax Cable, Wire Size: 2/18 AWG, Type: RG-6/U, Length: 1000 feet, Conductor Material: Bare Copper, Shielding: Foil Plus Braid, Jacket: Foam Dielectric and Natural Flamarrest 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
BELDEN SHIELDED RISER MULTI-CONDUCTOR CABLE, WIRE SIZE: 22 AWG, NUMBER OF CONDUCTORS: 2, LENGTH: 500 FEET, CONDUCTOR MATERIAL: BARE COPPER STRANDED, SHIELDING: BELDFOIL, JACKET: PVC 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
Slide Switch; Leaded Process Compatible:Yes; Contact Rating:4A; Mounting Type:PCB Straight Thru Hole; Switch Features:Miniature; Switch Function:DPDT RoHS Compliant: Yes 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
D52 - CONNECTOR ACCESSORY 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
8-BIT MCUs WITH A/D CONVERTER, TWO TIMERS, OSCILLATOR SAFEGUARD & SAFE RESET 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
Belden Shielded Riser Multi-Conductor Cable, Wire Size: 22 AWG, Number of Conductors: 2, Length: 1000 feet, Conductor Material: Bare Copper Stranded, Shielding: Beldfoil, Jacket: PVC 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
CONNECTOR ACCESSORY 连接器附
Slide Switch; Circuitry:DPST; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes
BOX ABS WATERTIGHT 2.6X2.6X1.6,1
Shielded Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Slide Switch; Circuitry:DPST; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes
Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes
BOX ABS WATERTIGHT 7.1X4.7X3.5,1
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Approval Categories:UL Listed RoHS Compliant: Yes
Slide Switch; Circuitry:SPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes
BOX ABS WATERTIGHT 4.7X3.5X2.4,1
BOX ABS WATERTIGHT 4.7X4.7X2.4,1
Slide Switch; Circuitry:DPDT; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Flush Actuator RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Jacket Color:Red RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:30pF/ft; Conductor Material:Copper RoHS Compliant: Yes
BOX ABS WATERTIGHT 6.3X3.5X3.5,1
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
LED GREEN CLEAR 1206 SMD
Slide Switch; Circuitry:SPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Right Angle Actuator RoHS Compliant: Yes
Slide Switch; Circuitry:DPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes
Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes
Slide Switch; Circuitry:DPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes
ER 4C 4#8 PIN RECP WALL
SLIDE SWITCH, DPDT, TOP BUTTON; Switch function type:DPDT; Current, contact DC max:1A; Height, max:11mm; Width, external:14mm; Depth, external:12.5mm; Current, contact AC:2A; Current, contact AC max:4A; Material, contact:Silver; RoHS Compliant: Yes
Slide Switch; Circuitry:SPDT; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Right Angle Actuator RoHS Compliant: Yes
Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Flush Actuator RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:25pF/ft RoHS Compliant: Yes
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:46pF/ft RoHS Compliant: Yes
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:25pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Belden Unshielded Riser Multi-Conductor Cable, Wire Size: 22 AWG, Number of Conductors: 2, Length: 500 feet, Conductor Material: Bare Copper, Jacket: Gray PVC, Applications: Security systems, intercom/PA systems, sound/audio, power l
8-BIT MCUs WITH A/D CONVERTER, TWO TIMERS, OSCILLATOR SAFEGUARD & SAFE RESET
	Solid State Devices, Inc.
STMicroelectronics N.V.
意法半导
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