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			IDT71V35761 - CABLE, COAX, RG58, LSF, BLACK, 100M; Length, Reel (Imperial):328ft; Attenuation, 1 GHz:50.0dB; Attenuation, 10 MHz:4.5dB; Attenuation, 200 MHz:22.0dB; Attenuation, 400MHz:32.0dB; Capacitance:100pF/m; Conductor make-up:19/0.18 mm; RoHS Compliant: Yes CABLE, COAX, RG5900, WHITE, 100M; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; Colour, primary insulation:White; RoHS Compliant: Yes CABLE, COAX, RG5900, BLACK, 500M; Length, Reel (Imperial):1640.4ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; RoHS Compliant: Yes CABLE, COAX, RG59, LSF, BLACK, 100M; Length, Reel (Imperial):328ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; RoHS Compliant: Yes CABLE, COAX, RG58, LSF, BLACK, 500M; Attenuation, 1 GHz:50.0dB; Attenuation, 10 MHz:4.5dB; Attenuation, 200 MHz:22.0dB; Attenuation, 400MHz:32.0dB; Capacitance:100pF/m; Conductor make-up:19/0.18 mm; Diameter, External:4.95mm; RoHS Compliant: Yes CABLE, COAX, RG5900, WHITE, 500M; Length, Reel (Imperial):1640.4ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; RoHS Compliant: Yes CABLE, COAX, TWIN, BLACK, COMP, 100M; Length, Reel (Imperial):328ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 300 MHz:21.2dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 RoHS Compliant: Yes CABLE, COAX, RG59, LSF, BLACK, 500M; Length, Reel (Imperial):1640.4ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; RoHS Compliant: Yes CHOKE COIL 1000UH 410MA SMD CHOKE COIL 180UH 930MA SMD RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1V-vf 50ns 5uA-ir DO-41 5K/AMMO 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 256K X 18 CACHE SRAM, 3.5 ns, PQFP100 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K X 36 CACHE SRAM, 3.3 ns, PQFP100 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K X 36 CACHE SRAM, 3.5 ns, PQFP100 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 256K X 18 CACHE SRAM, 3.3 ns, PQFP100 RECTIFIER FAST-RECOVERY SINGLE 3A 800V 150A-ifsm 1.7V-vf 75ns 5uA-ir DO-201AD 5K/REEL-13 256K X 18 CACHE SRAM, 3.3 ns, PBGA165 128K x 36/ 256K x 18 3.3V Synchronous SRAMs 3.3V I/O/ Pipelined Outputs Burst Counter/ Single Cycle Deselect RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1V-vf 50ns 5uA-ir DO-41 1K/BULK 256K X 18 CACHE SRAM, 3.3 ns, PBGA165 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K的3656 × 18 3.3同步SRAM.3V的I / O的输出脉冲计数器流水线，单周期取 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K X 36 CACHE SRAM, 3.5 ns, PBGA165 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 256K X 18 CACHE SRAM, 3.1 ns, PBGA165 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K X 36 CACHE SRAM, 3.1 ns, PBGA165 
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	Part No.	IDT71V35761 IDT71V35761YS200BG IDT71V35761YS200BGI IDT71V35761YS200BQ IDT71V35761YSA200BGI IDT71V35761YSA200BQI IDT71V35761YS200BQI IDT71V35781YS200BG IDT71V35761YSA200PF IDT71V35761YSA200PFI IDT71V35781YSA200BG IDT71V35781YSA200BGI IDT71V35761YS166BGI IDT71V35761YS183BGI IDT71V35761S200PFI IDT71V35761S166PFI IDT71V35781YS200BGI IDT71V35761SA183PF IDT71V35761S183PFI IDT71V35761SA183PFI IDT71V35781YS200BQ IDT71V35781YS200BQI IDT71V35761SA166PF IDT71V35761YSA166PF IDT71V35761YSA166PFI IDT71V35761YSA183PF IDT71V35761YSA183PFI IDT71V35781YSA166PF IDT71V35781SA166PFI IDT71V35781S166PF IDT71V35781S166PFI  

	Description	CABLE, COAX, RG58, LSF, BLACK, 100M; Length, Reel (Imperial):328ft; Attenuation, 1 GHz:50.0dB; Attenuation, 10 MHz:4.5dB; Attenuation, 200 MHz:22.0dB; Attenuation, 400MHz:32.0dB; Capacitance:100pF/m; Conductor make-up:19/0.18 mm; RoHS Compliant: Yes 
 CABLE, COAX, RG5900, WHITE, 100M; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; Colour, primary insulation:White; RoHS Compliant: Yes
CABLE, COAX, RG5900, BLACK, 500M; Length, Reel (Imperial):1640.4ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; RoHS Compliant: Yes
CABLE, COAX, RG59, LSF, BLACK, 100M; Length, Reel (Imperial):328ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; RoHS Compliant: Yes
CABLE, COAX, RG58, LSF, BLACK, 500M; Attenuation, 1 GHz:50.0dB; Attenuation, 10 MHz:4.5dB; Attenuation, 200 MHz:22.0dB; Attenuation, 400MHz:32.0dB; Capacitance:100pF/m; Conductor make-up:19/0.18 mm; Diameter, External:4.95mm; RoHS Compliant: Yes
CABLE, COAX, RG5900, WHITE, 500M; Length, Reel (Imperial):1640.4ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; RoHS Compliant: Yes
CABLE, COAX, TWIN, BLACK, COMP, 100M; Length, Reel (Imperial):328ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 300 MHz:21.2dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 RoHS Compliant: Yes
CABLE, COAX, RG59, LSF, BLACK, 500M; Length, Reel (Imperial):1640.4ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; RoHS Compliant: Yes
CHOKE COIL 1000UH 410MA SMD
CHOKE COIL 180UH 930MA SMD
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1V-vf 50ns 5uA-ir DO-41 5K/AMMO
128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 256K X 18 CACHE SRAM, 3.5 ns, PQFP100
128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K X 36 CACHE SRAM, 3.3 ns, PQFP100
128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K X 36 CACHE SRAM, 3.5 ns, PQFP100
128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 256K X 18 CACHE SRAM, 3.3 ns, PQFP100
RECTIFIER FAST-RECOVERY SINGLE 3A 800V 150A-ifsm 1.7V-vf 75ns 5uA-ir DO-201AD 5K/REEL-13 256K X 18 CACHE SRAM, 3.3 ns, PBGA165
128K x 36/ 256K x 18 3.3V Synchronous SRAMs 3.3V I/O/ Pipelined Outputs Burst Counter/ Single Cycle Deselect
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1V-vf 50ns 5uA-ir DO-41 1K/BULK 256K X 18 CACHE SRAM, 3.3 ns, PBGA165
128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K的3656 × 18 3.3同步SRAM.3V的I / O的输出脉冲计数器流水线，单周期取
128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K X 36 CACHE SRAM, 3.5 ns, PBGA165
128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 256K X 18 CACHE SRAM, 3.1 ns, PBGA165
128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K X 36 CACHE SRAM, 3.1 ns, PBGA165


	File Size	285.86K  / 
						22 Page	 
	

						Maker	
						

						 Integrated Device Technology, Inc. 
 INTEGRATED DEVICE TECHNOLOGY INC
 
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: IDT71V35761S166BG
	Maker: IDT, Integrated Device Technology Inc
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.00
	  
									100: $0.00
	1000: 
									$0.00
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						
	Download	[ 
						IDT71V35761 IDT71V35761YS200BG IDT71V35761YS200BGI IDT71V35761YS200BQ IDT71V35761YSA200BGI IDT71V357 Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						IDT71V35761 IDT71V35761YS200BG IDT71V35761YS200BGI IDT71V35761YS200BQ IDT71V35761YSA200BGI IDT71V357 Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[IDT71V35761 IDT71V35761YS200BG IDT71V35761YS200BGI IDT71V35761YS200BQ IDT71V35761YSA200BGI IDT71V357 Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for IDT71V35761 ] 


					[ Price & Availability of IDT71V35761 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : CABLE, COAX, RG58, LSF, BLACK, 100M; Length, Reel (Imperial):328ft; Attenuation, 1 GHz:50.0dB; Attenuation, 10 MHz:4.5dB; Attenuation, 200 MHz:22.0dB; Attenuation, 400MHz:32.0dB; Capacitance:100pF/m; Conductor make-up:19/0.18 mm; RoHS Compliant: Yes CABLE, COAX, RG5900, WHITE, 100M; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; Colour, primary insulation:White; RoHS Compliant: Yes CABLE, COAX, RG5900, BLACK, 500M; Length, Reel (Imperial):1640.4ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; RoHS Compliant: Yes CABLE, COAX, RG59, LSF, BLACK, 100M; Length, Reel (Imperial):328ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; RoHS Compliant: Yes CABLE, COAX, RG58, LSF, BLACK, 500M; Attenuation, 1 GHz:50.0dB; Attenuation, 10 MHz:4.5dB; Attenuation, 200 MHz:22.0dB; Attenuation, 400MHz:32.0dB; Capacitance:100pF/m; Conductor make-up:19/0.18 mm; Diameter, External:4.95mm; RoHS Compliant: Yes CABLE, COAX, RG5900, WHITE, 500M; Length, Reel (Imperial):1640.4ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; RoHS Compliant: Yes CABLE, COAX, TWIN, BLACK, COMP, 100M; Length, Reel (Imperial):328ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 300 MHz:21.2dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 RoHS Compliant: Yes CABLE, COAX, RG59, LSF, BLACK, 500M; Length, Reel (Imperial):1640.4ft; Attenuation, 1 GHz:42.9dB; Attenuation, 100 MHz:11.6dB; Attenuation, 400MHz:25.0dB; Attenuation, 5.0 MHz:2.9dB; Attenuation, 50 MHz:8.0dB; Capacitance:67pF/m; RoHS Compliant: Yes CHOKE COIL 1000UH 410MA SMD CHOKE COIL 180UH 930MA SMD RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1V-vf 50ns 5uA-ir DO-41 5K/AMMO 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 256K X 18 CACHE SRAM, 3.5 ns, PQFP100 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K X 36 CACHE SRAM, 3.3 ns, PQFP100 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K X 36 CACHE SRAM, 3.5 ns, PQFP100 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 256K X 18 CACHE SRAM, 3.3 ns, PQFP100 RECTIFIER FAST-RECOVERY SINGLE 3A 800V 150A-ifsm 1.7V-vf 75ns 5uA-ir DO-201AD 5K/REEL-13 256K X 18 CACHE SRAM, 3.3 ns, PBGA165 128K x 36/ 256K x 18 3.3V Synchronous SRAMs 3.3V I/O/ Pipelined Outputs Burst Counter/ Single Cycle Deselect RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1V-vf 50ns 5uA-ir DO-41 1K/BULK 256K X 18 CACHE SRAM, 3.3 ns, PBGA165 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K的3656 × 18 3.3同步SRAM.3V的I / O的输出脉冲计数器流水线，单周期取 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K X 36 CACHE SRAM, 3.5 ns, PBGA165 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 256K X 18 CACHE SRAM, 3.1 ns, PBGA165 128K x 36, 256K x 18 3.3V Synchronous SRAMs 3.3V I/O, Pipelined Outputs Burst Counter, Single Cycle Deselect 128K X 36 CACHE SRAM, 3.1 ns, PBGA165   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	RG71B-U 	93 Ohm Flexible RG71 COAX Cable Double Shielded with Black PE Jacket
	Pasternack Enterprises, Inc.

	RG11A-U 	75 Ohm Flexible RG11 Coax Cable Single Shielded with Black PVC Jacket
	Pasternack Enterprises,...

	RG6A-U 	75 Ohm Flexible RG6 Coax Cable Double Shielded with Black PVC (NC) Jacket
	Pasternack Enterprises, Inc.

	RG6-CATV 	75 Ohm Flexible RG6-CATV Coax Cable Triple Shielded with Black PVC(NC) Jacket
	Pasternack Enterprises, Inc.

	CONN005-R58 	N FEMALE BULKHEAD MOUNT CABLE END CRIMP FOR RG58 CABLE
	List of Unclassifed Man...

	CONN007-R58 	N MALE CABLE END CRIMP FOR RG58 CABLE
	List of Unclassifed Man...

	C58LL-SMAM-2438-NM 	SMA MALE TO N MALE WITH 8 OF RG58 LOW LOSS CABLE
	List of Unclassifed Man...

	9913F7B59100 	CABLE 9913F7 COAX 30.5M 电缆9913F7同轴30.5
	Square D by Schneider Electric

	CCBNS-MM-RG174-18 CCBNS-MM-RG174-36 CCSMA-MM-RG174	RG-174 RF Coax Cable Assemblies
	CRYSTEK CORPORATION

	A200025 	RG59 Coax Cable with F-Type Connectors, 25-ft
	Tripp Lite. All Rights ...

	CSR33B563MA T110D105K050MSC T110D105M050MSC CSR13B	LCD GRAPHIC MODULE 240X128 PIXEL
TVS UNIDIRECT 14V 400W SMA
INTELLIGENT DISP 4CHAR 5X5 HER
TANTALUM HERMETICALLY SEALED / AXIAL 钽密轴流
Connector assemblies, Outlet 钽密轴流
DISPLAY 7SEG 14.3MM 2DGT RED CA 钽密轴流
RF/Coaxial Connector; RF Coax Type:MMCX; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:316DB RoHS Compliant: Yes 钽密轴流
CABLE ASSEMBLY; C MALE TO C MALE; 50 OHM, RG400/U COAX, DOUBLE SHIELDED; 12" CABLE LENGTH 钽密轴流
PHASEO POWER SUPPLY 5VDC 4AMP 钽密轴流
TVS ZENER UNIDIRECT 400W 12V SMA 钽密轴流
TVS 400W 15V BIDIRECT SMA 钽密轴流
	Kemet Corporation
http://

	PE315-72 	3.5mm Male to 3.5mm Male Test Cable 72 Inch Length Using VNA Cable Coax, RoHS
	Pasternack Enterprises, Inc.
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