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			MAX6432FGUS-T - Super Voltage Converter; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC ±15kV ESD Protected,  3V to  5.5V, 1mA, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP ±15kV ESD Protected,  3V To  5.5V, 1mA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R 1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC 1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-PDIP ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 28-SSOP ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP T&R CMOS Static Clock Controller/Generator; Temperature Range: -55°C to 125°C; Package: 24-FlatPack Programmable Low Power Op Amp; Temperature Range: -55°C to 125°C; Package: 10-FlatPack Quad, 5.0V Differential Line Rcvr, TTL Enable; Temperature Range: -55°C to 125°C; Package: 16-FlatPack 3.3V Quad Differential Line Driver; Temperature Range: -55°C to 125°C; Package: 16-FlatPack Low Noise Quad Operational Amplifier; Temperature Range: -55°C to 125°C; Package: 14-FlatPack ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-SOIC T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-SSOP T&R 1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-TSSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 20-TSSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-TSSOP T&R 12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: -40°C to 85°C; Package: 28-SOIC T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 18-SOIC T&R CMOS Voltage Converters; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R  5V Powered, Dual RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-TSSOP T&R Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R Programmable Data Buffer; Temperature Range: 0&degC to 70°C; Package: 44-PLCC ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-SSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R Serial I/O Filter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SSOP 1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Decimating Digital Filter; Temperature Range: - 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 20-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 &#177;15KV ESD Protected, 1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Dual, Non-Inverting Power MOSFET Drivers; Temperature Range: -; Package: 16-FlatPack 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Four-Channel Programmable Digital DownConverter; Temperature Range: -40&deg;C to 85&deg;C; Package: 196-BGA 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: 0&degC to 70&deg;C; Package: 28-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 CMOS Voltage Converters; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Dual FIR Filter; Temperature Range: 0&degC to 70&deg;C; Package: 100-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Numerically Controlled Oscillator/Modulator; Temperature Range: 0&degC to 70&deg;C; Package: 160-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Analog IC 模拟IC &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 模拟IC &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 模拟IC 
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	Part No.	MAX6432FGUS-T MAX6432BGUS-T MAX6432OQUS-T MAX6432ORUS-T MAX6432OSUS-T MAX6432OTUS-T MAX6431OTUS-T MAX6431ORUS-T MAX6431OSUS-T MAX6431OQUS-T MAX6427FGUR-T MAX6427CGUR-T MAX6427BGUR-T MAX6427AGUR-T MAX6427EGUR-T MAX6431NSUS-T MAX6429NSUR-T MAX6432KSUS-T MAX6429EHUR-T MAX6429FJUR-T MAX6429NQUR-T MAX6429EGUR-T MAX6429NRUR-T MAX6429EJUR-T MAX6429FIUR-T MAX6427MTUR-T MAX6429AGUR-T MAX6429FGUR-T MAX6436UT-T MAX6428AJUR-T MAX6428PRUR-T  

	Description	Super Voltage Converter; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 
 ±15kV ESD Protected,  3V to  5.5V, 1mA, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP
±15kV ESD Protected,  3V To  5.5V, 1mA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-PDIP
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 28-SSOP
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP T&R
CMOS Static Clock Controller/Generator; Temperature Range: -55°C to 125°C; Package: 24-FlatPack
Programmable Low Power Op Amp; Temperature Range: -55°C to 125°C; Package: 10-FlatPack
Quad, 5.0V Differential Line Rcvr, TTL Enable; Temperature Range: -55°C to 125°C; Package: 16-FlatPack
3.3V Quad Differential Line Driver; Temperature Range: -55°C to 125°C; Package: 16-FlatPack
Low Noise Quad Operational Amplifier; Temperature Range: -55°C to 125°C; Package: 14-FlatPack
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-SSOP T&R
1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-TSSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 20-TSSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-TSSOP T&R
12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: -40°C to 85°C; Package: 28-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 18-SOIC T&R
CMOS Voltage Converters; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R
 5V Powered, Dual RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-TSSOP T&R
Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R
Programmable Data Buffer; Temperature Range: 0&degC to 70°C; Package: 44-PLCC
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
Serial I/O Filter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC
Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SSOP
1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Decimating Digital Filter; Temperature Range: - 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 20-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15KV ESD Protected, 1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Dual, Non-Inverting Power MOSFET Drivers; Temperature Range: -; Package: 16-FlatPack 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Four-Channel Programmable Digital DownConverter; Temperature Range: -40&deg;C to 85&deg;C; Package: 196-BGA 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: 0&degC to 70&deg;C; Package: 28-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
CMOS Voltage Converters; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Dual FIR Filter; Temperature Range: 0&degC to 70&deg;C; Package: 100-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Numerically Controlled Oscillator/Modulator; Temperature Range: 0&degC to 70&deg;C; Package: 160-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Analog IC 模拟IC
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 模拟IC
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 模拟IC
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 			 Full text search : Super Voltage Converter; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC ±15kV ESD Protected,  3V to  5.5V, 1mA, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP ±15kV ESD Protected,  3V To  5.5V, 1mA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R 1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC 1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-PDIP ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 28-SSOP ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP T&R CMOS Static Clock Controller/Generator; Temperature Range: -55°C to 125°C; Package: 24-FlatPack Programmable Low Power Op Amp; Temperature Range: -55°C to 125°C; Package: 10-FlatPack Quad, 5.0V Differential Line Rcvr, TTL Enable; Temperature Range: -55°C to 125°C; Package: 16-FlatPack 3.3V Quad Differential Line Driver; Temperature Range: -55°C to 125°C; Package: 16-FlatPack Low Noise Quad Operational Amplifier; Temperature Range: -55°C to 125°C; Package: 14-FlatPack ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-SOIC T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-SSOP T&R 1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-TSSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 20-TSSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-TSSOP T&R 12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: -40°C to 85°C; Package: 28-SOIC T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 18-SOIC T&R CMOS Voltage Converters; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R  5V Powered, Dual RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-TSSOP T&R Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R Programmable Data Buffer; Temperature Range: 0&degC to 70°C; Package: 44-PLCC ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-SSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R Serial I/O Filter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SSOP 1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Decimating Digital Filter; Temperature Range: - 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 20-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 &#177;15KV ESD Protected, 1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Dual, Non-Inverting Power MOSFET Drivers; Temperature Range: -; Package: 16-FlatPack 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Four-Channel Programmable Digital DownConverter; Temperature Range: -40&deg;C to 85&deg;C; Package: 196-BGA 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: 0&degC to 70&deg;C; Package: 28-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 CMOS Voltage Converters; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6 Dual FIR Filter; Temperature Range: 0&degC to 70&deg;C; Package: 100-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Numerically Controlled Oscillator/Modulator; Temperature Range: 0&degC to 70&deg;C; Package: 160-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Analog IC 模拟IC &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 模拟IC &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 模拟IC   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	DS3112N DS3112 	TEMPE T3/E3 Multiplexer 3.3V T3/E3 Framer and M13/E13/G.747 Mux
	DALLAS[Dallas Semiconductor]

	TC7660S 	SUPER CHARGE PUMP DC-TO-DC VOLTAGE CONVERTER
	TelCom Semiconductor, Inc

	VR42050 	POSITIVE VOLTAGE REGULATORS
CONVERTER, DC/DC, 1O/P, 15W, 12V; Power rating:15W; DC/DC Converter O/P type:Single; Voltage, input max:75V dc; Voltage, input min:18V dc; Voltage
	List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	MC13110AFB MC13110AFTA MC13110BFB MC13110BFTA MC13	CONVERTER, DC/DC, 1O/P, 5W, 3.3V; Power rating:5W; DC/DC Converter O/P type:Single; Voltage, input max:36V; Voltage, input min:9V; Voltage, output
UNIVERSAL CORDLESS TELEPHONE SUBSYSTEM IC
	Motorola, Inc.

	DS3112 DS3112N 	Framer, T3|E3|M13|E13|G.747 Standard Format, 256-BGA
TEMPE T3 E3 Multiplexer, 3.3V T3-E3 Framer and M13-E13-G.747 MUX
	Dallas Semiconductor
Maxim Integrated Products, Inc.

	TC1322EUA TC1322 TC1322EOA 	The TC1322 is a serially accessible 12-bit voltage output digital-to-analog converter (DAC). The DAC produces an output voltage that ranges from ground to an externally supplied reference voltage. It operates from a single power supply tha
12-Bit Digital-to-Analog Converter with Two-Wire Interface
	MICROCHIP[Microchip Technology]

	ADM660ARZ-REEL ADM660ARUZ-REEL ADM660ARUZ-REEL7 AD	CMOS Switched-Capacitor Voltage Converter; Package: SOIC; No of Pins: 8; Temperature Range: Industrial SWITCHED CAPACITOR CONVERTER, 120 kHz SWITCHING FREQ-MAX, PDSO8
CMOS Switched-Capacitor Voltage Converter; Package: TSSOP; No of Pins: 16; Temperature Range: Industrial SWITCHED CAPACITOR CONVERTER, 120 kHz SWITCHING FREQ-MAX, PDSO16
CMOS Switched-Capacitor Voltage Converter w/ Low Power Shutdown Pin SWITCHED CAPACITOR CONVERTER, 120 kHz SWITCHING FREQ-MAX, PDIP8
CMOS Switched-Capacitor Voltage Converters
	Analog Devices, Inc.

	AN8100 	Super High speed Low Power Consumption 6-Bit A/D Converter
	Panasonic

	AN8102FBP 	Super High Speed Low Power Consumption 8-Bit A/D Converter
	Panasonic

	A7407 A7407E6R A7407E6VR 	DC-DC CONVERTER/ BUCK INPUT STANDOFF VOLTAGE STEP-DOWN CONVERTER
	AIT Components Ltd.
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