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			 Related Part Number
	
					PART	Description	Maker
	NVFAS15DC12VB NVFAZ15DC12VBD NVFAZ15DC12VB NVFBS15	Switching capacity up to 20A
	DBLECTRO[DB Lectro Inc]

	JZC-22F2 JZC-22F2FA10DDC6V JZC-22F2FA10LDC3V JZC-2	Small size, light weight .Low coil power consumption. Switching capacity can reach 20A
	RHOPOINT COMPONENTS
DB Lectro, Inc.
DBLECTRO[DB Lectro Inc]
http://

	HG2-AC12V HG3-AC24V HG3-DC24V HG4-AC115V HG4-AC24V	High Capacity Power Relay, 20A POWER/SIGNAL RELAY, DPDT, MOMENTARY, 3600mW (COIL), DIN-RAIL MOUNT
High Capacity Power Relay, 20A POWER/SIGNAL RELAY, 3PDT, MOMENTARY, 5200mW (COIL), DIN-RAIL MOUNT
High Capacity Power Relay, 20A POWER/SIGNAL RELAY, 3PDT, MOMENTARY, 0.066A (COIL), 24VDC (COIL), 1600mW (COIL), DIN-RAIL MOUNT
High Capacity Power Relay, 20A POWER/SIGNAL RELAY, 4PDT, MOMENTARY, 7600mW (COIL), SOCKET MOUNT
POWER/SIGNAL RELAY, 4PDT, MOMENTARY, 0.013A (COIL), 200VDC (COIL), 2100mW (COIL), SOCKET MOUNT
20 AMP POWER RELAY
	Panasonic, Corp.
PANASONIC CORP
Panasonic Semiconductor

	JQX-54FE JQX-54FEAZ20BDC12VC JQX-54FEAZ20BDC24VC J	Compact high capacity relay for inductive load, rushing current of 70A and steady-state current of 20A.
	DB Lectro Inc

	NVFMAS25DC6V1.2BNIL NVFMAS25DC6V1.2BR NVFMAS25DC6V	Switching capacity up to 25A
	DB Lectro Inc.
DBLECTRO[DB Lectro Inc]

	JQX-141FF2AS5ADC120.543.3 JQX-141FF2AS5ADC30.543.3	Relay covers switching capacity from 10A to 16A
	DB Lectro Inc

	EE-SB5M EE-SB5VC EE-SB5V-E EE-SB5MC EE-SB5V EE-SB5	Photomicrosensor with 80-mA Switching Capacity that can be Built into Equipment 80 - mA开关容量Photomicrosensor，可以建成设
	Electronic Theatre Controls, Inc.
OMRON
ETC[ETC]
List of Unclassifed Manufacturers

	EE-SX470P EE-SX471P 	Global Standard Slot-type photomicrosensors with 50- to 100-mA direct switching capacity.
	Omron Electronics LLC

	2SC4134 	High breakdown voltage and large current capacity. Fast switching speed.
	TY Semiconductor Co., Ltd

	G8P-1A2T-F-DC5 G8P-1A4P G8P-1A4TP G8P-1AP 	Up to 30 A switching capacity in compact package.
   Up to 30 A switching capacity in compact package.
	Omron Electronics LLC

	ASX20009 ASX20012 ASX2001H ASX20003 ASX20006 ASX22	SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 4.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 6 V DC.
HIGH SENSITIVITY RELAY WITH GUARANTEED LOW LEVEL SWITCHING CAPACITY 高灵敏度继电器低级交换机容量有保
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 4.5 V DC.
	Matsushita Electric Works(Nais)
AME, Inc.
Panasonic, Corp.
NAIS[Nais(Matsushita Electric Works)]
Nais(Matsushita Electric Wo...

	ASO10.3X38 609861 0090.0030 0090.0001 0090.0003 	Midget Fuse, 10.3 x 38 mm, Quick-acting, 1000 VDC, Photovoltaic
Breaking capacity
   Breaking capacity
	Schurter Inc.
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