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	Part No.	M30623M8T-910GP M30622MA-721FP M30623M4T-246GP   

	Description	MICA RoHS Compliant: No 
 SINGLE-CHIP 16-BIT CMOS MICROCOMPUTER 单片16位CMOS微机
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						 Mitsubishi Electric Corporation 
 Mitsubishi Electric, Corp.
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			 Related Part Number
	
					PART	Description	Maker
	BL-XA1361 BL-XF0361 BL-XJB361 BL-XJD361 BL-XJF361 	D-Subminiature Connector; Gender:Male; No. of Contacts:9; Contact Termination:Through Hole; D Sub Shell Size:DB9; Body Material:Steel; Contact Plating:Gold Flash; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
BRACKET RoHS Compliant: Yes
AXIAL LED LAMPS 轴向LED节能
	Yellow Stone Corp
早安股份有限公司
Yellow Stone, Corp.

	2MBI100PC-140 	MICA RoHS Compliant: No
IGBT MODULE ( P-Series )
	FUJI ELECTRIC HOLDINGS CO., LTD.

	2MBI150N-120 	Silver Mica Capacitor; Capacitance:30pF; Capacitance Tolerance: /- 5%; Series:CM05; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
IGBT MODULE ( N series )
	FUJI ELECTRIC HOLDINGS CO., LTD.

	CWB201 CWB201CP CWB201CY XCWB201 	Silver Mica Capacitor; Capacitance:470pF; Capacitance Tolerance: /- 2%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
100MHz CMOS/DMOS Wideband Quad Analog Switch
	Calogic LLC
Calogic  LLC
CALOGIC[Calogic, LLC]

	V802ME06 	Silver Mica Capacitor; Capacitance:4700pF; Capacitance Tolerance: /- 5%; Series:CMR; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.9mm; Leaded Process Compatible:No RoHS Compliant: No 压控振荡
VOLTAGE CONTROLLED OSCILLATOR
	Z-Communications, Inc.
ZCOMM[Z-Communications, Inc]

	Q62702-P1029 BPY12 Q62702-P9 BPY12H1 P9 	Silicon-PIN-Photodiode 硅的PIN光电二极
Silver Mica Capacitor; Capacitance:56pF; Capacitance Tolerance: /- 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:Yes RoHS Compliant: Yes
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	SPB100N06S2L-05 SPP100N06S2L-05 	Low Voltage MOSFETs - TO220/263; 100 A; 55V; LL; 4,7 mOhm
OptiMOS Power-Transistor
Silver Mica Capacitor; Capacitance:15pF; Capacitance Tolerance: /- 5%; Series:CD6; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:4.4mm; Leaded Process Compatible:No RoHS Compliant: No
	INFINEON[Infineon Technologies AG]

	CAT34AC02JA CAT34AC02ZI-TE13 CAT34AC02 CAT34AC02JA	Silver Mica Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:24; Connector Shell Size:24; Connecting Termination:Solder; Body Style:Straight; Circular Contact Gender:Pin; Gender:Female
Silver Mica Capacitor; Capacitance:4300pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2000VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
MB 55C 55#20 SKT RECP
2K-Bit SMBus EEPROM for ACR Card Configuration K位的SMBus对于ACR卡的EEPROM配置
ECONOLINE: RB & RA - Dual Output from a Single Input Rail- Power Sharing on Output- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- Custom Solutions Available- UL94V-0 Package Material- Efficiency to 85% K位的SMBus对于ACR卡的EEPROM配置
Mounting Bracket; Body Material:Plastic; Color:Black; Outer Diameter:2.063" RoHS Compliant: Yes K位的SMBus对于ACR卡的EEPROM配置
	http://
CATALYST[Catalyst Semiconductor]
Honeywell International, Inc.
KEMET Corporation

	2KBB10 2KBB100 2KBB20 2KBB80 2KBB 2KBB05 2KBB40 2K	   1.9A single phase rectifier bridge
800V Bridge in a D-37 package
600V Bridge in a D-37 package
400V Bridge in a D-37 package
1000V Bridge in a D-37 package
100V Bridge in a D-37 package
50V Bridge in a D-37 package
200V Bridge in a D-37 package
2KBB SERIES 1.9A single phase rectifier bridge
From old datasheet system
Silver Mica Capacitor; Capacitance:25000pF; Capacitance Tolerance: 5%; Series:CD30; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 1.9A单相整流
Silver Mica Capacitor; Capacitance:25000pF; Capacitance Tolerance: /- 2%; Series:CD30; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 1.9A单相整流
	IRF[International Rectifier]
International Rectifier, Corp.

	AD1812JST AD1812JS 	SoundPort Controller
ECONOLINE: RD & RC - Dual Output from a Single Input Rail- 1kVDC & 2kVDC Isolation- Power Sharing on Output- Custom Solutions Available- UL94V-0 Package Material- Efficiency to 86%
Silver Mica Capacitor; Capacitance:12pF; Capacitance Tolerance: 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
	http://
Analog Devices, Inc.

	M37272MA-309SP M37272M8-131SP M37272MA-052SP M3727	   SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER with CLOSED CAPTION DECODER and ON-SCREEN DISPLAY CONTROLLER
Single Chip 8 Bits Microcomputer(8位单片机) 单芯位单片机位单片机
Silver Mica Capacitor; Capacitance:10pF; Capacitance Tolerance: 0.5pF; Series:CM04; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
	Mitsubishi Electric Sem...
Mitsubishi Electric Corporation
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