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			 Related Part Number
	
					PART	Description	Maker
	K4H560438E-ZC/LA2 K4H560838E-ZC/LA2 K4H560438E-ZC/	64M X 4 DDR DRAM, 0.75 ns, PBGA60 ROHS COMPLIANT, FBGA-60
32M X 8 DDR DRAM, 0.75 ns, PBGA60 ROHS COMPLIANT, FBGA-60
CSM, CER 103PF 1000V 10% 1210
CAP, 10NF 1KV 10%, SMT, 1812
Connector Cover; Enclosure Material:Aluminum; Cable Diameter Max:25.4mm; Cable Diameter Min:20.32mm; Cable Entry:Top; For Use With:AVX/Elco 8016 Series Rack and Panel Rectangular Connectors with 90 Contacts RoHS Compliant: Yes
CONN MEMORY CARD HDR CF NORMAL
CONN EJECTOR COMPACTFLASH RIGHT
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:10; Gender:Female; Body Material:Aluminum Alloy; Connecting Termination:Screw; For Use With:C146 Rectangular Circular Connectors; Operating Voltage:400V RoHS Compliant: Yes
COVER, SIDE ENTRY, 38WAY; For use with:8016 Series Rectangular Connectors; Material:Aluminium; Colour:Grey; Connector type:Dust Cap & Cover; Contacts, No. of:38; Ways, No. of:38 RoHS Compliant: Yes
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:6; Gender:Female; Body Material:Aluminum Alloy; Connecting Termination:Screw; Features:Spring Cover; For Use With:C146 Rectangular Circular Connectors RoHS Compliant: Yes
256Mb E-die DDR SDRAM Specification 60 FBGA with Pb-Free (RoHS compliant)
	Samsung Semiconductor Co., Ltd.
SAMSUNG SEMICONDUCTOR CO. LTD.

	S-1334-CE S-138W-CT 	1300 SERIES RECTANGULAR CONNECTORS 1300系列矩形连接
	Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	SW-1634BA-CC01 	SUMICON 1600 SERIES RECTANGULAR CONNECTORS
	Hirose Electric USA, INC.

	P1-PC2A-111 QR_P4-24P-C QR_P4-24P-C01 QR_P4-24S-C 	QP/P1 SERIES CONNECTOR
Small Rectangular Multi-electrode Solderless Connectors for Racks and Panels 小矩形多电极焊的机架面板连接
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
http://
HIROSE ELECTRIC Co., Ltd.

	CXK581000AYM-55LL CXK581000AYM-55SL CXK581000A CXK	Circular Connector; Body Material:Thermoplastic; Series:C016; No. of Contacts:6; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Features:Strain Relief with Clamping Ring; Leaded Process Compatible:Yes RoHS Compliant: Yes
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:10; Gender:Female; Body Material:Aluminum Alloy; Connecting Termination:Screw; Features:Spring Cover; For Use With:C146 Rectangular Circular Connectors RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:MS3106; No. of Contacts:10; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Female RoHS Compliant: No
C091D
ER 10C 10#16 PIN PLUG RoHS Compliant: No
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:24; Gender:Female; Body Material:Aluminum Alloy; Connecting Termination:Screw; Features:Spring Cover; For Use With:C146 Rectangular Circular Connectors RoHS Compliant: Yes
10-474618-01P
ER 5C 5#16 PIN PLUG
Top Entry Connector Hood; Enclosure Material:Aluminum Alloy; For Use With:C146 Rectangular Circular Connectors; Thread Size:PG 21; Connecting Termination:Screw; No. of Contacts:10; Operating Voltage:400V; Series:C-146 RoHS Compliant: Yes
DIN Audio Connector; No. of Contacts:3; Contact Termination:Solder; Mounting Type:Cable; Gender:Female; Terminal Type:Solder RoHS Compliant: Yes
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:16; Body Material:Aluminum Alloy; Connecting Termination:Screw; For Use With:C146 Rectangular Circular Connectors; Operating Voltage:400V RoHS Compliant: Yes
Rectangular Industrial Connector Housing; Series:C-146; No. of Contacts:48; Gender:Female; Body Material:Aluminum Alloy; Connecting Termination:Screw; For Use With:C146 Rectangular Circular Connectors; Operating Voltage:400V RoHS Compliant: Yes
Circular Connector; Body Material:Thermoplastic; Series:C016; No. of Contacts:6; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Features:Strain Relief with Clamping Ring RoHS Compliant: Yes
Circular Connector; Body Material:Thermoplastic; Series:C016; No. of Contacts:6; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Features:Strain Relief with Clamping Ring RoHS Compliant: Yes
Top Entry Connector Hood; Enclosure Material:Aluminum Alloy; For Use With:C146 Rectangular Circular Connectors; Thread Size:PG 16; Connecting Termination:Screw; No. of Contacts:10; Operating Voltage:400V; Series:C-146 RoHS Compliant: Yes
Circular Connector; Body Material:Thermoplastic; Series:C016; No. of Contacts:6; Connecting Termination:Solder; Circular Shell Style:Cable Plug; Features:Internal Strain Relief with Clamping Ring RoHS Compliant: Yes
131072-word x 8-bit High Speed CMOS Static RAM 131072字8位高速CMOS静态RAM
	http://
SONY[Sony Corporation]
Sony, Corp.

	FRC3-CXXX FRC5 FRC-D FRC-E FRC3-AXXX FRC-EXXX FRC-	(FRC3 Series) High Current Version
(FRC5 Series) UL Recognized
(FRC-D Series) PCB Connectors
(FRC-E Series) PCB Connectors
(FRC-J Series) PCB Connectors
(DHB Series) Board to Board and Board to Cable Connectors
(HU5 Series) Low Profile Header Connectors Intermateable
(HTC Series) Grid Hard Metric Connectors
(HTC Series) Hard Metric Coding Key
(DHD Series) 1.27mm Center Flat Ribbon Cable IDC Connectors
(DDMM Series) Socket
(DFJ Series) Pitch Stacking Connector
(DHE Series) Centerline IDC Connectors
	DDK

	E41ASF-005-8905A E41SDF-005-8906A E41ADF-005-9268A	250mA CMOS Regulator
Interface Connectors for Cellular Telephone
Mini Serial Bus Connectors (B TYPE)
USB Series Mini-AB Connectors 5 CONTACT(S), FEMALE, RIGHT ANGLE TELECOM AND DATACOM CONNECTOR, SURFACE MOUNT
MOST Connectors TELECOM AND DATACOM CONNECTOR, SOCKET
	MITSUMI ELECTRIC CO., LTD.
MITSUMI ELECTRIC CO LTD

	5749892-1 5745058-4 5745057-3 5745059-4 5745071-1 	Standard Board Mount Connectors; 50 PLUG ACT PIN/MS (IN,SPACER) ( AMP )
HD-20 Straight Posted Connectors
   HD-20 Straight Posted Connectors
   AMPLIMITE Subminiature D Connectors
	Tyco Electronics
TE Connectivity Ltd

	AIC1722A-52PZTTR AIC1722A AIC1722A-18CUBG AIC1722A	Leaded Cartridge Fuse; Current Rating:150mA; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Glass; Diameter:5.2mm; Fuse Size/Group:5 x 20 mm; Lead Length:38.1mm RoHS Compliant: Yes
SMA (M) TO MCX (M) ADAPTERS
SMA (M) TO TNC (M) ADAPTERS
SMA (M) TO SMB (F) ADAPTERS
A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:192kSPS; Input Channels Per ADC:2; Input Channel Type:Single Ended; Data Interface:Serial; Package/Case:16-TSSOP RoHS Compliant: Yes
A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:192kSPS; Input Channels Per ADC:2; Input Channel Type:Single Ended; Data Interface:Serial; Package/Case:16-TSSOP; Leaded Process Compatible:No; No. of Bits:24 RoHS Compliant: Yes
Monitors the angle drift from the set point.
SMA (M) TO SMB (M) ADAPTERS
A/D Converter (A-D) IC; Resolution (Bits):18; Sample Rate:50kSPS; Input Channels Per ADC:2; Input Channel Type:Single Ended; Data Interface:Serial; Package/Case:8-SOIC; Leaded Process Compatible:Yes; No. of Bits:18 RoHS Compliant: Yes
SMA (M) TO MCX (F) ADAPTER
SMA (M) TO MUHF (F) ADAPTERS
SMA (M) TO MMCX (J) ADAPTERS
A/D Converter (A-D) IC; Resolution (Bits):24; ADC Sample Rate:192kSPS; Input Channels Per ADC:2; Input Channel Type:Single Ended Inputs; Data Interface:Serial; Package/Case:16-TSSOP
SMA (M) TO N(M) ADAPTERS
RES - 1%, 0.063W, 2.00K
Rectangular Connector Contact Insert; Series:C-146; No. of Contacts:10; Gender:Male; Body Material:Polycarbonate; Color:Gray; Connecting Termination:Screw; For Use With:C146 Rectangular Circular Connectors; Operating Voltage:250V RoHS Compliant: Yes
Rectangular Connector Contact Insert; Series:C-146; No. of Contacts:10; Gender:Female; Body Material:Polycarbonate; Color:Gray; Connecting Termination:Screw; Contact Plating:Brass; For Use With:C146 Rectangular Circular Connectors RoHS Compliant: Yes
TOOLS, HAND CRIMP RoHS Compliant: Yes
Rectangular Connector Contact Insert; Series:C-146; No. of Contacts:24; Gender:Male; Body Material:Polycarbonate; Color:Gray; Connecting Termination:Screw; For Use With:C146 Rectangular Circular Connectors; Operating Voltage:250V RoHS Compliant: Yes
Rectangular Connector Contact Insert; Series:C-146; No. of Contacts:16; Gender:Female; Body Material:Polycarbonate; Color:Gray; Connecting Termination:Screw; Contact Plating:Brass; For Use With:C146 Rectangular Circular Connectors RoHS Compliant: Yes
Rectangular Connector Contact Insert; Series:C-146; No. of Contacts:16; Gender:Male; Body Material:Polycarbonate; Color:Gray; Connecting Termination:Screw; For Use With:C146 Rectangular Circular Connectors; Operating Voltage:250V RoHS Compliant: Yes
AC MEXICO CAPACITANCE=4 VOLT=370 300mA低压差线性稳压器
300mA Low Dropout Linear Regulator 300mA低压差线性稳压器
SMA (M) TO TNC (F) ADAPTER 300mA低压差线性稳压器
RF/Coaxial Connector; RF Coax Type:SMB 300mA低压差线性稳压器
SMA (M) TO UHF (F) ADAPTERS
	AIC[Analog Intergrations Corporation]
Analog Integrations Corporation
Analog Integrations, Corp.

	JN2AS04FK1X JN2AS04FK2X JN2AS04FL1X JN2AS04FL2X JN	JN2 SERIES CONNECTORS - General Purpose Waterproof, Miniature Connectors
	Japan Aviation Electronics Industry, Ltd.
Japan Aviation Electron...

	V23333-Z1001-A008 V23333-Z0001-A007 V23333-Z0002-A	Connectors for Mini ISO Relays Connectors (Production Europe only)
	Tyco Electronics

	MYB68D MGB68D MOB68D MOB68DR MRB68D MSB68D MSB68DA	RECTANGULAR BAR LED LAMP
SOLID STATE INDICATORS ARE ENCAPSULATED IN 4.95mm x 4.95mm RECTANGULAR PACKAGE
	MICRO-ELECTRONICS[Micro Electronics]



				
	 
	 Related keyword From Full Text Search System
	

					
						IAM-D82 什么封装	
						IAM-D82 state diagram	
						IAM-D82 Analog	
						IAM-D82 Ultra	
						IAM-D82 中文网站
	
						IAM-D82 Drain	
						IAM-D82 	
						IAM-D82 C代码	
						IAM-D82 where to buy	
						IAM-D82 Switching


				
	 



		 


	
		
Price & Availability of IAM-D82 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.94985699653625















