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			 Related Part Number
	
					PART	Description	Maker
	609-1312-120 609-2312-120 609-1212-130 609-1112-14	LED PNL MT 9MM 6V CHROME YELLOW SINGLE COLOR LED, YELLOW, 6.1 mm
LED PNL MT 9MM 6V CHROME YELLOW SINGLE COLOR LED, YELLOW, 8.89 mm
LED Lamp; LED Color:Green; Luminous Intensity:110ucd; Forward Current:15mA; Forward Voltage:12VDC; Operating Temperature Range:-25 C to C; Color:Green; Leaded Process Compatible:No; Lens Color:Green RoHS Compliant: No SINGLE COLOR LED, GREEN, 6.1 mm
SINGLE COLOR LED, RED, 6.1 mm
	Dialight PLC
DIALIGHT CORP

	561-5301-100F 561-5201-070 561-5101-070 561-1301-0	LED Indicator; Color:Yellow; Luminous Intensity (MSCP):34; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2.2V; LED Color:Yellow; Leaded Process Compatible:Yes; Wavelength:590nm T-1 3/4 SINGLE COLOR LED, YELLOW, 5 mm
T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
T-1 3/4 SINGLE COLOR LED, RED, 5 mm
T-1 3/4 DUAL COLOR LED, RED/GREEN, 5 mm
	Dialight PLC

	PC120TY3K-P PCL120CG5N-SO PCM120CG5N-SO PC120CG5N-	T-1 SINGLE COLOR LED, YELLOW, 3 mm
T-1 SINGLE COLOR LED, HIGH EFFICIENCY GREEN, 3 mm
T-1 SINGLE COLOR LED, ULTRA GREEN, 3 mm
T-1 SINGLE COLOR LED, PURE GREEN, 3 mm
T-1 SINGLE COLOR LED, BLUE, 3 mm
T-1 SINGLE COLOR LED, ORANGE, 3 mm
T-1 SINGLE COLOR LED, HIGH EFFICIENCY RED, 3 mm
T-1 SINGLE COLOR LED, AMBER YELLOW, 3 mm
	LEDtronics, Inc.
LEDTRONICS INC

	559-2301-003F 559-2501-003F 	LED Lamp; LED Color:Yellow; Luminous Intensity:6.3ucd; Forward Current:10mA; Forward Voltage:2.1V; Color:Yellow RoHS Compliant: Yes T-1 3/4 SINGLE COLOR LED, YELLOW, 5 mm
T-1 3/4 SINGLE COLOR LED, ORANGE, 5 mm ROHS COMPLIANT, PLASTIC PACKAGE-2
	Dialight PLC

	609-1122-340F 609-2122-120F 609-2122-130F 609-2122	LED Panel Mount Indicators for 9.35mm Mounting Hole w/ Optional Watertight Capability
LED PNL MT 9MM 6V CHROME YELLOW SINGLE COLOR LED, YELLOW, 9 mm
LED INDICATOR, RECESSED RED 24VDC SINGLE COLOR LED, RED, 9 mm
LED Lamp; Color:Red; Lens Color:Red; Luminous Intensity (MSCP):60; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6VDC; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 37.08 x 10.92 mm; Lens Width:9mm
SINGLE COLOR LED, GREEN, 6 mm
	Dialight Corporation
Dialight PLC

	PF50TWAG6K-130V-T PF50TWO3K-14V-T PF50TWO3K-130V-T	SINGLE COLOR LED, AQUA GREEN
SINGLE COLOR LED, SUPER ORANGE
SINGLE COLOR LED, ULTRA RED
SINGLE COLOR LED, SUPER PURE YELLOW
SINGLE COLOR LED, INCAND WHITE
	LEDtronics, Inc.

	Q62703-Q1996 Q62703-Q3097 Q62703-Q1871 Q62703-Q148	Symbol LED 5 mm T1 3/4 LED / Partly Diffused
Symbol LED 5 mm T1 3/4 LED Partly Diffused
CYLINDRICAL LED LAMP
Symbol LED 5 mm T1 3/4 LED/ Partly Diffused
Cermet Potentiometer; Series:3296; Track Resistance:20kohm; Resistance Tolerance: /- 10%; Power Rating:0.5W; Operating Temperature Range:-55 C to  150 C; Resistor Element Material:Cermet; Temperature Coefficient: /-100 ppm RoHS Compliant: No
TRIMMER, 25 TURN 2K SINGLE COLOR LED, YELLOW, 5 mm
Symbol LED 5 mm T1 3/4 LED, Partly Diffused SINGLE COLOR LED, YELLOW, 5 mm
Symbol LED 5 mm T1 3/4 LED, Partly Diffused SINGLE COLOR LED, ORANGE, 5 mm
Symbol LED 5 mm T1 3/4 LED, Partly Diffused 符号的LED 5毫米T1 3 / 4的LED，部分漫
	SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	QL202YT.C1A0 QL202YT.C1R1 QL202YT.C1A2 QL202YT.C3A	T-1 SINGLE COLOR LED, YELLOW, 3 mm
T-1 SINGLE COLOR LED, RED, 3 mm
T-1 SINGLE COLOR LED, GREEN, 3 mm
T-1 SINGLE COLOR LED, PURE GREEN, 3 mm
T-1 SINGLE COLOR LED, SOFT ORANGE, 3 mm
T-1 SINGLE COLOR LED, HIGH EFFICIENCY RED, 3 mm
	QT Optoelectronics

	HLMP-P402-OPTION-014 HLMP-P402-OPTION-024 HLMP-P40	SINGLE COLOR LED, ORANGE, 1.78 mm
SINGLE COLOR LED, EMERALD GREEN, 1.78 mm
SINGLE COLOR LED, DEEP RED, 1.78 mm
SINGLE COLOR LED, YELLOW, 1.78 mm
SINGLE COLOR LED, HIGH EFFICIENCY RED, 1.78 mm
SINGLE COLOR LED, HIGH PERFORMANCE GREEN, 1.78 mm
	Cooper Bussmann, Inc.
Agilent Technologies, Inc.
Brady, Corp.
ITT, Corp.

	HLMP-4700.B5A0 HLMP-4719.B5A0 HLMP-4700.F5A0 HLMP-	T-1 3/4 SINGLE COLOR LED, HIGH EFFICIENCY RED, 4.825 mm
T-1 3/4 SINGLE COLOR LED, YELLOW, 4.825 mm
T-1 SINGLE COLOR LED, GREEN, 2.9 mm
T-1 SINGLE COLOR LED, YELLOW, 2.9 mm
SINGLE COLOR LED, STANDARD RED, 4.7 mm
T-1 3/4 SINGLE COLOR LED, RED, 4.825 mm
T-1 3/4 SINGLE COLOR LED, GREEN, 4.825 mm
	QT Optoelectronics

	553-0121-200F 553-0333-200F 553-0123-200F 553-0233	T-1 SINGLE COLOR LED ARRAY, YELLOW, 3 mm ROHS COMPLIANT PACKAGE-4
T-1 DUAL COLOR LED ARRAY, YELLOW/GREEN, 3 mm ROHS COMPLIANT PACKAGE-4
LED, PCB, 3MM, BI, YEL-YEL; LED / lamp size:3mm; Colour, LED:Yellow, Yellow; Luminous intensity, typ:5mcd; Angle, viewing:60(degree); Current, forward If:30mA; Voltage, Vf max:2.7V; Temperature, operating range:-40(degree C) to RoHS Compliant: Yes
	Dialight Corporation
Dialight PLC
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