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	Part No.	P70-06-0526PA P70-06-0153PA P70-05-0153PA P70-08-0153PA   

	Description	6 CONTACT(S), CABLE MOUNT, MINI DIN CONNECTOR, PLUG 
 5 CONTACT(S), CABLE MOUNT, MINI DIN CONNECTOR, PLUG
8 CONTACT(S), CABLE MOUNT, MINI DIN CONNECTOR, PLUG


	File Size	124.70K  / 
						2 Page	 
	

						Maker	
						

						 MITSUMI ELECTRIC CO., LTD. 
 MITSUMI ELECTRIC CO LTD
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			 Related Part Number
	
					PART	Description	Maker
	15FMCJ91A 15FMCJ 15FMCJ10 15FMCJ100 15FMCJ100A 15F	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 143V(min), 158V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 108V(min), 132V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 90.0V(min), 110V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 99.0V(min), 121V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 117V(min), 143V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 171V(min), 189V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 237V(min), 263V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 332V(min), 368V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 198V(min), 242V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 198V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 124V(min), 137V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 225V(min), 275V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 285V(min), 315V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 270V(min), 330V(max). For bidirectional use C or CA suffix.
10 GIG OPTIMIZED         FIBER PATCH LC/LC
Fiber Optic Cable Assembly; Cable Length:49.2ft; Connector Type A:ST; Connector Type B:ST
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 10M
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 5M
Fiber Optic Cable Assembly; Cable Length:32.8ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
Fiber Optic Cable Assembly; Cable Length:16.4ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
10 GIG OPTIMIZED         FIBER PATCH ST/ST
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 表面贴装瞬态电压抑制器
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 152V(min), 168V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 380V(min), 420V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 153V(min), 187V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 180V(min), 220V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 190V(min), 210V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 360V(min), 440V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 179V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 144V(min), 176V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 114V(min), 126V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 105V(min), 116V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 315V(min), 385V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 95.0V(min), 105V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 135V(min), 165V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 209V(min), 231V(max). For bidirectional use C or CA suffix.
	RECTRON[Rectron Semiconductor]

	21020-0098 21020-0298 21020-0099 21020-0399 21020-	0.5MM FFC JUMPER 210200098 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200298 INTERCONNECTION DEVICE
FFC Jumper Cable; Cable Length:76mm; Pitch Spacing:0.5mm; Number of Contacts:10 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200399 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200199 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200393 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200208 INTERCONNECTION DEVICE
FFC Jumper Cable; Cable Length:30mm; Pitch Spacing:0.5mm; Number of Contacts:20 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200141 INTERCONNECTION DEVICE
FFC Jumper Cable; Cable Length:102mm; Pitch Spacing:0.5mm; No. of Contacts:6 INTERCONNECTION DEVICE
FFC Jumper Cable; Cable Length:51mm; Pitch Spacing:0.5mm; Number of Contacts:6 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200368 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200335 INTERCONNECTION DEVICE
Flat / Ribbon Cable; Cable Length:1.18"; Pitch Spacing:0.5mm; Color:White; Current Rating:0.5A; Number of Contacts:40; Number of Conductors:40 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200307 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200353 INTERCONNECTION DEVICE
CABLE FLAT FLEX 4 .50MM 40 POS INTERCONNECTION DEVICE
CABLE FLAT FLEX 5 .50MM 10 POS INTERCONNECTION DEVICE
CABLE FLAT FLEX 2 .50MM 24 POS INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200184 INTERCONNECTION DEVICE
210200436 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200140 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200380 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200423 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200131 INTERCONNECTION DEVICE
FFC Jumper Cable; Cable Length:203mm; Pitch Spacing:0.5mm; Number of Contacts:30 INTERCONNECTION DEVICE
FFC Jumper Cable; Cable Length:30mm; Pitch Spacing:0.5mm; Number of Contacts:30 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200413 INTERCONNECTION DEVICE
CABLE FLAT FLEX 6 .50MM 24 POS INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200384 INTERCONNECTION DEVICE
210200318 INTERCONNECTION DEVICE
0.5MM FFC JUMPER 210200192 INTERCONNECTION DEVICE
0.5MM FFC JUMPER               210200394
0.5MM FFC JUMPER               210200121
0.5MM FFC JUMPER               210200224
0.5MM FFC JUMPER               210200264
0.5MM FFC JUMPER               210200342
	TE Connectivity, Ltd.
Molex, Inc.
Rabbit Semiconductor
MOLEX INC

	25001-0706 	Jumper Cable; Cable Length:6.250"; Pitch Spacing:0.1"; Number of Contacts:7; Wire Size (AWG):26
	Molex

	25001-0504 	Jumper Cable; Cable Length:4.250"; Pitch Spacing:0.1"; No. of Contacts:5; Wire Size (AWG):26 RoHS Compliant: Yes
	Molex

	50084-1 	Multiple Coaxial Contacts ( COAXICON ); MIN PRINTED CIRCUIT CONN ( AMP )
	Tyco Electronics

	98266-0063 	0.50mm Pitch Premo-Flex FFC Jumper, Same Side Contacts (Type A), 6 Circuits, 0.178m Cable Length, 0.22mm Cable Thickness, Tin(Sn) Plating
	Molex Electronics Ltd.

	98266-0075 	0.50mm Pitch Premo-Flex FFC Jumper, Same Side Contacts (Type A), 8 Circuits 0.051m Cable Length, 0.22mm Cable Thickness, Tin(Sn) Plating
	Molex Electronics Ltd.

	98266-0077 	0.50mm Pitch Premo-Flex FFC Jumper, Same Side Contacts (Type A), 8 Circuits, 0.076m Cable Length, 0.22mm Cable Thickness, Tin(Sn) Plating
	Molex Electronics Ltd.

	21020-1028 	0.50mm Pitch Premo-Flex?FFC Jumper, Opposite Side Contacts (Type D), 31 Circuits, 0.305m Cable Length, 0.27mm Cable Thickness, Tin(Sn) Plating
	Molex Electronics Ltd.

	98266-0076 	0.50mm Pitch Premo-Flex FFC Jumper, Opposite Side Contacts (Type D), 8 Circuits 0.051m Cable Length, 0.22mm Cable Thickness, Tin(Sn) Plating
	Molex Electronics Ltd.

	15266-0060 	0.50mm Pitch Premo-Flex FFC Jumper, Opposite Side Contacts (Type D), 6 Circuits, 0.127m Cable Length, 0.27mm Cable Thickness, Tin (Sn) Plating
	Molex Electronics Ltd.

	15266-0062 	0.50mm Pitch Premo-Flex FFC Jumper, Opposite Side Contacts (Type D), 6 Circuits, 0.152m Cable Length, 0.27mm Cable Thickness, Tin (Sn) Plating
	Molex Electronics Ltd.
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