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			 Related Part Number
	
					PART	Description	Maker
	36003200 	SHIELDING CABINET TOP COVER WE-SHC
	Wurth Elektronik GmbH & Co. KG, Germany.

	1599CLIPGY 1593ATS50 1593ATS100 	Purchas ed as sembly includes top and bottom cover, and 4 cover screws .
	Hammond Manufacturing Ltd.
Hammond Manufacturing L...

	36903305S 	   WE-SHC Shielding Cabinet
	Wurth Elektronik GmbH &...

	36903205S 	   WE-SHC Shielding Cabinet
	Wurth Elektronik GmbH &...

	SY610 	Cast aluminum ventilated top cover with ceiling mounting plate.
	Lumins Inc.

	W140 	Heavy cast aluminum top cover with embedded heat sink.
	Lumins Inc.

	MC2C-P-AC110 MC2C-P-AC110-TF MC2C-P-AC220 MC2C-P-A	Relay. Coil voltage 110VAC. Contact arrangement DPDT.. Mounting PCB. Cover STD.
Relay. Coil voltage 110VAC. Contact arrangement DPDT.. Mounting PCB. Cover top flange.
Relay. Coil voltage 220VAC. Contact arrangement DPDT.. Mounting PCB. Cover STD.
Relay. Coil voltage 220VAC. Contact arrangement DPDT.. Mounting PCB. Cover top flange.
Relay. Coil voltage 100VDC. Contact arrangement DPDT. Cover STD. Mounting PCB.
Relay. Coil voltage 100VDC. Contact arrangement DPDT. Cover top flange. Mounting PCB.
Relay. Coil voltage 110VAC. Contact arrangement DPDT.. Mounting socket. Cover STD.
Relay. Coil voltage 110VAC. Contact arrangement DPDT.. Mounting socket. Cover top flange.
Relay. Coil voltage 220VAC. Contact arrangement DPDT.. Mounting socket. Cover STD.
Relay. Coil voltage 220VAC. Contact arrangement DPDT.. Mounting socket. Cover top flange.
Relay. Coil voltage 100VDC. Contact arrangement DPDT. Cover STD. Mounting socket.
Relay. Coil voltage 100VDC. Contact arrangement DPDT. Cover top flange. Mounting socket.
	Global Components & Controls

	GB301X-AC110-SF-B GB301X-AC110-SF-L GB301X-AC12-SF	Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 12 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 24 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 6 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flange. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flange. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 125 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 24 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 48 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 6 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 6 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NC-DB. Contact material AgCdO. Cover top flang. Option neon lamp.
	Global Components & Controls

	G901CS-DC110-12 G901CS-DC110-1NIL G901CS-DC110-NIL	Relay. Coil voltage 110 VDC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 12 VDC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 12 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 15 VDC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 15 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 15 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 15 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 18 VDC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 18 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 18 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 18 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 24 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 24 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 24 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 48 VDC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 48 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 48 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 5 VDC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 6 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 12 VAC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 220 VAC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 24 VAC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 48 VAC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 18 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 15 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltag 110 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 12 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 15 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 24 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 18 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 48 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 5 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 6 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 9 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 220 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 12 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC. Contact form C. Covering dust cover. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VAC. Mounting panel w/all QC. Contact form C. Covering dust cover. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC. Contact form C. Covering dust cover. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC. Contact form C. Covering dust cover. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC . Contact form C. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC. Contact form C. Covering dust cover. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting panel w/all QC. Contact form C. Covering dust cover. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 110 VAC. Mounting panel w / all QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 12 VAC. Mounting panel w / all QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 220 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 220 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 24 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 24 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 48 VAC. Mounting panel w / all QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 48 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting panel w / all QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VDC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting panel w/all QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 12 VDC. Mounting panel w / all QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 12 VDC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VDC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VDC. Mounting panel w/all QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 15 VDC. Mounting panel w / all QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 15 VDC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting PCB w / Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting PCB w / Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w / Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 220 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting PCB w / Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting PCB w / Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 12 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 15 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 15 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 220 VAC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 24 VAC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 24 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 48 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 6 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 9 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 110 VAC. Mounting PCB w/ Top QC. Contact form A. Covering sealed. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 48 VAC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 5 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form A. Covering dust cover. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 5 VDC. Mounting PCB w / Top QC. Contact form A. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 220 VAC. Mounting PCB w/Top QC . Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w/Top QC . Contact form C. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC . Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting PCB w/Top QC . Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting PCB w/Top QC . Contact form C. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting PCB w/Top QC . Contact form C. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting PCB w/Top QC . Contact form C. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC . Contact form B. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting panel w/ all QC . Contact form B. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC. Contact form B. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 220 VAC. Mounting panel w/ all QC. Contact form B. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting panel w/all QC. Contact form B. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form B. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 220 VAC. Mounting PCB w / Top QC. Contact form B. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form B. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form B. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form B. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting PCB. Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB . Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting PCB. Contact form A. Covering dust cover. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting PCB. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting PCB. Contact form A. Covering dust cover. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting PCB. Contact form A. Covering dust cover. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting PCB . Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting PCB. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VAC. Mounting PCB. Contact form A. Covering dust cover. Spacing UL873. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB. Contact form A. Covering dust cover. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 220 VAC. Mounting PCB. Contact form A. Covering dust cover. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting PCB. Contact form A. Covering open from. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting PCB. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w / Top QC. Contact form A. Covering dust cover. Spacing UL873. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w/ Top QC. Contact form A. Covering dust cover. Spacing UL873. Insulation Std. Class B.
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