

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						NCE3025Q			BD6P1			STK4241V			E9148H			2SC3544			2SA1080			C74HC2			ISL6000			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			045307301 - 3-Conductor Grounded . Type SJ, SJOW and SJOOW . 60?C . 300 Volts    3-Conductor Grounded . Type SJ, SJOW and SJOOW . 60?C . 300 Volts 



		
			
					
						
						[image: 045307301_4771845.PDF Datasheet]



					
				
					 		
	Part No.	04530.73.01 01732.70.01 01513.70.01 02052.70.01 04926.70.01 04929.70.01 04932.70.01 02053.70.01 04949.60.10 02547.70.01 02523.73.01 02524.73.01 02686.70.01 01950.70.01 02685.70.01 01951.70.01 01614.70.01 02548.70.01 01278.70.01   

	Description	3-Conductor Grounded . Type SJ, SJOW and SJOOW . 60?C . 300 Volts 
    

	File Size	78.53K  / 
						1 Page	 
	

						Maker	
						[image: ]


						 General Cable Technologies Corporation 
 General Cable Technolog...
 
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: 045306.3MR
	Maker: N/A
	Pack: N/A
	Stock: 1358
	Unit price 
									for :
	    
									50: $0.09
	  
									100: $0.09
	1000: 
									$0.08
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			 Related Part Number
	
					PART	Description	Maker
	BYX132GL 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 3173; CSA Type CL1251; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
High-voltage car ignition diode
	Philips Semiconductors
NXP Semiconductors

	BYX132G 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 3173; CSA Type CL1251; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
High-voltage car ignition diode
	Philips Semiconductors
NXP Semiconductors

	PHV12-2.0K2500P PHV12-1.0K5000P PHV12-350S10P PHV1	Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Blue; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 高压，电源供应器
KPT00E10-6SDN
HV-Power Supplies
	TRACO ELECTRONIC AG.
TRACO[Traco Electronic AG]

	CXK58512M CXK58512M-10LL CXK58512M-55LL CXK58512M-	65536-word X 8-bit High Speed CMOS Static RAM 65536字8位高速CMOS静态RAM
RG-62A/U TYPE COAX RoHS Compliant: Yes 65536字8位高速CMOS静态RAM
Twinaxial Cable; Impedance:78ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Approval Categories:UL AWM Style 2092; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
	Sony, Corp.
Sony Corporation

	CXK77V3211 CXK77V3211Q12_14 CXK77V3211Q CXK77V3211	From old datasheet system
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:White/Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:White/Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
32768-word by 32-bit High Speed Synchronous Static RAM(32768× 32位高速同步静态RAM)
	Sony Corporation

	10A02 10A01 10A07 10A03 10A04 10A05 10A06 	10 Amp Rectifier 50 to 1000 Volts
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Thermoplastic; Jacket Color:Natural; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Micro Commercial Compon...
MCC[Micro Commercial Components]
Micro Commercial Components Corp.

	400-060XMS-01-01T4 400-060XMS-01-01T5 400-060XMS-0	10 Terminal Grounded Composite Junction Box
	Glenair, Inc.

	AD9952YSV-REEL7 	Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
	Analog Devices, Inc.

	BYW81P BYW81P200 BYW81P-200 BYW81PI BYW81PI200 BYW	   HIGH EFFICIENCY FAST RECOVERY RECTIFIER DIODES
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Capacitance:16.1pF/ft; Conductor Material:Copper; Leaded Process Compatible:Yes RoHS Compliant: Yes
; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Capacitance:55pF/ft; Conductor Material:Copper; Outer Diameter:0.131" RoHS Compliant: Yes 高效快速恢复整流二极管
	http://
STMICROELECTRONICS[STMicroelectronics]
意法半导
STMicroelectronics N.V.
ST Microelectronics

	10A2 10A1 10A4 10A8 10A6 10A10 10A005 	Video Triax Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material
Coaxial Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Jacket Material:Foam HDPE; Capacitance
Triaxial Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Jacket Material:Foam HDPE; Capacitance:17.3pF/ft; Leaded Process Compatible:Yes; Shielding Coverage:95% RoHS Compliant: Yes
Video Triax Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Jacket Material:Foam HDPE; Capacitance:16.1pF/ft; Conductor Material:Copper; Jacket Color:Black RoHS Compliant: Yes
MICRO MATE PLUG PCB EDGE MOUNT
Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes 10.0放大器硅整流
	Bytes

	DTM12G-N DTM12C-N DTM12E-N DTM12-N DTM12-M 	Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
12A Bidirectional Thyristor
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	AD9951YSV-REEL7 AD9951PCB ANALOGDEVICESINC-AD9951Y	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061, CSA Type AWM; Conductor Material:Copper RoHS Compliant: Yes
400 MSPS 14-Bit/ 1.8 V CMOS Direct Digital Synthesizer
	Analog Devices, Inc.
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