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			 Related Part Number
	
					PART	Description	Maker
	MAX-504-1205AP MAX-504-1212AV MAX-504-1224 MAX-504	MAX-500 Multiple Watt Output
	SL Power Electronics

	JYDC-7-1HP 	High Power Directional Coupler 50?/a> 30 to 500 MHz
From old datasheet system
High Power Directional Coupler 50з 30 to 500 MHz
High Power Directional Coupler 50 30 to 500 MHz
AC-DC Converter, 75 Watt Input VAC: 90~260, Output VDC: 12, Max Output Current(A): 6.25, Package: U Bracket, Isolation(VDC): 3000, Operating Temp.: -25C to  50C, Low Ripple & Noise, High Efficiency up to 80%, Auto-Recovery, Single Outputs
	http://
MINI[Mini-Circuits]

	CH-130-4 CD-130-4BNC CD-130-4N CD-130-4SMA CD-130-	2 MHz - 32 MHz RF/MICROWAVE BI-DIRECTIONAL COUPLER, 0.1 dB INSERTION LOSS-MAX
30 dB Bi-directional Coupler, 500 Watt 2 - 32 MHz
30 dB Bi-directional Coupler/ 500 Watt 2 - 32 MHz
2-32 MHz, 500 Watt,  30 dB Bi-directional coupler
	MACOM[Tyco Electronics]
MA-Com

	NME0505SNBSP NME1205 NME2412 NME1212 NME0505S NME0	DC/DC converter, 1 watt. Output voltage 12VDC. Output current 84mA. Input 24VDC  .
DC/DC converter, 1 watt. Output voltage 9VDC. Output current 110mA. Input 24VDC  .
DC/DC converter, 1 watt. Output voltage 5VDC. Output current 200mA. Input 24VDC  .
NME Series 1 Watt Surface Mount DC/DC Converters
DC/DC Converters NME SERIES 1 WATT
From old datasheet system
Ty-Rap Self-Locking Cable Ties; Cable Bundle Diameter Max:2.00"; Body Material:Nylon 6.6; Cable Tie Length:8.8"; Cable Tie Width:0.301"; Tensile Strength:120lb; Color:Black DC / DC转换非市场经济系瓦特
	International Power Sources
List of Unclassifed Manufacturers
XPiQ Inc.
ETC[ETC]
Electronic Theatre Controls, Inc.

	DMX-500 DMX-503-0512 DMX-504-1205 DMX-504-1212 DMX	500 WATTS MULTIPLE OUTPUT 48 VDC INPUT, FORCED CURRENT SHARING
	SL Power Electronics

	NMX-503-0512 NMX-500 NMX-504-1205 NMX-504-1212 NMX	500 WATTS POWER FACTOR CORRECTED MULTIPLE OUTPUT, FORCED CURRENT SHARING
	SL Power Electronics

	PS7801C-1A-F3-A PS7801C-1A-F3 PS7801C-1A-A 	TRANSISTOR OUTPUT SOLID STATE RELAY, 500 V ISOLATION-MAX
4-PIN ULTRA SMALL FLAT-LEAD, SUPER LOW OUTPUT CAPACITANCE, 1-ch Optical Coupled MOS FET
	NEC

	OP-249AJ/883 OP-249ARC/883 OP-249AZ/883 	DUAL OP-AMP, 500 uV OFFSET-MAX, 4.7 MHz BAND WIDTH, MBCY8 METAL CAN, TO-99, 8 PIN
DUAL OP-AMP, 500 uV OFFSET-MAX, 4.7 MHz BAND WIDTH, CQCC20 HERMETIC SEALED, CERAMIC, LCC-20
DUAL OP-AMP, 500 uV OFFSET-MAX, 4.7 MHz BAND WIDTH, CDIP8 CERDIP-8
	Analog Devices, Inc.

	CMA6025-10 CMA6075P-10 CMD60110 	TRIGGER OUTPUT SOLID STATE RELAY, 4000 V ISOLATION-MAX
Solid State Relay; Output Device:SCR; Output Voltage Max:660Vrms; Output Voltage Min:48Vrms; Control Voltage Max:3VDC; Control Voltage Min:32VDC; Load Current Max:110A; Switching:Zero Cross; Relay Options:Indicator Light RoHS Compliant: Yes
	Crydom Inc.
CRYDOM CORP

	SG3846 SG3846DW SG3846J SG3846N SG2846 SG2846DW SG	0.5 A SWITCHING CONTROLLER, 500 kHz SWITCHING FREQ-MAX, CDIP16
0.5 A SWITCHING CONTROLLER, 500 kHz SWITCHING FREQ-MAX, CDFP16
CURRENT MODE PWM CONTROLLER 0.5 A SWITCHING CONTROLLER, 500 kHz SWITCHING FREQ-MAX, CQCC20
Current Mode PWMs
From old datasheet system
	Microsemi, Corp.
MICROSEMI[Microsemi Corporation]

	SST89C54-33-AC-NJ SST89C58-33-AC-NJ SST89C54-33-AI	Voltage Regulator IC; Output Current:150mA; Output Voltage:3.3V; Package/Case:5-SOT-23; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:3.3V
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:5V; Peak Reflow Compatible (260 C):No
Replaced by PT78ST133 : 3.3Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85
Voltage Regulator IC; Output Current:150mA; Output Voltage:2.6V; Package/Case:5-SOT-23; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:2.6V
Linear Voltage Regulator IC; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:5V; Peak Reflow Compatible (260 C):No; Reel Quantity:3000; Voltage Regulator Type:Low Dropout (LDO) RoHS Compliant: No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:2.85V; Peak Reflow Compatible (260 C):No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:3V; Peak Reflow Compatible (260 C):No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:1.8V; Peak Reflow Compatible (260 C):No
Voltage Regulator IC; Output Current:500mA; Output Voltage:1.215V; Package/Case:8-MLP33; Supply Voltage Max:6V; Current Rating:500mA; Leaded Process Compatible:No; Output Current Max:500mA; Output Voltage Max:1.215V
FlashFlex51 MCU FlashFlex51单片
	Silicon Storage Technology, Inc.
SILICON STORAGE TECHNOLOGY INC
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