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			 Related Part Number
	
					PART	Description	Maker
	AC7MDT10-D20 AC7MDT10-D20/S20 	DIP20/SO20 connection kit for ST7MDT10-EMU3, includes SDIP20 flex adapter and SDIP20 to SO20 adapter
	ST Microelectronics
STMicroelectronics

	ST7MDT10-32/DVP 	SDIP32/SO28 connection kit for ST7MDT10-DVP3
	ST Microelectronics

	ST7MDT10-16/DVP 	DIP16/SO16 connection kit for ST7MDT10-DVP3
	ST Microelectronics

	1728307 	PC terminal block, Nominal current: 10 A, Nom. voltage: 160 V, Pitch: 3.81 mm, Number of positions: 4, Type of connection: Screw connection, Assembly: Soldering, Conductor/PCB connection
	PHOENIX CONTACT

	27C010RPFI-30 27C010RPFC-25 27C010RPFB-30 27C010RP	x8 EPROM
Evaluation Kit for the MAX3741
Evaluation Kit for the MAX3738
Evaluation Kit for the MAX3748A
Evaluation Kit for the MAX3740A
Evaluation Kit for the MAX3737
Evaluation Kit for the MAX3744, MAX3745 x8存储
Evaluation Kit for the MAX3747, MAX3747A x8存储
	Atmel, Corp.

	RAD-SPL-2-N 	Antenna splitter, frequency range: 0.3 GHz ... 6 GHz, degree of protection: IP65, connection: 3 x N (female), suitable connection cable for the antenna connection (Order No. 2700677)
	PHOENIX CONTACT

	0421045 	Power terminal block, Connection method: Screw connection, Cross section
	PHOENIX CONTACT

	0424013 	Power terminal block, Connection method Screw connection, Load current
	PHOENIX CONTACT

	0424039 	Power terminal block, Connection method Screw connection, Load current
	PHOENIX CONTACT

	0441025 	Ground modular terminal block, Connection method: Screw connection, Cross section
	PHOENIX CONTACT

	0708797 	Molded feed-through terminal block, with internal and external screw connection, vertical conductor connection, for 2.5 - 6 mm thick housing panels - HDFKV 50-VP GNYE
	Phoenix Contact
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