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			 Related Part Number
	
					PART	Description	Maker
	LF441C LF441CD LF441CN LF442CD LF444CD ON0291 LF44	QUAD OP-AMP, 12000 uV OFFSET-MAX, 2 MHz BAND WIDTH, PDSO14
From old datasheet system
SEMICONDUCTOR TECHNICAL DATA
LOW POWER JFET INPUT OPERATIONAL AMPLIFIERS QUAD OP-AMP, 12000 uV OFFSET-MAX, 2 MHz BAND WIDTH, PDIP14
	ONSEMI[ON Semiconductor]
MOTOROLA[Motorola Inc]
Motorola, Inc
Motorola  Inc

	AD70806 AD708JNZ AD708SQ/883B 	Ultralow Offset Voltage Dual Op Amp; Package: CerDIP; No of Pins: 8; Temperature Range: Military DUAL OP-AMP, 65 uV OFFSET-MAX, 0.9 MHz BAND WIDTH, CDIP8
	Analog Devices, Inc.

	OP-249AJ/883 OP-249ARC/883 OP-249AZ/883 	DUAL OP-AMP, 500 uV OFFSET-MAX, 4.7 MHz BAND WIDTH, MBCY8 METAL CAN, TO-99, 8 PIN
DUAL OP-AMP, 500 uV OFFSET-MAX, 4.7 MHz BAND WIDTH, CQCC20 HERMETIC SEALED, CERAMIC, LCC-20
DUAL OP-AMP, 500 uV OFFSET-MAX, 4.7 MHz BAND WIDTH, CDIP8 CERDIP-8
	Analog Devices, Inc.

	MAX417CPA MAX4166ELAT MAX4128EUA MAX4266ESA MAX441	Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDIP8
High-Output-Drive, Precision, Low-Power, Single-Supply, Rail-to-Rail I/O Op Amps with Shutdown OP-AMP, 4900 uV OFFSET-MAX, 5 MHz BAND WIDTH, DSO8
Single/Dual/Quad, Wide-Bandwidth, Low-Power, Single-Supply Rail-to-Rail I/O Op Amps DUAL OP-AMP, 4700 uV OFFSET-MAX, 25 MHz BAND WIDTH, PDSO8
Ultra-Low-Distortion, Single-Supply, 300MHz Op Amps with Enable OP-AMP, 9000 uV OFFSET-MAX, 700 MHz BAND WIDTH, PDSO8
Low-Power,  3V/ 5V, 400MHz Single-Supply Op Amps with Rail-to-Rail Outputs OP-AMP, 6000 uV OFFSET-MAX, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 25000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDIP14
Single/Dual/Triple/Quad Operational Amplifiers DUAL OP-AMP, 3000 uV OFFSET-MAX, 0.48 MHz BAND WIDTH, PDSO8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
740MHz, Low-Noise, Low-Distortion Op Amps in SOT23-5 OP-AMP, 6000 uV OFFSET-MAX, 740 MHz BAND WIDTH, PDSO8
UCSP, Single-Supply, Low-Noise, Low-Distortion, Rail-to-Rail Op Amps OP-AMP, 750 uV OFFSET-MAX, 3 MHz BAND WIDTH, PDSO5
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, General-Purpose, Low-Voltage, Rail-to-Rail Output Op Amps OP-AMP, 6000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, PDSO5
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 950 uV OFFSET-MAX, 0.04 MHz BAND WIDTH, PDSO8
500MHz, Low-Power Op Amps OP-AMP, 8000 uV OFFSET-MAX, 500 MHz BAND WIDTH, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 7000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO16
Micropower, SOT23, Rail-to-Rail, Fixed-Gain GainAmp Open-Loop GainAmps Op Amps DUAL OP-AMP, 3500 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, 270MHz, 1mA, SOT23, Current-Feedback Amplifiers with Shutdown OP-AMP, 7000 uV OFFSET-MAX, 245 MHz BAND WIDTH, PDSO8
SOT23, Rail-to-Rail, Fixed-Gain, Gain Amps/Open-Loop Op Amps
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	KA358 KA358A KA358AD KA358AS KA358D KA358S KA2904 	V CC
OUT1
IN1(-)
Dual Operational Amplifier
Dual Operational Amplifier DUAL OP-AMP, 7000 uV OFFSET-MAX, PDSO8
Dual Operational Amplifier DUAL OP-AMP, 10000 uV OFFSET-MAX, PDSO8
Dual Operational Amplifier DUAL OP-AMP, 7000 uV OFFSET-MAX, PDIP8
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor, Corp.

	LM1458 LM1458CM LM1458CN LM1458M LM1458N LM1458_LM	Dual Operational Amplifier DUAL OP-AMP, 7500 uV OFFSET-MAX, PDIP8
IC,OP-AMP,DUAL,BIPOLAR,DIP,8PIN,PLASTIC
From old datasheet system
	Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.
FAIRCHILD[Fairchild Semiconductor]

	LT1002A LT1002ACNPBF 	Dual, Matched Precision Operational Amplifier; Package: PDIP; No of Pins: 14; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 100 uV OFFSET-MAX, 0.8 MHz BAND WIDTH, PDIP14
Dual, Matched Precision Op Amp
	Linear Technology, Corp.

	NE5534AF NE5534AN NE5534FE NE5534N SA5534 SA5534A 	Dual and single low noise op amp OP-AMP, 5000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO8
Dual and single low noise op amp OP-AMP, 5000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDIP8
Dual and single low noise op amp DUAL OP-AMP, 4000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDIP14
	PHILIPS[Philips Semiconductors]
Philipss
NXP Semiconductors N.V.

	LM2904 SE532 NE532 LM358 LM2904D LM258D LM358N LM2	DUAL OP-AMP, 7000 uV OFFSET-MAX, 1 MHz BAND WIDTH, PDSO8 3.90 MM, PLASTIC, SO-8
DUAL OP-AMP, 9000 uV OFFSET-MAX, 1 MHz BAND WIDTH, PDSO8 3.90 MM, PLASTIC, SO-8
Low power dual operational amplifiers
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	NE521DR2G 	High&#8722;Speed Dual&#8722;Differential Comparator/Sense Amp DUAL COMPARATOR, 10000 uV OFFSET-MAX, 9.6 ns RESPONSE TIME, PDSO14
	ON Semiconductor
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