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	Part No.	BM393N BM3900AE TDA4605 BA741JN   

	Description	COMPARATOR, PDIP8 
 OP-AMP, CDIP14
SPECIALTY ANALOG CIRCUIT, PDIP8
OP-AMP, PDIP8
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	Part: BM100-28
	Maker: N/A
	Pack: N/A
	Stock: 22
	Unit price 
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	LT1011MH LT1011AMH LT1011AMJ8 LT1011MJ8 LT1011CS8 	Voltage Comparator; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C COMPARATOR, 3000 uV OFFSET-MAX, 150 ns RESPONSE TIME, PDIP8
	Linear Technology, Corp.
LINER[Linear Technology]

	LTC1440CDDTRPBF LTC1440CDDPBF LTC1440IDDTRPBF LTC1	Ultralow Power Single/Dual Comparator with Reference; Package: DD PAK; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C COMPARATOR, 10000 uV OFFSET-MAX, 14000 ns RESPONSE TIME, PDSO8
Ultralow Power Single/Dual Comparator with Reference; Package: DD PAK; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C COMPARATOR, 10000 uV OFFSET-MAX, 14000 ns RESPONSE TIME, PDSO8
Ultralow Power Single/Dual Comparator with Reference; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C
DUAL COMPARATOR, 10000 uV OFFSET-MAX, 5000 ns RESPONSE TIME, PDIP8
Ultralow Power Single/Dual Comparator with Reference; Package: MSOP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	HI-857306 HI-8574PDI HI-8573PDI HI-8573PSI 	Quad CMOS Op Amp / Comparator QUAD OP-AMP, 25000 uV OFFSET-MAX, 1.4 MHz BAND WIDTH, PDIP16
Quad CMOS Op Amp / Comparator QUAD COMPARATOR, 25000 uV OFFSET-MAX, 1000 ns RESPONSE TIME, PDIP16
	HOLT INTEGRATED CIRCUITS INC
Holt Integrated Circuits, Inc.

	LT1457ACN8PBF 	Dual, Precision JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 45000 uV OFFSET-MAX, 1.7 MHz BAND WIDTH, PDIP8
	Linear Technology, Corp.

	LTC1049MN8 LTC1150IS8 LTC1050AMN8 LTC1049IN8 	OP-AMP, PDIP8
OP-AMP, 5 uV OFFSET-MAX, PDSO8
	LINEAR TECHNOLOGY CORP

	MAX406AEPA MAX406BEPA MAX407EPA MAX409BEPA MAX409A	Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 1100 uV OFFSET-MAX, 0.04 MHz BAND WIDTH, PDIP8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.04 MHz BAND WIDTH, PDIP8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 4000 uV OFFSET-MAX, 0.008 MHz BAND WIDTH, PDIP8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDIP8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 950 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
	Maxim Integrated Products, Inc.

	ALS1704BSA ALS1704ASA ALS1704SA ALP1704GPA 	OP-AMP, PDSO8
OP-AMP, PDIP8
	

	LT6703HVCS5-2TRMPBF LT6703HVCS5-2TRPBF LT6703HVCS5	Micropower, Low Voltage Comparator with 400mV Reference; Package: SOT; No of Pins: 3; Temperature Range: -40&deg;C to  85&deg;C COMPARATOR, 29000 ns RESPONSE TIME, PDSO5
Micropower, Low Voltage Comparator with 400mV Reference; Package: SOT; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C COMPARATOR, 29000 ns RESPONSE TIME, PDSO5
Micropower, Low Voltage Comparator with 400mV Reference; Package: DFN; No of Pins: 3; Temperature Range: -40&deg; to  125&deg;C COMPARATOR, 29000 ns RESPONSE TIME, PDSO3
Micropower, Low Voltage Comparator with 400mV Reference; Package: DFN; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C COMPARATOR, 29000 ns RESPONSE TIME, PDSO3
Micropower, Low Voltage Comparator with 400mV Reference; Package: DFN; No of Pins: 3; Temperature Range: -40&deg;C to  85&deg;C COMPARATOR, 29000 ns RESPONSE TIME, PDSO3
Micropower, Low Voltage Comparator with 400mV Reference; Package: SOT; No of Pins: 3; Temperature Range: -40&deg; to  125&deg;C
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	MC33502PG 	1.0 V, Rail&#8722;to&#8722;Rail, Dual Operational Amplifier DUAL OP-AMP, 7000 uV OFFSET-MAX, 5 MHz BAND WIDTH, PDIP8
	ON Semiconductor

	LT1719IS6TR LT1719CS6TR LT1719CS6TRMPBF LT1719IS8P	4.5ns Single/Dual Supply 3V/5V Comparator with Rail-to-Rail Output; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C COMPARATOR, 3500 uV OFFSET-MAX, 7 ns RESPONSE TIME, PDSO8
4.5ns Single/Dual Supply 3V/5V Comparator with Rail-to-Rail Output; Package: SOT; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C COMPARATOR, 3500 uV OFFSET-MAX, 7 ns RESPONSE TIME, PDSO6
4.5ns Single/Dual Supply 3V/5V Comparator with Rail-to-Rail Output; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C COMPARATOR, 3500 uV OFFSET-MAX, 7 ns RESPONSE TIME, PDSO6
	LINEAR TECHNOLOGY CORP
Linear Technology, Corp.

	MAX909EPA MAXIMINTEGRATEDPRODUCTSINC-MAX907MSA/PR 	Dual/Quad/Single, High-Speed, Ultra-Low-Power, Single-Supply TTL Comparators COMPARATOR, 3500 uV OFFSET-MAX, 45 ns RESPONSE TIME, PDIP8
	Maxim Integrated Products, Inc.

	LT1012AIS8 LT1012CN8PBF LT1012MH883 LT1012MH883C L	   Picoamp Input Current, Microvolt Offset, Low Noise Op Amp
JT 21C 21#16 SKT PLUG OP-AMP, 180 uV OFFSET-MAX, PDSO8
Picoamp Input Current, Microvolt Offset, Low Noise Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 200 uV OFFSET-MAX, PDIP8
OP-AMP, MBCY8
OP-AMP, 0 uV OFFSET-MAX, MBCY8
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP
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