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			 Related Part Number
	
					PART	Description	Maker
	HX0068ANL H0009NL H0019NL H0020NL H0022NL H0025NL 	RoHS peak reflow temperature rating 260C
	Pulse A Technitrol Company

	507-4538-1431-630 249-7866-0937-514 249-7866-0935-	Indicator Lamp; Supply Voltage:125VAC; Color:Red; Current Rating:0.7mA; Mounting Hole Dia:9.5mm; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Indicator Lamp; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No SINGLE COLOR LED
NEON PANEL MOUNT INDICATORS, Cylindrical Red
	Dialight PLC
Dialight Corporation
Dialight Corp.

	22-03-XXXX 22-03-2020 22-03-2021 22-03-2030 22-03-	Computer Keyboard; Number of Keys:86; Color:Black; Leaded Process Compatible:No; Output Type:USB; Peak Reflow Compatible (260 C):No
Lt grey PS2 kbd. US 104 layout, AT connector. 特点和规
FEATURES AND SPECIFICATIONS 特点和规
KEYBOARD, COMPACT, CHERRY, PS2; Colour:white; Length, lead:1.7m 特点和规
Computer Keyboard; Number of Keys:83; Color:Black; Leaded Process Compatible:No; Output Type:USB; Peak Reflow Compatible (260 C):No 特点和规
Black 11" u-slim PS2 kbd. US red. 83 layout, non-Win. Mech. switches, tampopr. 特点和规
KEYBOARD, WITH TRACKBALL, PS2, GREY; Colour:Grey; Connector type:PS/2; Depth, external:139mm; Length / Height, external:20mm; Width, external:370mm
Computer Keyboard; No. of Keys:104; Color:Black; Operating Temp. Min:0 C; Output Type:USB; Voltage Rating:5V RoHS Compliant: Yes
Computer Keyboard; No. of Keys:104; Color:Light Gray; Leaded Process Compatible:Yes; Operating Temp. Min:0 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Computer Keyboard; No. of Keys:104; Color:Black; Leaded Process Compatible:No; Operating Temp. Min:0 C; Output Type:USB; Peak Reflow Compatible (260 C):No; Voltage Rating:5V RoHS Compliant: Yes
Computer Keyboard; No. of Keys:86; Color:Light Gray; Output Type:USB RoHS Compliant: Yes
Computer Keyboard; No. of Keys:104; Color:Light Gray; Operating Temp. Min:0 C; Voltage Rating:5V RoHS Compliant: Yes
; No. of Keys:86; Color:Beige; Leaded Process Compatible:Yes; Output Type:PS/2; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	146-99-640-41-036 146-91-306-41-035 146-91-306-41-	FILM INSULATING - XTAL 3LDS 双列直插式插座开放框架媒体与兼容的引脚适合
EJECTOR PCB WHITE 双列直插式插座开放框架媒体与兼容的引脚适合
Dual-in-line sockets Open frame Press-fit with compliant pins 双列直插式插座开放框架媒体与兼容的引脚适合
ECON-O-GIDE 4.5-In. Standard Card Guide 双列直插式插座开放框架媒体与兼容的引脚适合
LED Mounting Clip; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
CARD GUIDE 2.5X1.5 1/16 PCB
SPACER,NYLON,CAPACITOR MOUNT10MM CAPACITOR MOUNT
Fasteners; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
GMVSTBW 2.5/ 7-STF-7.62
GRIP-O-GIDE Deep-Channel Card Guide 8.0-In.
Deep Channel Card guides for 116th, 332nd and 18th PCBs
GROMMET-LED PANEL MOUNT BLACK 2 PIECE .2
LED Mount; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:20mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED MOUNT LEM 1.350
SPACER SPACER  MYLAR INSULATOR/SPACER
LED Mount; Bulb Size:T-1 3/4; LED Color:High Efficiency Red; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Mount; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2.2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]

	2-2WI-1000S16 2-2WI-1000 2-2WI-1000S-16 	1600 V, 1100 A, 8.8 kA water cooled A.C.switch
Computer Keyboard; No. of Keys:104; Color:Charcoal Black; Leaded Process Compatible:No; Output Type:PS/2; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Computer Keyboard; No. of Keys:104; Color:Light Gray; Leaded Process Compatible:No; Output Type:USB; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
WATERCOOLEDA.C.SWITCH
WATER COOLED A.C. SWITCH
	POSEICO SPA
PowerSemiconductors
POSEICO[Power Semiconductors]
Powerex Power Semiconductors

	TSC51C1XXX-A-12CAR TSC51C1XXX-A-12CHB TSC8051C1XXX	30MM FLUSH LIT EXT RED PB SPRING RTRN
CONNECTOR ACCESSORY 连接器附
8-Bit Microcontroller for Digital Computer Monitors 8位数字的电脑显示器微控制
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:10VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No
CAP 1.5UF 1600VDC POLY FILM AXL
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No
CAP 1800PF 3KV CERAMIC DISC Y5P
Film Capacitor; Voltage Rating:16VDC; Capacitor Dielectric Material:Polyphenylene Sulphide; Capacitance:56000pF; Capacitance Tolerance: /- 10%; Leaded Process Compatible:Yes; Package/Case:1210; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
	Mimix Broadband, Inc.
HIROSE ELECTRIC Co., Ltd.
Microchip Technology, Inc.
NEC, Corp.
TEMIC Semiconductors

	AM29F800 AM29F800B-1 AM29F800BB-120DGC AM29F800BB-	8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only / Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only/ Boot Sector Flash Memory-Die Revision 1
LED Lamp; Bulb Size:T-1; LED Color:Green; Luminous Intensity:110ucd; Viewing Angle:36 ; Forward Current:20mA; Forward Voltage:2.2V; Operating Temperature Range:-25 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:630ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:780ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:2.2V; Operating Temperature Range:-25 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Blue/Green; Luminous Intensity:2200mcd; Viewing Angle:12 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:5000ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
RES 31.6 OHM 1/8W 1% 0805 SMD
LED Lamp; LED Color:Blue; Luminous Intensity:50mcd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  80 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; LED Color:Orange; Luminous Intensity:60mcd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-30 C to  85 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Red; Luminous Intensity:480ucd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
Dual Retriggerable Monostable Multivibrators 16-TSSOP -40 to 85
LED Lamp; Bulb Size:1.8mm; LED Color:Blue; Luminous Intensity:112mcd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:3.8V; Operating Temperature Range:-30 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
Am29F800B KGD (Known Good Die) Supplement
ESD-Safe Illuminated Binocular Microscope; RoHS Compliant: Yes 1M X 8 FLASH 5V PROM, 90 ns, UUC44
	http://
AMD[Advanced Micro Devices]
Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC

	50-25SN-12 	Card Edge Connector; No. of Contacts:50; Pitch Spacing:0.1"; Contact Termination:Solder; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	CINCH CONNECTORS

	TSL1315-682JR30NBSP TSL1315 TSL0709 TSL1315-150K4R	RF/Coaxial Connector; RF Coax Type:BNC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 电感电源线径
Inductors For Power Line Radial 
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]
TDK Semiconductor

	IXTM75N10 IXTH75N10 IXTH67N10 IXTM67N10 IXTM75N100	   MegaMOSFET
Receiver IC; Supply Voltage:5V; Package/Case:28-SOIC; Interface Type:Serial; Leaded Process Compatible:No; No. of Channels:7; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V; Mounting Type:Surface Mount RoHS Compliant: No
Receiver IC; Package/Case:28-TSSOP; Current Rating:2.8mA; Interface Type:Serial; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V; Mounting Type:Surface Mount; Voltage Rating:3.3V RoHS Compliant: No
32-Bit Microcontroller IC; Controller Family/Series:(ARM9); Memory Size, RAM:16MB; No. of I/O Pins:24; No. of PWM Channels:1; Clock Speed:200MHz; Interface:AC97, I2S, SPI, UART, USB; Package/Case:208-LQFP; A/D Converter:12 Bits RoHS Compliant: Yes
IC ARM920T MCU 200MHZ 272-TFBGA
1000V HiPerFET power MOSFET
	JFETs
IXYS[IXYS Corporation]
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