

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						17CXTB			SUP90N03			B4815			08CURTR			CS5N60			IRFB3			VG02506			SKY777			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			CT474 - Contact Form: 1b Load Voltage: 400V Maximum 



		
			
					
						
						[image: CT474_7311037.PDF Datasheet]



					
				
					 		
	Part No.	CT474   

	Description	Contact Form: 1b Load Voltage: 400V Maximum 
 

	File Size	358.47K  / 
						2 Page	 
	

						Maker	
						[image: ]


						 Coto Technology 
  
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: CT40TMH-8
	Maker: MITSUBIS..
	Pack: IGBT
	Stock: Reserved
	Unit price 
									for :
	    
									50: $24.00
	  
									100: $22.80
	1000: 
									$21.60
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			 Related Part Number
	
					PART	Description	Maker
	CS130 CT130 	Contact Form: 1a Load Voltage: 400V Maximum
	Coto Technology

	CT326 	Contact Form: 2a Load Voltage: 40V Maximum
	Coto Technology

	CT674 	Contact Form: 2b Load Voltage: 400V Maximum
	Coto Technology

	C237S 	Contact Form: C237S: 1a / C337S: 2a Load Voltage: 60V Maximum
	Coto Technology

	AQY210EH AQY210EHA AQY214EHA AQY214EHAZ AQY210EHAX	PhotoMOS relay, GU (general use)-E type. 1-channel (form A). AC/DC type. I/O isolation voltage reinforced 5,000V. Output rating: load voltage 400 V, load current 120 mA.
PhotoMOS relay, GU (general use)-E type. 1-channel (form A). AC/DC type. I/O isolation voltage reinforced 5,000V. Output rating: load voltage 350 V, load current 130 mA.
GU (General Use)-E Type 1-Channel (Form A) 4-pin Type
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	AQW214A AQW215 AQW217 AQW212A AQW214 AQW210 AQW217	PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 40 mA. Surface-mount terminal. Tape and reel packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 100 V, load current 300 mA. Surface-mount terminal. Tape and reel packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 350 mA. Surface-mount terminal. Tape and reel packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 350 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 350 mA. Through hole terminal. Tube packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 350 V, load current 120 mA. Surface-mount terminal. Tape and reel packing style.
GU (General Use) Type [2-Channel (Form A) Type]
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 450 V, load current 100 mA. Surface-mount terminal. Tape and reel packing style.
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]
2-Channel (Form A) Type

	AQY210LS AQY210LSZ AQY210LSX 	PhotoMOS relay, GU (general use) type. 1-channel(form A) current limit function. AC/DC type. Output rating: load voltage 350 V, load current 120 mA.
GU (General Use) Type SOP Series 1-Channel (Form A) Current Limit Function 4-Pin Type
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	AQV221 AQV221A AQV221AZ AQV225A AQV225AZ AQV225AX 	PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 40 V, load current 80 mA. Throuh hole terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 40 V, load current 80 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 40 V, load current 80 mA. Surface-mount terminal. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 80 V, load current 50 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 80 V, load current 50 mA. Surface-mount terminal. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 80 V, load current 50 mA. Surface-mount terminal. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 80 V, load current 50 mA. Throuh hole terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. AC/DC type. Output rating: load voltage 40 V, load current 80 mA. Surface-mount terminal. Tape and reel packing style, picked from the 1/2/3-pin side.
	Matsushita Electric Works(Nais)

	AQW414AZ AQW414AX 	PhotoMOS relay, GU (general use) type, [2-channel (form B) type]. AC/DC type. Output rating: load voltage 400 V, load current 100 mA. Surface-mount terminal, tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, GU (general use) type, [2-channel (form B) type]. AC/DC type. Output rating: load voltage 400 V, load current 100 mA. Surface-mount terminal, tape and reel packing style, picked from the 1/2/3-pin side.
	Matsushita Electric Works(Nais)

	PBH 	1pole 6 A, 1 form C (CO) or 1 form A (NO) contact
	TE Connectivity Ltd
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