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					PART	Description	Maker
	HM1-65789F-5 HM1-65789H-5 HM1-65789K-5 HM1-65789K-	HID head lamp valve socket; HRS No: 765-0023-9 00; Operating Temperature Range (degrees C): -55 to 140; Generic Name: HID Lamp; General Description: Accessory; Shield clamp
ECU interface connectors; HRS No: 757-0016-9 00; Operating Temperature Range (degrees C): -30 to 105; General Description: Accessory; Retainer
ECU interface connectors; HRS No: 757-0011-5 00; Operating Temperature Range (degrees C): -30 to 105; General Description: Accessory; Retainer
JIS C 5432 standard connectors, Small and lightweight interface; HRS No: 114-0053-8 71; Shell Size (dia): 13; Operating Temperature Range (degrees C): -25 to 85; General Description: Accessory; Receptacle cap; Screw lock
x4 SRAM x4的SRAM
	Electronic Theatre Controls, Inc.

	MAX6717UKRDD5-T MAX6716UTRDD5-T MAX6718UKRDD5-T MA	Dual/Triple Ultra-Low-Voltage SOT23 µ.P Supervisory Circuits
; Package: SIP9; RoHS Compatible: yes
Series Regulators; Surface Mount Type: Y/N; Package: PW-MOLD; Number Of Pins: 3; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: Medium current output; Note: Surface-mount PW-MOLD package; V OUT (%): (max  /-4)
Series Regulators; Surface Mount Type: Y; Package: PW-Mini; Number Of Pins: 3; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: Low current output; Note: Surface-mount PW-MOLD(SOT-89) package; V OUT (%): (max  /-5)
Series Regulators; Surface Mount Type: Y; Package: PS-8; Number Of Pins: 8; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: Low current output; Note: Surface-mount PS-8 small package; V OUT (%): (max  /-4)
Dual/Triple Ultra-Low-Voltage SOT23 &#181.P Supervisory Circuits 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
Dual/Triple Ultra-Low-Voltage SOT23 &#181.P Supervisory Circuits 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Series Regulators; Surface Mount Type: N; Package: New PW-MOLD; Number Of Pins: 3; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: High current output; Note: Surface-mount PW-MOLD package
Brushed DC Motor Driver ICs (Bridge Drivers); Functions: Driver; Vopmax (Vm*): 27V (30V); Io (lpeak): 2A (3.5A); Channel: 1-ch; PWM Drive: direct PWM; Package: HSOP20; RoHS Compatible: yes
Brushed DC Motor Driver ICs (Bridge Drivers); Functions: Driver; Vopmax (Vm*): 13.5V (15V); Io (lpeak): 0.8A (1A); Channel: 2-ch; PWM Drive: direct PWM; Package: SSOP16; RoHS Compatible: yes
Series Regulators; Surface Mount Type: Y; Package: PW-Mini; Number Of Pins: 3; Polarity: Negative; General Description: Three-Terminal Voltage Regulator; Features: Low current output; Note: Surface-mount PW-MOLD(SOT-89) package; V OUT (%): (max  /-4)
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7SZ; Function: Single 2-Input NOR Gate; Package: USV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions
1V Operation Series Logic; Surface Mount Type: Y; Series Name: TC7SL; Function: Single Inverter; Package: USV
One Gate CMOS (L-MOS) - High Speed Series; Surface Mount Type: Y; Series Name: TC7W; Function: Single 2-Channel Multiplexer/Demultiplexer; Package: SM8
AHS Series Logic; Surface Mount Type: Y; Series Name: TC7PA; Function: Dual Inverter (Open Drain); Package: US6; Number of Pins: 6; Comments: Input tolerant/Output power down protection functions 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
AHS Series Logic; Surface Mount Type: Y; Series Name: TC7PA; Function: 2-Channel Multiplexer/Demultiplexer; Package: US6; Number of Pins: 6; Comments: Input tolerant functions 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
AHS Series Logic; Surface Mount Type: Y; Series Name: TC7SA; Function: Single Low Voltage 2-Input NAND Gate; Package: SMV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
AHS Series Logic; Surface Mount Type: Y; Series Name: TC7SA; Function: Single Inverter; Package: SMV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
Series Regulators; Surface Mount Type: Y/N; Package: PW-MOLD; Number Of Pins: 3; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: Medium current output; Note: Surface-mount PW-MOLD package; V OUT (%): (max  /-5)
Series Regulators; Surface Mount Type: Y; Package: New PW-MOLD; Number Of Pins: 3; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: High current output; Note: Surface-mount PW-MOLD package
Series Regulators; Surface Mount Type: Y/N; Package: PW-MOLD; Number Of Pins: 3; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: High current output; Note: Surface-mount PW-MOLD package; V OUT (%): (max  /-4)
Fiber-Optic Modules (simplex type); Operating Temperature T_opr, max (&#176;C): 70; Operating Temperature T_opr, min (&#176;C): -20; Package: Molded resin package; Comments: With analog output pins for monitoring the amount of received light
THS6062 High Speed Amplifier Evaluation Module 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
One Gate CMOS (L-MOS) - High Speed Series; Surface Mount Type: Y; Series Name: TC7W; Function: Triple Inverter (Unbuffer); Package: FM8
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7SZ; Function: Single Inverter (Open Drain); Package: SMV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions
1V Operation Series Logic; Surface Mount Type: Y; Series Name: TC7SL; Function: Single 2-Input OR Gate; Package: USV
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7WZ; Function: Dual Bus Transceiver; Package: SM8; Number of Pins: 8; Comments: Input tolerant/Output power down protection functions
Dual/Triple Ultra-Low-Voltage SOT23 &#181.P Supervisory Circuits 3-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Dual/Triple Ultra-Low-Voltage SOT23 &#181.P Supervisory Circuits 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
Dual/Triple Ultra-Low-Voltage SOT23 &#181.P Supervisory Circuits 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
TPS65010 Evaluation Module 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
CC2500EMK Evaluation Module 2.4 GHz 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Feedforward ANC with true ground stereo headphone driver 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
Dual, Unipolar/Bipolar, High-Voltage Digital Pulsers; ; Temperature Range: 0&#176;C to  70&#176;C 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7SZ; Function: Single 2-Input AND Gate; Package: SMV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7SZ; Function: Single Schmitt Inverter; Package: USV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	8XC251SA 8XC251TA1 	Hardware Description
	Intel Corporation

	AOWF12N60 AOWF12N60L 	Marking Description
	Alpha & Omega Semiconductors

	I7070 	General Description
	Taiwan Memory Technolog...

	STA-6033 	Product Description
	List of Unclassifed Manufacturers
Sirenza Microdevices
ETC[ETC]
Electronic Theatre Controls, Inc.

	FRC3-CXXX FRC5 FRC-D FRC-E FRC3-AXXX FRC-EXXX FRC-	(FRC3 Series) High Current Version
(FRC5 Series) UL Recognized
(FRC-D Series) PCB Connectors
(FRC-E Series) PCB Connectors
(FRC-J Series) PCB Connectors
(DHB Series) Board to Board and Board to Cable Connectors
(HU5 Series) Low Profile Header Connectors Intermateable
(HTC Series) Grid Hard Metric Connectors
(HTC Series) Hard Metric Coding Key
(DHD Series) 1.27mm Center Flat Ribbon Cable IDC Connectors
(DDMM Series) Socket
(DFJ Series) Pitch Stacking Connector
(DHE Series) Centerline IDC Connectors
	DDK

	AN1235 	package description and recommendations for use
	STMicroelectronics

	KS7308 	FCM
GENERAL DESCRIPTION
	Samsung Electronic
Samsung semiconductor

	74ABT08N 74ABT08 74ABT08PWDH 74ABT08D 74ABT08DB 74	Quad 2-input AND gate - Description: Quad 2-Input AND Gate ; Logic switching levels: TTL ; Number of pins: 14 ; Output drive capability: -15/ 20 mA ; Propagation delay: 2.4 ns; Voltage: 4.5-5.5 V ABT SERIES, QUAD 2-INPUT AND GATE, PDSO14
Quad 2-input AND gate 输入与门
From old datasheet system
Quad 2-input AND gate(输入与门)
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	TMS27PC512-12DDE TMS27PC512-12DDE4 TMS27PC512-10DU	PLCC Clip-on Adapters; Top  Pin  Count: 32; Bottom  Pin  Count: 32; Part  Description: PLCC IC Clip;
Diamond Particle Interconnect GHz MLF/QFN Sockets; Top  Pitch  (mm): 0.5; IC Size  X  (mm): 4; IC Size  Y  (mm): 4; Socket  Lid: Swivel; Max  Pincount: 20; Part  Description: Diamond GHz QFN/MLF Socket (ZIF);
Diamond Particle Interconnect GHz MLF/QFN Sockets; Top  Pitch  (mm): 0.65; IC Size  X  (mm): 6; IC Size  Y  (mm): 6; Socket  Lid: Swivel; Max  Pincount: 28; Part  Description: Diamond GHz QFN/MLF Socket (ZIF);
x8 EPROM x8存储
FPGA Development: XILINX; Top Pin Count: 84; Bottom Pin Count: 84; Top Interface: PLCC SOCKET; Bottom Interface: PLCC PLUG; Device Specific: yes; Devices Supported: XC3020, 3030, 3042; Part Description: Xilinx FPGA adapter; x8存储
	Maxim Integrated Products, Inc.
Clare, Inc.
TE Connectivity, Ltd.
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