

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						H836079			4054LE			SMART			A1104			DTC143ZE			A143E			IRG4RC10			DIP14			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			26700-209 - Mighty Scope Digital 5M - 10-200x 



		
			
					
						
						[image: 26700-209_7555053.PDF Datasheet]



					
				
					 		
	Part No.	26700-209   

	Description	Mighty Scope Digital 5M - 10-200x 
 

	File Size	69.31K  / 
						2 Page	 
	

						Maker	
						[image: ]


						 List of Unclassifed Manufacturers 
  
						










	
						
						




						

	Homepage	
						
	Download	[ 
						26700-209  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						26700-209  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[26700-209  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for 26700-209 ] 


					[ Price & Availability of 26700-209 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Mighty Scope Digital 5M - 10-200x   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	GBS1000 GBS1001 GBS1000-U 	Portable Fiber Optic Video Bore Scope Inspection System
	Glenair, Inc.

	Z115 Z150 Z180 Z160 Z200A Z200 Z100 Z220 Z330 Z90 	Device Programmer; Device Types Supported:EPROM, EPROM/Flash, Serial EPROM, Microcontroller & PLD; No. of Devices Supported:16887; Pitch Spacing:0.6"; For Use With: RoHS Compliant: NA
From old datasheet system
ZENER DIODE,SINGLE, TWO TERMINAL,200V V(Z),20%,DO-41
BK Precision Counters, Gate Time: .1-1 sec, Display: 7 Digit LED, Features: Suitable for VHF communications up to 200 MHz, high accurate time base
Code:9V; Capacitance Measuring Range:4 nF - 40 mF; Current Measuring Range:20A; RoHS Compliant: NA
, thermal & short-circuit protection, current limiting RoHS Compliant: NA
Computers, Data logging Peripherals;
Linear Power Supply; Output Voltage:64V; Output Current:15A; Number of Outputs:1; Output Current Max:15A; Output Current Min:0A; Supply Voltage Min
240 x 128 pixel format, CFL Backlight with power harness
of transistors in Lo drive; base lead in Hi drive, all leads of SCR
128 x 64 pixel format, LED Backlight available
240 x 128 pixel format, LED or EL Backlight
ADAPT FOR 844TSSOP TO 844 DIP
TEST LEAD TIPS FOR TL-2
TEST LEADS DELUXE
150 x 32 pixel format, LED Backlight available
Device Programmer; Device Types Supported:EPROM, EPROM/Flash, Serial EPROM, Microcontroller & PLD; No. of Devices Supported:16887; Pitch Spacing:0.6
Oscilloscope; Scope Type:Analog; Scope Bandwidth:60 MHz; Scope Channels:2 Scope; Calibrated:No; Rise Time:5.8ns; Sensitivity:5 mV/div to 5 V/div; Accuracy: /- 3 %; Resistance:1Mohm 170 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
Oscilloscope; Scope Type:Analog; Scope Bandwidth:100 MHz; Scope Channels:2 Scope; Calibrated:No; Rise Time:3.5ns; Sensitivity:5 mV/div to 5 V/div; Accuracy: /- 3 %; Resistance:1Mohm 160 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
24 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 330 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
   ZENER SILICON RETIFIER
	RECTRON[Rectron Semiconductor]
Rectron Electronic Enterprise Inc
RECTRON LTD

	811-007-15 	Mighty Mouse High Density
	Glenair, Inc.

	803-001-06 	Mighty Mouse 1/4 Turn Bayonet Coupling
	Glenair, Inc.

	824-001 	Locking Push-Pull Mighty Mouse Plug
	Glenair, Inc.

	801-037-02 	Series 801 Mighty Mouse High-Speed Double-Start ACME Threads
	Glenair, Inc.

	FAN2502 FAN2503S285 FAN2502S27 FAN2502S25 FAN2503S	150 mA CMOS LDO Regulators
Pch Power MOSFET; ; Package: PS-8; Number Of Pins: 8; R DS On (Î©): (max 0.09) (max 0.041) (max 0.03); I_S (A): (max -5.6)
Pch Power MOSFET; Surface Mount Type: Y; Package: SOP-8; Application Scope: mobile; R DS On (Î©): (max 0.03) (max 0.02); I_S (A): (max -10)
Pch Power MOSFET; Surface Mount Type: N; Package: VS-6; R DS On (Î©): (max 0.09) (max 0.055) (max 0.035); I_S (A): (max -5.5)
Pch Power MOSFET; Surface Mount Type: Y; Package: VS-8; Application Scope: mobile; R DS On (Î©): (max 0.3) (max 0.16) (max 0.11); I_S (A): (max -2.7)
	Fairchild Semiconductor

	811-003-07 	Series 811 Mighty Mouse High Density (HD) Pre-Wired Jam Nut Receptacle Connectors 811-003-07 and 811-004-07
	Glenair, Inc.

	811-003-02 	Series 811 Mighty Mouse High Density (HD) Pre-Wired Square Flange Receptacle Connectors 811-003-02 and 811-004-02
	Glenair, Inc.

	0735P.41002 0735P.41000 0735P.10002 0735P.20000 07	COUNTER DIGITAL
POSITION INDICATOR
RATE METER DIGITAL 率表数字
TIMER DIGITAL 数字计时
	Molex, Inc.

	CXD3048R 	CD Digital Signal Processor with Built-in Digital Servo + Shock-proof Memory Controller + Digital High & Bass Boost
	Sony Corporation
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