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			 Related Part Number
	
					PART	Description	Maker
	SPS-2381W-D47G SPS-2381W-D40G SPS-2381W-D41G SPS-2	10.3 Gbps / 80 km / DWDM Digital Diagnostic LC SFP  SINGLE-MODE TRANSCEIVER
	Optoway Technology Inc

	SPS-4381W-D40G SPS-4381W-D41G SPS-4381W-D29G SPS-4	8.5 Gbps/ DWDM / 80 km Digital Diagnostic LC SFP  SINGLE-MODE TRANSCEIVER
	Optoway Technology Inc

	AFKC-XXXXD AFKC-XXXXE AFKA-0006 AFKA-0001 AFKA-000	AFKC-XXXXD · 2.7 Gb/s Pluggable DWDM Transceiver, 100 km
AFKC-XXXXE · 2.7 Gb/s Pluggable DWDM Transceiver, 160 km
AFKA-0006 · Evaluation Kit for the 2.7 Gb/s Pluggable DWDM Transceiver
AFKA-0001 · Rail mechanism for AFKC series
AFKA-0002 · EMI kennel for AFKC series
	Agilent (Hewlett-Packard)

	XPD-MR-D1241CDA XPD-MR-D1247CDA XPD-MR-D1234CDA XP	10 Gbps 120km DWDM Multirate XFP Transceiver Preliminary
FIBER OPTIC TRANSCEIVER, 10000Mbps(Tx), 10000Mbps(Rx), PANEL MOUNT ROHS COMPLIANT PACKAGE-20
	Source Photonics, Inc.
Merrimac Industries, Inc.

	L8231 L8231-21 L8231-22 L8231-23 L8231-32 L8231-44	2V; 0.2mW; laser diode: repectacle type, 1.3um, 1.25, 2.5Gbps. For optical fiber communications, fiber channel, gigabit ethernet, HDTV, SDH
Receptacle type, 1.3 レm, 1.25, 2.5 Gbps 插座类型.3レ米.25.5 Gbps
CAP 1.5PF 50V  /-0.25PF C0G SMD-0402 TR-7-PA SN100 插座类型.3レ米.25.5 Gbps
Receptacle type/ 1.3 m/ 1.25/ 2.5 Gbps
Receptacle type, 1.3 m, 1.25, 2.5 Gbps
Receptacle type 1.3 m 1.25 2.5 Gbps
Receptacle type, 1.3 μm, 1.25, 2.5 Gbps
FIBER OPTIC LASER DIODE EMITTER, 1250Mbps, PANEL MOUNT, SC CONNECTOR
	Hamamatsu Photonics K.K.
HAMAMATSU[Hamamatsu Corporation]

	ADL5500-EVALZ ADL5500ACBZ-P2 ADL5500ACBZ-P7 	100 MHz to 6 GHz TruPwr  Detector
100 MHz to 6 GHz TruPwr Detector 100 MHz6 GHz TruPwr检测器
	Analog Devices, Inc.

	MDS213 	12-Port 10/100 Mbps   1 Gbps Ethernet Switch
	Zarlink Semiconductor

	VSC7281 	Dual XAUI - Single XGMII Quad 0.95 Gbps to 3.25 Gbps Transceiver
	Vitesse Semiconductor Corporation.

	VSC8239 	9.953 Gbps to 11.3 Gbps Dual XFP Signal Conditioner
	Vitesse Semiconductor Corporation

	NU-73D74D-RG NU-73D74D-PG 	3.3V, 1.25 Gbps 1310 nm Burst-Mode TX / 1.25 Gbps 1490 nm Continuous RX 2X5 SFF Package, GE-PON 1000BASE-PX10-U ONU Transceiver
	Optoway Technology Inc

	NX8567SAS630-CC NX8567SA NX8567SA287-BC NX8567SA28	EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1556.959nm. Frequency 192.55 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1542.539nm. Frequency 194.35 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1547.715 nm. Frequency 193.70 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.773 nm. Frequency 196.10 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. SC-UPC connector.
EA MODULATOR AND WAVELENGTH MONITOR INTEGRATED InGaAsP MQW DFB LASER DIODE MODULE FOR 2.5 Gb/s ULTRALONG-REACH 240, 360, 600 km DWDM APPLICATIONS
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.733 nm. Frequency 196.10 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.953 nm. Frequency 195.95 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1541.349nm. Frequency 194.50 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1546.119nm. Frequency 193.90 THz. FC-UPC connector.
	NEC
CEL[California Eastern Labs]
California Eastern Laboratories
http://

	NU-73C94C-PG 	3.3V, 1.244 Gbps 1310 nm Burst-Mode TX / 2.488 Gbps 1490 nm Continuous RX 2X5 SFF Package, ITU-T G.984.2 Class C G-PON ONU Transceiver
	Optoway Technology Inc



				
	 
	 Related keyword From Full Text Search System
	

					
						XPS-4341W-D38G datasheet	
						XPS-4341W-D38G Electronics	
						XPS-4341W-D38G Data	
						XPS-4341W-D38G table	
						XPS-4341W-D38G regulator
	
						XPS-4341W-D38G Gain	
						XPS-4341W-D38G 参数查询	
						XPS-4341W-D38G level converter	
						XPS-4341W-D38G 器件参数	
						XPS-4341W-D38G integrated


				
	 



		 


	
		
Price & Availability of XPS-4341W-D38G 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.12406611442566















