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			 Related Part Number
	
					PART	Description	Maker
	TC2945 	Wide Range I2C Power Monitor
	Linear Technology, Corp.

	R1LP0408C R1LP0408CSB-5SI R1LP0408CSB-7LI R1LP0408	Wide Temperature Range Version 4 M SRAM (512-kword ??8-bit)
R1LP0408C-I Series Datasheet  78K/AUG.01.03
Standard Thick Film Chip Resistor: 10 ohms through 10 megohms, 5 %, 200 ppm, .100 W
Wide Temperature Range Version 4 M SRAM (512-kword 8-bit)
Wide Temperature Range Version 4 M SRAM (512-kword × 8-bit)
Wide Temperature Range Version 4 M SRAM (512-kword  8-bit)
Wide Temperature Range Version 4 M SRAM (512-kword 】 8-bit)
Memory>Low Power SRAM
	Hitachi,Ltd.
HITACHI[Hitachi Semiconductor]
Renesas

	ISL58333 	Wide Optical Spectrum Laser Power Monitor IC
	http://

	EP20K200FC484-1ES EP20K100FC324-2ES EP20K100FC324-	4-Channel TFT-LCD Supply; Temperature Range: -40°C to 85°C; Package: 38-QFN T&R
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70°C
6 LEDs Driver with Integrated Schottky Diode with OVP; Temperature Range: -40°C to 85°C; Package: 6-TSOT T&R
White LED Driver with Digital Dimming; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R
5V, Byte Alterable E2PROM; Temperature Range: -40°C to 85°C; Package: 32-CerDIP
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -40°C to 85°C; Package: 14-TSSOP
Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: See Datasheet; Package: 8-SOIC T&R
Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 14-SOIC
5-Channel Integrated LCD Supply; Temperature Range: -40°C to 85°C; Package: 40-QFN T&R
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-TSSOP
Single Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-MSOP
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-CLCC
FlexiHash ™ For Battery Authentication; Temperature Range: Extended Comm; Package: 8-DFN T&R
8 to 12 Cell Li-Ion Battery Overcurrent Protection and Analog Front End Chip Set; Temperature Range: -40°C to 85°C; Package: 24-QFN
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-TSSOP
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 28-SOIC
Li-ion Battery Charger; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R
5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 32-CerDIP
Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: See Datasheet; Package: 10-DFN T&R
High Power LED Driver; Temperature Range: -25°C to 85°C; Package: 20-QFN T&R
Advanced 240MHz Triple Video Digitizer with Digital PLL; Temperature Range: 0&degC to 70°C; Package: 128-MQFP
Digitally Controlled Potentiometer (XDCP™) Terminal Voltage ±2.7V or ±5V, 128 Taps I2C Serial Interface; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 28-SOIC
RTC Module With CPU Supervisor
CMOS Clock Generator Driver; Temperature Range: -55°C to 125°C; Package: 18-CerDIP
Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-DFN
600kHz/1.2MHz PWM Step-Up Regulator; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
5V, Byte Alterable E2PROM; Temperature Range: -40°C to 85°C; Package: 32-FlatPack
5V, Byte Alterable E2PROM; Temperature Range: 0&degC to 70°C; Package: 36-PGA
Single Digitally Controlled Potentiometer (XDCP™), Low Noise/Low Power/I2C Bus/256 Taps; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
FPGA FPGA
Digitally Controlled Potentiometer (XDCP&#153;), Terminal Voltage &#177;2.7V to &#177;5V, 128 Taps, Up/Down Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA
6 LEDs Driver with Integrated Schottky Diode with OVP; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-TSOT T&amp;R FPGA
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 28-PGA FPGA
Dual Voltage Monitor with Intergrated CPU Supervisor 双电压监视器集成CPU监控
4-Channel Integrated LCD Supply; Temperature Range: -25&deg;C to 85&deg;C; Package: 36-QFN FPGA
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP FPGA
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 28-PDIP FPGA
Digitally Controlled Potentiometer (XDCP&#153;) Terminal Voltage &#177;2.7V or &#177;5V, 128 Taps I2C Serial Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -25&deg;C to 85&deg;C; Package: 20-TSSOP FPGA
Quad Digital Controlled Potentiometers (XDCP&#153;); Low Noise, Low Power, I2C&#174; Bus, 256 Taps; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA
5-Channel Integrated LCD Supply; Temperature Range: -40&deg;C to 85&deg;C; Package: 40-QFN T&amp;R FPGA
5V, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-PLCC FPGA
Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: See Datasheet; Package: 8-SOIC T&amp;R FPGA
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C FPGA
Digitally Controlled Potentiometer (XDCP&#153;) Terminal Voltage &#177;2.7V or &#177;5V, 128 Taps I2C Serial Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R
	数字电位
Yageo, Corp.
Cypress Semiconductor Corp.
Altera, Corp.
Atmel, Corp.
Enpirion, Inc.
3M Company
TE Connectivity, Ltd.
Vishay Intertechnology, Inc.
International Rectifier, Corp.
Actel, Corp.
Avago Technologies, Ltd.
Advanced Micro Devices, Inc.
Omron Electronics, LLC
Bourns, Inc.
IXYS, Corp.
CTS, Corp.
Fuji Electric Holdings Co., Ltd.

	RN5VD30CA-TL RN5VD23CA-TR RN5VD19AC RN5VD47CA RN5V	Automotive Catalog Current Shunt Monitors -16-V to  80-V Common-Mode Range 5-SOT-23 -40 to 125
Enhanced Product Current Shunt Monitor -16 V To Plus80 V Common-Mode Range 5-SOT-23 -55 to 125
Automotive Catalog High-Side Measurement Current Shunt Monitor 8-TSSOP -40 to 125
Zero-Drift, Bi-directional Current/Power Monitor in SOT23 8-SOT-23 -25 to 85
BZ Series Standard Basic Switch, Single Pole Double Throw Circuitry, 15 A at 250 Vac, Overtravel Plunger Actuator, 3,61 N - 5,28 N [13 oz - 19 oz] Operating Force, Silver Contacts, Screw Termination, CE, CSA, DEMKO
VOLTAGE DETECTOR WITH OUTPUT DELAY 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
CA-BAYONET 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
RES 39 OHM 1/10W 5% 0603 SMD 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
COAX T CONN BNC F-M-F 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 PLASTIC, SOT-23, 5 PIN
High-Side Measurement Current-Shunt Monitor with Dual Comparators 10-MSOP -40 to 125 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
High-Side Measurement Current-Shunt Monitor with Dual Comparators 14-SOIC -40 to 125 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Precision, Low Power, G = 10, 100 Instrumentation Amplifier 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
	RICOH electronics devices division
Ricoh Co., Ltd.
RICOH COMPANY LTD
RICOH electronics devices d...
RICOH electronics devic...

	MAX8514AEI MAX8513EEI MAX8514EEI 	Wide-Input, High-Frequency, Triple-Output Supplies with Voltage Monitor and Power-On Reset
	Maxim Integrated Products

	EGP08A EGP08B 	Dual Digitally Controlled Potentiometers (XDCP™); Low Noise, Low Power, I2C® Bus, 128 Taps, Wiper Only; Temperature Range: Full-Range Ind
Ultrafast Recovery Rectifiers 超快恢复二极
	AME, Inc.

	CMX661 LTC2901 LTC2900 LTC2900-1CDD LTC2900-1CMS L	   Programmable Quad Supply Monitor with Adjustable Reset Timer
Programmable Quad Supply Monitor with Adjustable Reset Timer; Package: MSOP; No of Pins: 10; Temperature Range: 0&deg;C to  70&deg;C 4-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO10
Programmable Quad Supply Monitor with Adjustable Reset Timer; Package: DFN; No of Pins: 10; Temperature Range: 0&deg;C to  70&deg;C 4-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO10
Programmable Quad Supply Monitor with Adjustable Reset Timer; Package: DFN; No of Pins: 10; Temperature Range: -40&deg;C to  85&deg;C 4-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO10
Programmable Quad Supply Monitor with Adjustable Reset and Watchdog Timers
PAIR GAIN DUAL SPM DETECTOR
Programmable Quad Supply Monitor with Adjustable Reset Timer 4-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO10
	LINER[Linear Technology]
CMLMICRO
Linear Technology Corporation
Linear Technology, Corp.

	PG-101 PG-104 PG-2BC 	3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C
High Power CCFL Controller for Wide Dimming Range and Maximum Lamp Lifetime; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
	Samsung Semiconductor Co., Ltd.

	ADM119108 ADM1191 ADM1191-2ARMZ-R7 EVAL-ADM1191EBZ	Digital Power Monitor with Convert Pin and ALERTB Output; Package: MSOP; No of Pins: 10; Temperature Range: Industrial 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO10
	Analog Devices, Inc.

	TF-AEC-6821-A1-1010 TF-AEC-6821-B1-1010 	Wide Power Input Range, COM x 4, USB2.0 x 4, Audio
	AAEON Technology
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