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			 Related Part Number
	
					PART	Description	Maker
	BD9302FP-E 	A wide input voltage range of 6 V to 18 V, Easy switching frequency setting in the range of 200 k to 2.5 MHz.
	Rohm

	T3441N 	Full blocking 50/60Hz over a wide range temperature range
	Infineon Technologies A...

	2SC4481 2SA1701 	Ouputs from a Single Supply; 2:1 Wide Range Voltage Input; 3kVDC Isolation; UL94V-0 Package Material; Continuous Short Circuit Protection; Low profile
LOW-FREQUENCY GENERAL-PURPOSE AMP APPLICATIONS
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	LT3740EDHC-TRPBF LT3740EDHC-PBF LT3740EDHCTRPBF 	Wide Operating Range, Valley Mode, No RSENSE Synchronous Step-Down Controller; Package: DFN; No of Pins: 16; Temperature Range: -40&deg;C to  125&deg;C 0.14 A SWITCHING CONTROLLER, 330 kHz SWITCHING FREQ-MAX, PDSO16
Wide Operating Range, Valley Mode, No RSENSE?/a> Synchronous Step-Down Controller
	Linear Technology, Corp.

	HM62V16100LBPI-4 HM62V16100LBPI-4SL HM62V16100LBPI	Wide Temperature Range Version 宽温版本
Wide Temperature Range Version 16 M SRAM (1-Mword × 16-bit)
Wide Temperature Range Version 16 M SRAM (1-Mword 隆驴 16-bit)
	Hitachi,Ltd.
Renesas Electronics Corporation

	PG-101 PG-104 PG-2BC 	3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C
High Power CCFL Controller for Wide Dimming Range and Maximum Lamp Lifetime; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
	Samsung Semiconductor Co., Ltd.

	EDD10161BBH-5BTS-F EDD10161BBH-6ETS-F EDD10161BBH-	1G bits DDR Mobile RAM WTR (Wide Temperature Range)
1G bits DDR Mobile RAM垄芒 WTR (Wide Temperature Range)
	Elpida Memory

	LTC1871IMS-7PBF 	Wide Input Range, No RSENSE Current Mode Boost, Flyback and SEPIC Controller; Package: MSOP; No of Pins: 10; Temperature Range: -40&deg;C to  85&deg;C
	LINEAR TECHNOLOGY CORP

	PCS3P73Z01AWG-08-CR PCS3P73Z01AWG-08-TR PCS3P73Z01	Wide Frequency range Timing-Safe垄芒 Peak EMI reduction IC
Wide Frequency range Timing-Safe Peak EMI reduction IC
Wide Frequency range Timing-Safe?/a> Peak EMI reduction IC
	PulseCore Semiconductor

	AD7118 AD7118TQ2 AD7118CQ AD7118TQ AD7118UQ 	17V; 450mW; LOGDAC CMOS logarithmic D/A converter. For digitally controlled AGC systems, audio attenuators, wide dynamic range A/D converters, sonar systems, function generators
LOGDAC CMOS Logarithmic D/A Converter PARALLEL, WORD INPUT LOADING, 6-BIT DAC, CDIP16
LOGDAC CMOS Logarithmic D/A Converter LOGDAC的CMOS对数D / A转换
ECONOLINE: REC2.2-S_DRW(Z)/H* - 2.2W DIP Package- 1kVDC Isolation- Regulated Output- 4.5-9V, 9-18V, 18-36V, 36-72V Wide Input Range 2 : 1- UL94V-0
	Analog Devices, Inc.

	HM62V8100LBPI-5SL HM62V8100LTTI-5SL HM62V8100I 	Wide Temperature Range Version 8 M SRAM (1024-kword 8-bit) 宽温版本八米的SRAM1024 - KWord的？8位）
Wide Temperature Range Version 8 M SRAM (1024-kword ′ 8-bit)
	Renesas Electronics, Corp.
Renesas Electronics Corporation.

	PD45128163-SU PD45128163G5-A75SU-9JF PD45128163G5-	128M-bit Synchronous DRAM 4-bank/ LVTTL WTR (Wide Temperature Range)
128M-bit Synchronous DRAM 4-bank, LVTTL WTR (Wide Temperature Range) 128兆位同步DRAM 4银行，LVTTL水树（宽温度范围
	Elpida Memory, Inc.
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