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			1N5222AUR-1 - Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 82 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 68 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.6 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 51 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.7 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 140 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 170 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 200 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 190 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 28 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 19 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 15 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 22 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 100 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 13 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.0 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 91 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -5%. 
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	Part No.	1N5222AUR-1 1N5222BUR-1 1N5253AUR-1 1N5267BUR-1 1N5261AUR-1 1N5279UR-1 1N5279BUR-1 1N5272AUR-1 1N5272BUR-1 1N5272UR-1 1N5228AUR-1 1N5276AUR-1 1N5276BUR-1 1N5276UR-1 1N5268AUR-1 1N5268UR-1 1N5242AUR-1 1N5242BUR-1 1N5263BUR-1 1N5266BUR-1 1N5232AUR-1 1N5252AUR-1 1N5262AUR-1 1N5221UR-1 1N5221AUR-1 1N5222UR-1 1N5224AUR-1 1N5224UR-1 1N5225BUR-1 1N5226AUR-1 1N5228UR-1  

	Description	Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -10%. 
 Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 82 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 68 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.6 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 51 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.7 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 140 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 170 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 200 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 190 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 28 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 19 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 15 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 22 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 100 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 13 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.0 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 91 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -5%.
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 			 Full text search : Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 82 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 68 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.6 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 51 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.7 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 140 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 170 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 200 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 190 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 28 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 19 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 15 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 22 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 100 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 13 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.0 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -5%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 91 V. Tolerance  -10%. Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -5%.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	1N5932BUR-1 MLL5913B 1N5953BUR-1 1N5947BUR-1 1N592	METALLURGICALLY BONDED GLASS SURFACE MOUNT 1.5 WATT ZENERS
	Microsemi Corporation

	MLL3595 JANTX1N3595UR JANTXV1N3595UR-1 	METALLURGICALLY BONDED
	Microsemi Corporation

	1N113 1N100 1N68 1N107 1N128 1N270JTXV 1N143 1502B	100 V, 60 mA, gold bonded germanium diode
70 V, 500 mA, gold bonded germanium diode
10 V, 500 mA, gold bonded germanium diode
100 V, 500 mA, gold bonded germanium diode
GOLD BONDED DIODES
12 V, 500 mA, gold bonded germanium diode
50 V, 500 mA, gold bonded germanium diode
75 V, 500 mA, gold bonded germanium diode
60 V, 500 mA, gold bonded germanium diode
125 V, 500 mA, gold bonded germanium diode
85 V, 500 mA, gold bonded germanium diode
30 V, 500 mA, gold bonded germanium diode
40 V, 500 mA, gold bonded germanium diode
90 V, 500 mA, gold bonded germanium diode
   GOLD BONDED DIODES
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC
BKC International Electronics
List of Unclassifed Man...

	PIC-M072031035 	Bonded Permanent Magnet
	PIC GmbH

	1N58 	GOLD BONDED GERMANIUM DIODE
	New Jersey Semi-Conduct...

	1N100 1N102 1N103 1N120 1N108 1N142 1N145 1N140 1N	(1N1xx) GOLD BONDED DIODES
	BC

	4-002.125-152FBP 5-002.125-152FBP 6-002.125-152FBP	Fusion Bonded Cable Jumpers
	Aries Electronics, Inc.

	AA123 	GOLD BONDED GERMANIUM DIODE
	List of Unclassifed Manufacturers
ETC[ETC]

	AA137 	GOLD BONDED GERMANIUM DIODE
	ETC[ETC]

	AA121 	GOLD BONDED GERMANIUM DIODE
	List of Unclassifed Manufacturers
ETC[ETC]
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						1N5222AUR-1 system	
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