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			 Related Part Number
	
					PART	Description	Maker
	LTC2054HVMPS5TRMPBF LTC2054MPS5TRMPBF LTC2054CS5TR	OP-AMP, 10 uV OFFSET-MAX, 0.5 MHz BAND WIDTH, PDSO5 1 MM HEIGHT, LEAD FREE, PLASTIC, MO-193, TSOT-23, 5 PIN
Single/Dual Micropower Zero-Drift Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 3 uV OFFSET-MAX, 0.5 MHz BAND WIDTH, PDSO5
Single/Dual Micropower Zero-Drift Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: -40&deg; to  125&deg;C OP-AMP, 3 uV OFFSET-MAX, 0.5 MHz BAND WIDTH, PDSO5
Single/Dual Micropower Zero-Drift Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 5 uV OFFSET-MAX, 0.5 MHz BAND WIDTH, PDSO5
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	MAX6416 MAX6418 MAX6412 MAX6413UK37-T MAX6413UK38-	330MHz, Low Power, Current Feedback Video Operational Amplifier with Output Disable; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP
" Low-Power, Single/Dual-Voltage ?P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay"
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
12-Bit, 80 MSPS, High Speed Video D/A Converter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC
Single 16 and 8, Differential 8-Channel and 4-Channel CMOS Analog MUXs with Active Overvoltage Protection; Temperature Range: -40°C to 85°C; Package: 28-SOIC
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
Gilbert Cell UHF Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
850MHz, Low Distortion Programmable Gain Buffer Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
330MHz, Low Power, Current Feedback Video Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
10-Bit, 40MSPS A/D Converter with CMOS Outputs; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
8-Bit, 165/125/60MSPS, High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Complete, 12-Bit A/D Converters with Microprocessor Interface; Temperature Range: See Datasheet; Package: 28-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
12-Bit, Low Cost, Monolithic D/A Converters; Temperature Range: 0&degC to 70&deg;C; Package: 24-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
360MHz, Low Power, Video Operational Amplifier with Output Limiting; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R
	Maxim Integrated Products, Inc.
电源管理
MAXIM INTEGRATED PRODUCTS INC

	LTC2920-2IMS8 LTC2920-2CMS8 LTC2920-1IS5 LTC2920-1	Single/Dual Power Supply Margining Controller; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C SPECIALTY ANALOG CIRCUIT, PDSO5
	Linear Technology, Corp.

	LTC4054-4.2 LTC4054XES5-4.2 LTC4054ES5-4.2 LTC4054	Standalone Linear Li-Ion Battery Charger with Thermal Regulation in ThinSOT; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
	LINEAR TECHNOLOGY CORP
Linear Technology, Corp.

	M2107-AF5-R M2107 	LINEAR INTEGRATED CIRCUIT OP-AMP, 6000 uV OFFSET-MAX, PDSO5
	Unisonic Technologies Co., Ltd.
友顺科技股份有限公司
UTC[Unisonic Technologies]

	TK17013S 	OP-AMP, 5000 uV OFFSET-MAX, 2 MHz BAND WIDTH, PDSO5
	TOKO INC

	LTC3406ES5-1.2TRM LTC3406ES5-1.2TRPBF 	1.5MHz, 600mA Synchronous Step-Down Regulator in ThinSOT; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C 1.3 A SWITCHING REGULATOR, 1800 kHz SWITCHING FREQ-MAX, PDSO5
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	AD806706 AD8067ARTZ-R2 AD8067ARTZ-REEL AD8067 	High Gain Bandwidth Product, Precision Fast FET?Op Amp
High Gain Bandwidth Product, Precision Fast FET⑩ Op Amp
High Gain Bandwidth Product, Precision Fast FET?/a> Op Amp
High Gain Bandwidth Product, Precision FastFET&trade; Op Amp; Package: SOT-23; No of Pins: 5; Temperature Range: Industrial OP-AMP, 1000 uV OFFSET-MAX, PDSO5
	Analog Devices, Inc.

	NCP1450ASN27T1G 	PWM Step&#8722;up DC&#8722;DC Controller 0.15 A SWITCHING CONTROLLER, 216 kHz SWITCHING FREQ-MAX, PDSO5
	ON Semiconductor

	LTC3406B LTC3406BES5-1.8 LTC3406BES5 LTC3406BES5-1	256 x 18 3.3-V asynchronous FIFO memory 56-SSOP 0 to 70
1.5MHz, 600mA Synchronous Step-Down Regulator in ThinSOT; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C 1.25 A SWITCHING REGULATOR, 1800 kHz SWITCHING FREQ-MAX, PDSO5
	Linear Technology Corporation
LINER[Linear Technology]
Linear Technology, Corp.

	OPA171AIDBVR OPA171AIDBVT 	OP-AMP, 2000 uV OFFSET-MAX, 3 MHz BAND WIDTH, PDSO5 GREEN, PLASTIC, SOT-23, 5PIN
	Chipcon
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