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			TC7SH08FU - Wide operating voltage range : VCC = 2 to 5.5 V 
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	Part No.	TC7SH08FU   

	Description	Wide operating voltage range : VCC = 2 to 5.5 V 
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	Maker: TOSHIBA
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	Stock: 31979
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	ACT2102 ACT2102SH-T ACT2102-14 	Wide 4.5V to 18V Operating Input Range
	Active-Semi, Inc

	OCO-SM14H 	Through hole OCXO Wide operating temperature range from -40 up to  85 °C
	QUARTZCOM the communications company

	OCO-M36CH OCO-M36CH3 OCO-M36CH5 	Through hole OCXO HCMOS Wide operating temperature range: -40 up to  85 掳C
Through hole OCXO HCMOS Wide operating temperature range: -40 up to  85 °C
	QUARTZCOM the communications company

	LTC3711EGN LTC3711 3711F 	From old datasheet system
5-Bit Adjustable, Wide Operating Range, No RSENSE
	Linear Technology

	LT3740 	Wide Operating Range, Valley Mode, No RSENSE Synchronous Step-Down Controller
	Linear Technology

	CC-0310-3 	has a wide operating temperature range and is designed to sustain severe shock and vibration environments
	JMK Inc.

	LTC1622 LTC1625 LTR3800 	Wide Operating Range, No RSENSE Step-Down Controller
   Wide Operating Range, No RSENSE Step-Down Controller
	Linear Technology

	801-4 800 800-1 800-2 800-3 800-4 801-1 801-2 801-	PROFET™: Smart High Side Switches; Package: PG-TO220-5; Channels: 1.0; RON @ Tj = 25°C : 220.0 mOhm; Recommended Operating Voltage Range: 4.7 - 42.0 V; IL(SC): 12.0 A; Diagnostic: digital
PROFET™: Smart High Side Switches; Package: PG-DSO-8; Channels: 1.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 6.0 - 52.0 V; IL(SC): 6.5 A; Diagnostic: digital
Voltage Range: 12.0 - 45.0 V; IL(SC): 2.1 A; Diagnostic: n.a.
PROFET™: Smart High Side Switches; Package: PG-SOT223-4; Channels: 1.0; RON @ Tj = 25°C : 1,500.0 mOhm; Recommended Operating Voltage Range: 4.9 - 60.0 V; IL(SC): 0.9 A; Diagnostic: n.a.
RECTIFIERS ASSEMBLIES THREE PHASE BRIDGES, 20-40 AMP, STANDARD HIGH EFFICIENCY, ESP
	MICROSEMI[Microsemi Corporation]

	LTC1778EGN-1PBF LTC1778EGNPBF 	Wide Operating Range, No RSENSE Step-Down Controller; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  125&deg;C 2 A SWITCHING CONTROLLER, PDSO16
	Linear Technology, Corp.

	SP7650 SP7650ER_TR SP7650ER-L_TR SP7650ER-L/TR SP7	CAP 150PF 25V 5% NP0(C0G) SMD-0402 TR-7 PLATED-NI/SN
Wide Input Voltage Range 3A / 300kHz / Buck Regulator
Wide Input Voltage Range 3A, 300kHz, Buck Regulator
	SIPEX[Sipex Corporation]

	LTC4222 LTC1422 LTC1421 LTC4210 LTC4211 LTC1647 LT	Wide Operating Range Dual Hot Swap Controller Fast Response Limits Peak Fault Current
   Wide Operating Range Dual Hot Swap Controller Fast Response Limits Peak Fault Current
	Linear Technology

	LTC3834-1 LTC3891 LTC3863 LTC3835-1 LTC3859AL LTC3	60V Low IQ Inverting DC/DC Controller Wide Operating VIN Range: 3.5V to 60V
	Linear Technology
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