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			 Related Part Number
	
					PART	Description	Maker
	E2502H19 E2502H35 E2502H26 E2502H44 E2502H38 E2502	2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1561.42 nm. Frequency 191.9 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1549.31 nm. Frequency 193.5 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1556.55 nm. Frequency 192.6 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1542.14 nm. Frequency 194.4 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1546.92 nm. Frequency 193.8 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1546.12 nm. Frequency 193.9 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1541.35 nm. Frequency 194.5 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1530.37 nm. Frequency 195.9 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1538.98 nm. Frequency 194.8 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1530 nm to 1565 nm.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1561.42 nm. Frequency 192.0 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1560.61 nm. Frequency 192.1 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1559.79 nm. Frequency 192.2 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1558.17 nm. Frequency 192.4 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1557.36 nm. Frequency 192.5 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1555.75 nm. Frequency 192.7 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1554.94 nm. Frequency 192.8 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1554.13 nm. Frequency 192.9 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1553.33 nm. Frequency 193.0 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1552.52 nm. Frequency 193.1 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1551.72 nm. Frequency 193.2 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1550.92 nm. Frequency 193.3 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1550.12 nm. Frequency 193.4 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1548.51 nm. Frequency 193.6 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1547.72 nm. Frequency 193.7 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1545.32 nm. Frequency 194.0 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1543.73 nm. Frequency 194.2 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1540.56 nm. Frequency 194.6 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1539.77 nm. Frequency 194.7 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1535.04 nm. Frequency 195.3 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1537.40 nm. Frequency 195.0 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1531.90 nm. Frequency 195.7 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1536.61 nm. Frequency 195.1 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1534.25 nm. Frequency 195.4 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1531.15 nm. Frequency 195.8 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1535.82 nm. Frequency 195.2 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1533.46 nm. Frequency 195.5 THz.
	Agere Systems

	IRF3711STRL 	High Frequency Isolated DC-DC Converters with Synchronous Rectification for Telecom and Industrial Use
	International Rectifier

	ISOPAC01 ISOPAC0103 ISOPAC0104 ISOPAC0111 ISOPAC01	High Current High density Isolated Silicon Power Rectifier(????靛?600V锛?ぇ?垫?锛??瀵?害锛??绂诲?锛??????存???
High Current High density Isolated Silicon Power Rectifier(????靛?1000V锛?ぇ?垫?锛??瀵?害锛??绂诲?纭?????娴??)
High-Current Isolated Rectifier Assemblies. 150 V-1000 V. 10 nS - 2 microseconds 大电流隔离整流器大会150 V000五，10纳秒- 2微秒
HIGH CURRENT ISOLATED RECTIFIER ASSEMBLY
High Current High density Isolated Silicon Power Rectifier(????靛?1000V锛?ぇ?垫?锛??瀵?害锛??绂诲?锛??????存???
	International Rectifier, Corp.
Semtech Corporation

	IRFR3704TRPBF IRFR3704TRLPBF IRFR3704PBF 	30 A, 20 V, 0.0095 ohm, N-CHANNEL, Si, POWER, MOSFET, TO-252AA
High Frequency DC-DC Isolated Converters with Synchronous Rectification for Telecom and Industrial Use
	International Rectifier

	ADUM613208 ADUM6132ARWZ ADUM6132ARWZ-RL ADUM6132 	Isolated Half-Bridge Gate Driver with Integrated Isolated High-Side Supply
	Analog Devices

	15GN01CA12 ENA1098A 	VHF to UHF Band High-Frequency Switching, High-Frequency General-Purpose Amplifier Applications
	Sanyo Semicon Device

	15GN01NA 	NPN Epitaxial Planar Silicon Transistor VHF to UHF Band High-Frequency Switching, High-Frequency General-Purpose Amplifier Applications
	Sanyo Semicon Device

	3B45 3B46 	(3B45 / 3B46) Isolated Frequency Input
	Analog Devices

	2SC2216 2SC2717 E000694 	From old datasheet system
TRANSISTOR (HIGH FREQUENCY, AM HIGH FREQUENCY AMPLIFIER, AM FREQUENCY CONVERTER APPLICATIONS)
TRANSISTOR (TV FINAL PICTURE IF AMPLIFIER APPLICATIONS)
	Toshiba Semiconductor

	LT3439EFE LT3439 LT3439EFEPBF LT3439EFETRPBF 	Slew Rate Controlled Ultralow Noise 1A Isolated DC/DC Transformer Driver; Package: TSSOP; No of Pins: 16; Temperature Range: -40&deg;C to  125&deg;C 1.65 A SWITCHING REGULATOR, 250 kHz SWITCHING FREQ-MAX, PDSO16
Slew Rate Controlled Ultralow Noise1A Isolated DC/DC Transformer Driver
Microprocessor Crystal; Frequency:27MHz; Frequency Tolerance:20ppm; Load Capacitance:18pF; Crystal Terminals:Radial Leaded; ESR:25ohm; Leaded Process Compatible:Yes; Mounting Type:Through Hole; No. of Pins:2 RoHS Compliant: Yes
	Linear Technology, Corp.
Linear Technology Corporation

	CPH3004 	Ultrahigh-Frequency Transistors
High-Frequency Medium-Power Amplifier Applications
	SANYO[Sanyo Semicon Device]
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