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			 Related Part Number
	
					PART	Description	Maker
	1473149-1 1473149-4 	DDR1 & DDR2 SODIMM SOCKET 0.6mm PITCH 200POS STANDARD PROFILE STANDARD TYPE (NEW LATCH TYPE)
	Tyco Electronics

	BL-B1137M-1 BL-B2137M-1 BL-B4337M-1 BL-B5137M-1 BL	Red, standard LED lamp (round type)
Green, standard LED lamp (round type)
Orange, standard LED lamp (round type)
Bright red, standard LED lamp (round type)
Yellow, standard LED lamp (round type)
Hi-eff red, standard LED lamp (round type)
Pure green, standard LED lamp (round type)
	Yellow Stone Corp

	BL-B4131N BL-B4541N BL-B4541Q BL-B3141Q BL-B2141Q 	High Speed CMOS Logic Octal Positive-Edge-Triggered D-Type Flip-Flops with 3-State Outputs 20-PDIP -55 to 125
0R00 2010 100PPM IMAX=3A RMAX=0.02 5% SMD RESISTOR
High Speed CMOS Logic Octal Inverting Buffers and Line Drivers with 3-State Outputs 20-SOIC -55 to 125
High Speed CMOS Logic 8-Bit Shift Register with Input Storage 16-SOIC -55 to 125
STANDARD LED LAMPS
Yellow, standard LED lamp (round type)
Orange, standard LED lamp (round type)
Hi-eff red, standard LED lamp (round type)
Bright red, standard LED lamp (round type)
Hi-eff green, standard LED lamp (round type)
	早安股份有限公司
ETC[ETC]
YSTONE[Yellow Stone Corp]

	SLR-342YC 	φ3.1(T-1) Circular Type Standard Type &ltViewing Angle 2θ1/2 : 40°>
	Rohm

	GSB321131HR GSB321111HR GSB3211X1HR 	USB 3.0 Type B. Right Angle, Receptacle, Through Hole, Standard Type
	Amphenol Corporation

	BL-R5130 BL-R5130A-T BL-R2130 BL-R2130A-T BL-R4530	Bright red, standard LED lamp (rectangular type)
Green, standard LED lamp (rectangular type)
Hi-eff red, standard LED lamp (rectangular type)
Hi-eff green, standard LED lamp (rectangular type)
	Yellow Stone Corp

	SLR-332VC SLR-332VR SLR-332DC SLR-332DU SLR-332YY 	3.2(T-1) Circular Type Standard Type (Viewing Angle 21/2 : 85)
	ROHM[Rohm]

	BAW56 BAW56-A1 	Diodes > JEDEC Standard & Euro Standard Diodes > Surface mounting type
SOT23 SILICON PLANAR HIGH SPEED SWITCHING DIODE PAIR COMMON ANODE
	ROHM
Zetex Semiconductors

	RN5RY201A RN5RY201A-TL RN5RY201A-TR RN5RY201C RN5R	VFM step-up DC/DC converter controller. Output voltage 3.8V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.7V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.6V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.5V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.5V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.4V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.3V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.3V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.2V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 2.5V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.2V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 2.1V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.0V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 2.4V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 2.1V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.1V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.8V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.8V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.8V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.7V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.7V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.7V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.6V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.6V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.6V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.5V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.5V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.5V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.4V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.4V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.4V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.3V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.3V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.3V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.2V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.2V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.2V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.1V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.1V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.1V. Taping type TL
VFM STEP-UP DC/DC CONVERTER CONTROLLER 0.05 A SWITCHING CONTROLLER, 180 kHz SWITCHING FREQ-MAX, PDSO5
0.5 A SWITCHING CONTROLLER, PDSO5
VFM step-up DC/DC converter controller. Output voltage 3.1V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.1V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.3V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.4V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.1V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 2.2V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 2.3V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.2V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.2V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.3V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.4V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.4V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.5V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.6V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.7V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.7V. Antistatic bag for samples
	RICOH[RICOH electronics devices division]
Ricoh Co., Ltd.
RICOH COMPANY LTD
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