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			 Related Part Number
	
					PART	Description	Maker
	DSN6NC51H330X 	Lead EMIFIL Capacitor
	Murata

	NFM21CC471R1H3D NFM21CC470U1H3 NFM21CC223R1H3 NFM2	EMIFIL (Capacitor type) Single Circuit Type for Signal Lines
	Murata Manufacturing Co., Ltd.

	222233840683 222233840684 222233840685 22223384168	CAPACITOR 68NF 300V
CAPACITOR 680NF 300V
CAPACITOR 6.8UF 300V
Low-Power MicroMonitor Chip
CAPACITOR 470NF 300V
CAPACITOR 1.0UF 300V
Power Monitor
CAPACITOR 15NF 300V
CAPACITOR 1.5UF 300V
CAPACITOR 22NF 300V
CAPACITOR 220NF 300V
CAPACITOR 33NF 300V
CAPACITOR 330NF 300V
CAPACITOR 3.3UF 300V
CAPACITOR 100NF 300V
CAPACITOR 2.2UF 300V
CAPACITOR 10NF 300V
256k Nonvolatile SRAM 电容3NF 300V
	Vishay Intertechnology, Inc.

	MAX6607 MAX6607IXK-T MAX6607-MAX6608 MAX6608 MAX66	Solid Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:20VDC; Capacitor Dielectric Material:Tantalum; Capacitance:18uF; Capacitance Tolerance: 10%; Lead Pitch:3.17mm; Leaded Process Compatible:No RoHS Compliant: No 低电压、模拟温度传感器，SC70及SOT23封装
Solid Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:6VDC; Capacitor Dielectric Material:Tantalum; Capacitance:180uF; Capacitance Tolerance: 10%; Lead Pitch:6.35mm; Leaded Process Compatible:No RoHS Compliant: No
Low-Voltage Analog Temperature Sensors in SC70 and SOT23 Packages
	温度/湿度传感
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	1206YG564ZAT4A 0603YG564ZAT2A 1210YG564ZAT4A 0805Y	CAP 0.27UF 25V  80-20% Y5V SMD-0805 TR-7 PLATED-NI/SN CAPACITOR, CERAMIC, MULTILAYER, 25 V, Y5V, 0.27 uF, SURFACE MOUNT, 0805
CAP 0.82UF 16V  80-20% Y5V SMD-0805 TR-7 PLATED-NI/SN CAPACITOR, CERAMIC, MULTILAYER, 16 V, Y5V, 0.82 uF, SURFACE MOUNT, 0805
CAP 0.33UF 16V  80-20% Y5V SMD-0805 TR-7 PLATED-NI/SN CAPACITOR, CERAMIC, MULTILAYER, 16 V, Y5V, 0.33 uF, SURFACE MOUNT, 0805
CAPACITOR, CERAMIC, MULTILAYER, 16 V, Y5V, 0.56 uF, SURFACE MOUNT, 0805 CHIP, LEAD FREE
CAPACITOR, CERAMIC, MULTILAYER, 16 V, Y5V, 0.56 uF, SURFACE MOUNT, 1210 CHIP, LEAD FREE
CAPACITOR, CERAMIC, MULTILAYER, 16 V, Y5V, 0.56 uF, SURFACE MOUNT, 0603 CHIP, LEAD FREE
CAPACITOR, CERAMIC, MULTILAYER, 16 V, Y5V, 0.56 uF, SURFACE MOUNT, 1206 CHIP, LEAD FREE
	AVX, Corp.

	UBT2C470MHD 	Aluminum Electrolytic Radial Lead Hi Temp Capacitor; Capacitance: 47uF; Voltage: 160V; Case Size: 12.5x20 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 160 V, 47 uF, THROUGH HOLE MOUNT
	Nichicon, Corp.

	HI5714 HI5714_4CB HI5714_6CB HI5714_8CB HI5714EVAL	INSULATOR FOR TO-18
INSUL/16 LEAD DIP .3IN .03IN
DISCRETE COMPONENT AND CAPACITOR MOUNT, LEAD SPACE=.100(2.5) OVERALL HEIGHT=.045(1.1), MOLDED FROM 94V-2 NYLON PER ASTM D 4066 RoHS Compliant: Yes
8-Bit, 40/60/75/80 MSPS A/D Converter
From old datasheet system
	INTERSIL[Intersil Corporation]

	UMV1H010MFD1CV 	Aluminum Electrolytic Radial Lead 5mm Length Long Life Capacitor; Capacitance: 1uF; Voltage: 50V; Case Size: 4x5 mm; Packaging: Cut CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 1 uF, THROUGH HOLE MOUNT
	United Microelectronics, Corp.

	UFW1E101MED1TA 	Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 100uF; Voltage: 25V; Case Size: 6.3x11 mm; Packaging: Tape & Ammo CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 100 uF, THROUGH HOLE MOUNT
	Nichicon, Corp.

	HH18N121J500LT HH15N121J500LT HH21N121J500LT 	CAPACITOR, CERAMIC, MULTILAYER, 50 V, C0G, 0.00012 uF, SURFACE MOUNT, 0603 CHIP, LEAD FREE
CAPACITOR, CERAMIC, MULTILAYER, 50 V, C0G, 0.00012 uF, SURFACE MOUNT, 0402 CHIP, LEAD FREE
CAPACITOR, CERAMIC, MULTILAYER, 50 V, C0G, 0.00012 uF, SURFACE MOUNT, 0805 CHIP, LEAD FREE
	Walsin Technology, Corp.

	0201N2R7B500LT 0201N270F500LT 0201N2R2C250LT 0201N	CAPACITOR, CERAMIC, MULTILAYER, 50 V, C0G, 0.0000027 uF, SURFACE MOUNT, 0201 CHIP, LEAD FREE
CAPACITOR, CERAMIC, MULTILAYER, 50 V, C0G, 0.000027 uF, SURFACE MOUNT, 0201 CHIP, LEAD FREE
CAPACITOR, CERAMIC, MULTILAYER, 25 V, C0G, 0.0000022 uF, SURFACE MOUNT, 0201 CHIP, LEAD FREE
CAPACITOR, CERAMIC, MULTILAYER, 50 V, C0G, 0.000022 uF, SURFACE MOUNT, 0201 CHIP, LEAD FREE
CAPACITOR, CERAMIC, MULTILAYER, 50 V, C0G, 0.0000022 uF, SURFACE MOUNT, 0201 CHIP, LEAD FREE
CAPACITOR, CERAMIC, MULTILAYER, 25 V, C0G, 0.0000027 uF, SURFACE MOUNT, 0201 CHIP, LEAD FREE
CAPACITOR, CERAMIC, MULTILAYER, 25 V, C0G, 0.000022 uF, SURFACE MOUNT, 0201 CHIP, LEAD FREE
CAPACITOR, CERAMIC, MULTILAYER, 25 V, C0G, 0.000027 uF, SURFACE MOUNT, 0201 CHIP, LEAD FREE
	Walsin Technology, Corp.

	SV03 SV01KA101JAA SV01KA101KAA SV01KA101MAA SV01HA	Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
High Voltage MLC Radials (SV Style) 子午线轮胎高压刚果解放运动（希风格）
XTAL,OSC 50.0MHZ 3V 6P SMT
POT 2.0K OHM 1/4 SQ CERM SL ST
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 2%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
LUGS
   High Voltage MLC Radials (SV Style)
	AVX, Corp.
AVX[AVX Corporation]
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