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			 Related Part Number
	
					PART	Description	Maker
	LTC1699EGN-80 LTC1699EGN-82 LTC1699EGN-81 LTC1699E	SMBus VID Voltage Programmers; Package: MSOP; No of Pins: 8; Temperature Range: -40&deg;C to  125&deg;C SPECIALTY ANALOG CIRCUIT, PDSO8
SMBus VID Voltage Programmers; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  125&deg;C SPECIALTY ANALOG CIRCUIT, PDSO16
	Linear Technology, Corp.

	TDA1315H 	Digital audio input/output circuit
	Philips

	F75125 	Serial VID, Parallel VID Translator for AMD AM2 and AM2 
	Feature Integration Technology Inc.

	FMS6501_06 FMS6501 FMS6501MSA28 FMS6501MSA28X 	12 Input / 9 Output Video Switch Matrix with Input Clamp, Input Bias Circuitry, and Output Drivers
	FAIRCHILD[Fairchild Semiconductor]

	H8/38774 H8/38775 H8/38776 H8/38773 H8/38776F 	12 Input / 9 Output Video Switch Matrix with Input Clamp, Input Bias Circuitry, and Output Drivers
	Renesas Electronics Corporation

	NTE7141 	Integrated Circuit Dual BIMOS Operational Amplifier w/MOSFET Input, Bipolar Output
	NTE[NTE Electronics]

	MAX6342 MAX6342UT-T MAX6343UT-T MAX6344UT-T MAX634	Microprocessor reset circuit with power-fail comparator. Reset threshold 2.63V. Push-pull active-low reset output, push-pull active-high reset output.
Microprocessor reset circuit with power-fail comparator. Reset threshold 2.93V. Push-pull active-high reset output, manual-reset input.
Microprocessor reset circuit with power-fail comparator. Reset threshold 2.63V. Open-drain active-low reset output, manual-reset input.
6-Pin P Reset Circuit with Power-Fail Comparator
6-Pin μP Reset Circuit with Power-Fail Comparator
6-Pin レP Reset Circuit with Power-Fail Comparator
Microprocessor reset circuit with power-fail comparator. Reset threshold 4.63V. Open-drain active-low reset output, manual-reset input.
Microprocessor reset circuit with power-fail comparator. Reset threshold 2.93V. Open-drain active-low reset output, manual-reset input.
Microprocessor reset circuit with power-fail comparator. Reset threshold 2.93V. Push-pull active-low reset output, push-pull active-high reset output.
	MAXIM - Dallas Semiconductor
Maixm
MAXIM[Maxim Integrated Products]

	NTE7104 NTE7039 	Integrated Circuit Vertical Deflection Output Circuit w/Drive Circuit for CRT Display
	NTE[NTE Electronics]

	P6EU-XXXXZH30 P6EU P6EU-0505ZH30 P6EU-0509ZH30 P6E	Input voltage:12V, output voltage  /-15V ( /-34mA), 3KV isolated 1W unregulated dual output
Input voltage:12V, output voltage  /-9V ( /-55mA), 3KV isolated 1W unregulated dual output
Input voltage:12V, output voltage  /-12V ( /-42mA), 3KV isolated 1W unregulated dual output
Input voltage:12V, output voltage  /-5V ( /-100mA), 3KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-15V ( /-34mA), 3KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-9V ( /-55mA), 3KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-12V ( /-42mA), 3KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-5V ( /-100mA), 3KV isolated 1W unregulated dual output
RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:1.0/2.3 Jack; Body Style:Straight Adapter, Plug-Jack RoHS Compliant: Yes
3KV ISOLATED 1W UNREGULATED DUAL OUTPUT SIP6 千伏隔震1W的未稳压双输SIP6
	PEAK[PEAK electronics GmbH]
Electronic Theatre Controls, Inc.

	EN5365QI EN5365QI-E 	6A Voltage Mode Synchronous Buck PWM DC-DC Converter with Integrated Inductor 3-Pin VID Output Voltage Select
	Enpirion, Inc.

	FDC20-12T3312 FDC20-12T3315 FDC20-24T3312 FDC20-48	Input range:9-18 VDC;output voltage:3.3/ /-12 VDC; output current:3000 / /-300 mA;input current:1926 mA; 20 W DC-DC converter
Input range:9-18 VDC;output voltage:3.3/ /-15 VDC; output current:3000 / /-250 mA;input current:1959 mA; 20 W DC-DC converter
Input range:18-36 VDC;output voltage:3.3/ /-12 VDC; output current:3000 / /-300 mA;input current:950 mA; 20 W DC-DC converter
Input range:36-75 VDC;output voltage:5/ /-12 VDC; output current:2000 / /-300 mA;input current:459 mA; 20 W DC-DC converter
Input range:36-75 VDC;output voltage:5/ /-15 VDC; output current:2000 / /-250 mA;input current:467 mA; 20 W DC-DC converter
	Power Mate Technology

	FDED-9PF FDED-9SF FDAD-15PF FDAD-15SF FDAD-25PF FD	   RIBBON-CABLE LOW-PROFILE FD CONNECTORS
RIBBON-CABLE LOW-PROFILE FD CONNECTORS 带状线低轮廓衍生连接
ECONOLINE: RJ & RG - Dual Output from a Single Input Rail - 3kVDC & 4kVDC Isolation - Optional Continuous Short Circuit Protected - Custom Solutions Available - UL94V-0 Package Material - Efficiency to 84%
Switch Mode Power Supply; Output Power:1500W; No. of Outputs:1; Output 1 VDC  :12VDC; Output Current 1:125A; Power Supply Mounting:Chassis; Output Voltage:12V; Series:HWS1800T RoHS Compliant: Yes
	HIROSE ELECTRIC Co., Ltd.
http://
Hirose Electric USA, INC.
HIROSE[Hirose Electric]
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