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			 Related Part Number
	
					PART	Description	Maker
	ATV06B141J-HF ATV06B141JB-HF ATV06B510JB-HF ATV06B	Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=140V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=51V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=54V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=58V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=78V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=45V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=85V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=10V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=100V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=11V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=110V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=12V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=43V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=70V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=75V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=7V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=7.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=440V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=6.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=36V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=350V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=30V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=300V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=33V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=19V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=8.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=400V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=600Watts, V-RWM=130V, Tolerance=5%
	Comchip Technology

	P6KE200 P6KE47 P6KE51 P6KE300 P6KE56 P6KE33 P6KE75	TransZorb Transient Voltage Suppressor(TransZorb瞬变电压抑制 TransZorb瞬态电压抑制器（TransZorb瞬变电压抑制器）
TRANSZORB TRANSIENT VOLTAGE SUPPRESSOR TRANSZORB瞬态电压抑制器
GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR(VOLTAGE - 6.8 TO 440 Volts 600Watt Peak Power 5.0 Watt Steady State)
TRANSIENT VOLTAGE SUPPRESSOR BREAKDOWN VOLTAGE:6.8-440V PEAK PULSE POWER: 600W
	GE Security, Inc.
GE[General Semiconductor]
Panjit International Inc
Shanghai Sunrise Electronics

	15FMCJ91A 15FMCJ 15FMCJ10 15FMCJ100 15FMCJ100A 15F	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 143V(min), 158V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 108V(min), 132V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 90.0V(min), 110V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 99.0V(min), 121V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 117V(min), 143V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 171V(min), 189V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 237V(min), 263V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 332V(min), 368V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 198V(min), 242V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 198V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 124V(min), 137V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 225V(min), 275V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 285V(min), 315V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 270V(min), 330V(max). For bidirectional use C or CA suffix.
10 GIG OPTIMIZED         FIBER PATCH LC/LC
Fiber Optic Cable Assembly; Cable Length:49.2ft; Connector Type A:ST; Connector Type B:ST
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 10M
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 5M
Fiber Optic Cable Assembly; Cable Length:32.8ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
Fiber Optic Cable Assembly; Cable Length:16.4ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
10 GIG OPTIMIZED         FIBER PATCH ST/ST
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 表面贴装瞬态电压抑制器
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 152V(min), 168V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 380V(min), 420V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 153V(min), 187V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 180V(min), 220V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 190V(min), 210V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 360V(min), 440V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 179V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 144V(min), 176V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 114V(min), 126V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 105V(min), 116V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 315V(min), 385V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 95.0V(min), 105V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 135V(min), 165V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 209V(min), 231V(max). For bidirectional use C or CA suffix.
	RECTRON[Rectron Semiconductor]

	B72500E2170K060 CT0603K17LCG 	Ceramic transient voltage suppressors
	EPCOS

	B72500E2170S170 	Ceramic transient voltage suppressors
	EPCOS

	B72500E8250L060 	Ceramic transient voltage suppressors
	EPCOS

	CA04F2FT5AUD140G 	Ceramic transient voltage suppressors
	EPCOS

	B72590T7050S160 B72500T7050S160 B72590T7900V060 B7	Ceramic transient voltage suppressors
	EPCOS

	CU4032S95AG210 	Ceramic transient voltage suppressors
	EPCOS

	CN2220S14BAUTOE2G2K2 B72542V1140S262 B72542V1300K0	Ceramic transient voltage suppressors
	EPCOS
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