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			 Related Part Number
	
					PART	Description	Maker
	P3257-30 P3257-31 P2750-06 P2750-08 P325707 P3981-	MCT photoconductive detector Non-cooled type and TE-cooled type suitable for long, continuous operation
	Hamamatsu Corporation

	P2750 P2750-06 P2750-08 P3257-30 P3257-31 P3981 P3	0.2mW; allowable current:6mA; MCT photoconductive detector: non-cooled type and TE-cooled suitable for long, continuous  operation
0.2mW; allowable current:3mA; MCT photoconductive detector: non-cooled type and TE-cooled suitable for long, continuous  operation
0.2mW; allowable current:50mA; MCT photoconductive detector: non-cooled type and TE-cooled suitable for long, continuous  operation
	Hamamatsu Corporation

	2-2WI-1200S16 2-2WI-1200 2-2WI-1200S-16 	1600 V, 1290 A, 12.5 kA water cooled A.C.switch
水冷式交流开
Computer Keyboard; No. of Keys:104; Color:Beige; Output Type:PS/2 RoHS Compliant: Yes
WATERCOOLEDA.C.SWITCH
WATER COOLED A.C. SWITCH
	POSEICO SPA
PowerSemiconductors
POSEICO[Power Semiconductors]

	GPM200E GPM200F GPM200B GPM200D GPM200A 	Maximum Continuous Output Power at 50°C With external 26 cfm Airflow = 200 W
	SL Power Electronics

	MP04TT500 MP04TT500-25-W2 MP04TT500-25-W3 MP04TT50	Dual Thyristor Water Cooled Module Advance Information 845 A, 2600 V, SCR
Dual Thyristor Water Cooled Module Advance Information 845 A, 2800 V, SCR
Dual Thyristor Water Cooled Module Advance Information 845 A, 2500 V, SCR
Dual Thyristor Water Cooled Module Advance Information 845 A, 2700 V, SCR
	Dynex Semiconductor, Ltd.
Dynex Semiconductor Ltd.
DYNEX[Dynex Semiconductor]

	MP04TT1550 MP04TT1550-15-W2 MP04TT1550-15-W3 MP04T	Dual Thyristor Water Cooled Welding Module Preliminary Information 1438 A, 1800 V, SCR
Dual Thyristor Water Cooled Welding Module Preliminary Information 1438 A, 1500 V, SCR
Dual Thyristor Water Cooled Welding Module Preliminary Information 1438 A, 1700 V, SCR
Dual Thyristor Water Cooled Welding Module Preliminary Information 1438 A, 1600 V, SCR
	http://
DYNEX[Dynex Semiconductor]
Dynex Semiconductor Ltd.
Dynex Semiconductor, Ltd.

	40-516-10 40-516-11M 24-516-11M 28-516-11M 40-516-	Zero-Insertion-Force Socket
0 INSERTION FORCE SOCKET 40 PIN
	Aries Electronics, Inc.

	MP04TT1400 MP04TT1400-25-W2 MP04TT1400-25-W3 MP04T	Dual Thyristor Water Cooled Welding Module Preliminary Information 1185 A, 2500 V, SCR
Dual Thyristor Water Cooled Welding Module Preliminary Information 1185 A, 2600 V, SCR
Dual Thyristor Water Cooled Welding Module Preliminary Information 1185 A, 2700 V, SCR
	Dynex Semiconductor, Ltd.
Dynex Semiconductor Ltd.
DYNEX[Dynex Semiconductor]

	AD9742 AD9742-EB AD9742AR 	   12-Bit, 165 MSPS TxDAC  D/A Converter
12-Bit, 165 MSPS TxDACD/A Converter
12-Bit, 165 MSPS TxDAC D/A Converter 12位，165 MSPS的TxDAC系列D / A转换
	Analog Devices, Inc.

	OT-CC-16F-001 OT-CC-16F-003 PS200F-EU PS200F-NA PS	Optiva Fan Cooled Enclosures
	Emcore Corporation

	2B6I500-800-450W 	2 x 3 x 450A AC at 500V AC, water cooled
	eupec GmbH

	3CW20000H3 	The 3CW20,000H3 is a water cooled, ceramic/ metal, medium-mu power triode
The 3CW20,000H3 is a water cooled, ceramic/ metal, medium-mu power triode
	Communications & Power Industries, Inc.
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