

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						1N5399			M79C9			22182			MSP430G2			00DG4D			B82143A			103M1			HE098			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			MLX75303SXD -    Optical Switch SensorEyeC 



		
			
					
						
						[image: MLX75303SXD_8712226.PDF Datasheet]



					
				
					 		
	Part No.	MLX75303SXD   

	Description	   Optical Switch SensorEyeC 
 

	File Size	256.59K  / 
						12 Page	 
	

						Maker	
						

						 Melexis Microelectronic... 
  
						










	
						
						




						

	Homepage	
						
	Download	[ 
						MLX75303SXD  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						MLX75303SXD  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[MLX75303SXD  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for MLX75303SXD ] 


					[ Price & Availability of MLX75303SXD by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search :    Optical Switch SensorEyeC   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	BA782S-GS08 	PIN SWIT 35V 2PIN SOD-323 - Tape and Reel
	Vishay Semiconductors

	DB300S DB300R DB300A SIDAC DB120A DB120R DB120S DB	   Bilateral Voltage triggered Switch
   Bilateral Voltage triggered Swit h Breakover Voltage:95-330Volts
   Bilateral Voltage triggered Swit h Breakover Voltage:95-330Volts c
	Jinan Jingheng (Group) ...
Jinan Jing Heng Electro...

	PG2415T6X-15 	   0.05 to 6.0 GHz SPDT SWIT
	Renesas Electronics Corporation

	ISL54060IRUZ-T ISL54060IRTZ-T ISL54061 ISL54061IRT	   Negative Signal Swing, Sub-ohm, Dual SPST Single Supply Swit
 1.8V to  6.5V, Sub-ohm, Dual SPST Analog Switch with Negative Signal Capability; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN DUAL 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO10
Negative Signal Swing, Sub-ohm, Dual SPST Single Supply Switch
 1.8V to  6.5V, Sub-ohm, Dual SPST Analog Switch with Negative Signal Capability; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-uTQFN T&amp;R DUAL 1-CHANNEL, SGL POLE SGL THROW SWITCH, PQCC10
	Intersil Corporation
Intersil, Corp.
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