

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						BD312			68705P3			MC0603			ST2N4403			KE47A			STPS340B			ISL63			NB4L16M			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			UF3001-2C3A-2CDO-27 -    3.0 AMP HIGH EFFICIENCY RECTIFIERS 



		
			
					
						
						[image: UF3001-2C3A-2CDO-27_8893888.PDF Datasheet]



					
				
					 		
	Part No.	UF3001-2C3A-2CDO-27   

	Description	   3.0 AMP HIGH EFFICIENCY RECTIFIERS 
 

	File Size	233.73K  / 
						2 Page	 
	

						Maker	
						

						 Nanjing International G... 
  
						










	
						
						




						

	Homepage	
						
	Download	[ 
						UF3001-2C3A-2CDO-27  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						UF3001-2C3A-2CDO-27  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[UF3001-2C3A-2CDO-27  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for UF3001-2C3A-2CDO-27 ] 


					[ Price & Availability of UF3001-2C3A-2CDO-27 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search :    3.0 AMP HIGH EFFICIENCY RECTIFIERS   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	2SC3114 2SA1246 2SA1246R 	High-VEBO,AF Amp Applications 高VEBO，自动对焦放大器应用
High-VEBO/AF Amp Applications
High-VEBOAF  Amp Applications
High-VEBO,AF  Amp Applications
5-Pin µP Supervisory Circuits with Watchdog and Manual Reset
	Sanyo Electric Co., Ltd.
SANYO[Sanyo Semicon Device]

	EDI8F32256C EDI8F32256C-MN EDI8G32256C-MM 	256Kx32 Static RAM CMOS, High Speed Module(256Kx32高速CMOS静态RAM模块)
SRAM Modules
TFT-LCD DC/DC with Integrated Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN T&amp;R SRAM模块
	White Electronic Designs Corporation
3M Company

	EDI8G32512C17MMC EDI8F32512C17MMC EDI8F32512C17MZC	200MHz Rail-to-Rail Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R X32号的SRAM模块
Ultra-High Current Pin Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
	TE Connectivity, Ltd.

	ISL54212IRTZ ISL54212IRTZ-T ISL54212IRUZ-T ISL5421	MP3/USB 2.0 High Speed Switch with Negative Signal Handling; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL, SGL POLE DOUBLE THROW SWITCH, PDSO10
	Intersil Corporation
Intersil, Corp.

	ISL54211IRTZ-T ISL54211IRUZ-T 	MP3/USB 2.0 High Speed Switch with Negative Signal Handling/Click and Pop Suppression; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R SGL POLE DOUBLE THROW SWITCH, DSO10
	Intersil, Corp.
Intersil Corporation

	MAX4298 MAX4298ESD MAX4298EUB MAX4299 MAX4299EUE M	Ultra-High PSRR Stereo Drivers   Microphone Amp   100mA Linear Regulator
Ultra-High PSRR Stereo HP Amp   Mic Amp   LDO
?Ultra-High PSRR Stereo HP Driver
	MAXIM INTEGRATED PRODUCTS INC
MAXIM[Maxim Integrated Products]

	ISL3034E ISL3034EIRTZ ISL3034EIRTZ-T ISL3034EIRUZ-	4-Channel And 6-Channel High Speed, Auto-direction Sensing Logic Level Translators; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-uTQFN T&amp;R
4-Channel And 6-Channel High Speed, Auto-direction Sensing Logic Level Translators; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TQFN T&amp;R CMOS TO ECL TRANSLATOR, TRUE OUTPUT, PQCC16
	Intersil, Corp.
Intersil Corporation

	ISL6540ACRZA-T 	Single-Phase Buck PWM Controller with Integrated High Speed MOSFET Driver and Pre-Biased Load Capability; Temperature Range: 0&degC to 70&deg;C; Package: 28-QFN T&amp;R 4 A SWITCHING CONTROLLER, 2000 kHz SWITCHING FREQ-MAX, PQCC28
	Intersil, Corp.

	JMK316BJ226ML-T501 LTM4600EV LTM4600IV LTM460006 L	10A High Effi ciency DC/DC 渭Module
10A High Effi ciency DC/DC μModule
10A High Efficiency DC/DC &#181;Module; Package: LGA; No of Pins: 104; Temperature Range: -40&deg;C to  85&deg;C
   10A High Effi ciency DC/DC μModule
	Linear Technology
LINEAR TECHNOLOGY CORP

	HIP2100EIB HIP2100EIBZ HIP2100IBZ HIP2100IR HIP210	100V/2A Peak High-Frequency Half Bridge Driver with CMOS Logic Inputs; Temperature Range: -40&deg;C to 85&deg;C; Package: 12-DFN T&amp;R 2 A HALF BRDG BASED MOSFET DRIVER, DSO12
100V/2A Peak, Low Cost, High Frequency Half Bridge Driver
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	LT1007CN8PBF 	Low Noise, High Speed Precision Operational Amplifiers; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 110 uV OFFSET-MAX, 8 MHz BAND WIDTH, PDIP8
	Linear Technology, Corp.

	5962-8963601GC 	Monolithic, Wideband, High Slew Rate, High Output Current Buffer; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-Can BUFFER AMPLIFIER, MBCY8
	Intersil, Corp.
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