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			 Related Part Number
	
					PART	Description	Maker
	FS1UM-16A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
Mitsubishi Electric Semiconductor

	CLY32-00 CLY32-05 CLY32-10 CLY32 	Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 伊雷尔C波段砷化镓功率场效应
HiRel C-Band GaAs Power-MESFET
	INFINEON[Infineon Technologies AG]

	GBJ30B GBJ30G 	Low forward voltage, high forward current
	GeneSiC Semiconductor, ...

	BZY91C9V1R BZY91 BZY91C10 BZY91C10R BZY91C11 BZY91	Standard Recovery Rectifier; Forward Current:150A; Forward Current Avg Rectified, IF(AV):150A; Forward Surge Current Max, Ifsm:3000A; Package/Case:DO-8 (Reverse); Repetitive Reverse Voltage Max, Vrrm:1400V; Current, It av:150A RoHS Compliant: Yes
Zeners/Studs 齐纳基准螺栓
	http://
LITTELFUSE[Littelfuse]
Littelfuse, Inc.

	2SJ626 2SJ626-T1B 2SJ626-T2B 	Small Signal Diode; Repetitive Reverse Voltage Max, Vrrm:30V; Forward Voltage Max, VF:1V; Vf Test Current:5mA; Power Dissipation, Pd:80mW; Package/Case:DO-7; Current Rating:150mA; Forward Current Max, If:150mA; Forward Voltage:1.0V MOS场效应管
MOS FIELD EFFECT TRANSISTOR
Pch enhancement type MOS FET
	NEC, Corp.
NEC[NEC]

	WF512K32N-90H1M5A WF512K32 WF512K32F-120G1UC5 WF51	REED RELAY, 4PST, HG WET, 12V, DIODE RoHS Compliant: No
512Kx32 5V FLASH MODULE, SMD 5962-94612 512Kx32 5V的闪存盘，贴962-94612
RES 3K-OHM 5% 0.75W 250PPM THK-FILM SMD-2010 TR-7-PA 512Kx32 5V的闪存盘，贴962-94612
Reed Relay; Contacts:SPST; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carry Current:1A; Coil Voltage DC Max:5V; Relay Terminals:DIP-14; Relay Mounting:PC Board; Contact Carrying Power:10W
Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
Dry Reed Relay; Contacts:DPST-2NO; Contact Carry Current:1A; Coil Voltage DC Max:5V; Relay Terminals:Thru Hole; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Leaded Process Compatible:Yes RoHS Compliant: Yes
x32 Flash EEPROM Module
100ns; 5V power supply; 512K x 32 flash module, SMD 5962-94612
	Electronic Theatre Controls, Inc.
http://
List of Unclassifed Manufacturers
ETC[ETC]
White Electronic Designs

	559-0103-003F 559-0303-003F 559-0202-003F 559-0102	; Bulb Size:5mm; LED Color:Red; Luminous Intensity:2mcd; Viewing Angle:60 ; Forward Current:13mA; Forward Voltage:12V; Operating Temperature Range:-40 C to  85 C RoHS Compliant: Yes T-1 3/4 SINGLE COLOR LED, RED, 5 mm
T-1 3/4 SINGLE COLOR LED, YELLOW, 5 mm ROHS COMPLIANT PACKAGE-2
LED Lamp; LED Color:Green; Luminous Intensity:8ucd; Forward Current:12mA; Forward Voltage:5V; Color:Green RoHS Compliant: Yes T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
T-1 3/4 SINGLE COLOR LED, RED, 5 mm ROHS COMPLIANT PACKAGE-2
LED Lamp; LED Color:Green; Luminous Intensity:4ucd; Forward Current:13mA; Forward Voltage:12V; Color:Green RoHS Compliant: Yes
	Dialight PLC
DIALIGHT CORP

	CH35-0008-S 	LED Panel Indicator; LED Color:Red; Luminous Intensity:100foot lambert; Forward Current:81mA; Forward Voltage:12V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No
20 dB Directional Coupler 5 - 1000 MHz
	Tyco Electronics

	1N4944GP 1N4946GP 1N4947GPE 1N4944GPE/4G 1N4942GP 	1 A, 400 V, SILICON, SIGNAL DIODE, DO-204AL PLASTIC, DO-41, 2 PIN
Diodes
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 600V
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 400V
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 200V
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 1000V
	Vishay Beyschlag

	3560A-16SR 3530-16P 3530-16PR 3530-16S 3530-16SR 3	   Long-Life I/O Connectors
LED Lamp; Bulb Size:3mm; LED Color:Yellow-Green/Yellow-Green/Yellow-Green; Luminous Intensity:5ucd; Viewing Angle:45 ; Forward Current:10mA; Forward Voltage:2V; Operating Temperature Range:-55 C to  100 C RoHS Compliant: No
LED Lamp; Color:Green/Yellow/Green/Yellow; Luminous Intensity (MSCP):10/8.5; Voltage Rating:2.1V; Forward Current:10mA; Forward Voltage:2.2V; Input Current:10mA; LED Color:Green/Yellow/Green/Yellow; Leaded Process Compatible:No
Long-Life I/O Connectors 长寿命的I / O接口
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	AP105-RP34L-SC1-212 RP6-SC-TP HT-102_RP34L-SC1-212	LED Lamp; Color:Yellow; Luminous Intensity (MSCP):6.3; Forward Current:10mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 超薄连接器AC电源
Low Profile Connectors for AC power supply 超薄连接器AC电源
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.
Amphenol, Corp.

	STEL-1176/MC 	Sidac Thyristor; Thyristor Type:Sidac; Current, It av:10uA; Forward Current:5A; Forward Voltage:200V; Holding Current:150mA; Mounting Type:Through Hole; On State Saturation Voltage:1.5V; Package/Case:DO-214 RoHS Compliant: Yes 数字控制振荡
	KOA Speer Electronics, Inc.
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