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			 Related Part Number
	
					PART	Description	Maker
	251UL80S20 251UL 251UL100S10 251UL100S15 251UL100S	2000V Fast Recovery Diode in a DO-205AB (DO-9) package 2000V快恢复二极管中的DO - 205AB（请 9）封
1600V Fast Recovery Diode in a DO-205AB (DO-9) package 1600V快恢复二极管中的DO - 205AB（请 9）封
2500V Fast Recovery Diode in a DO-205AB (DO-9) package
1000V Fast Recovery Diode in a DO-205AB (DO-9) package
1200V Fast Recovery Diode in a DO-205AB (DO-9) package
1800V Fast Recovery Diode in a DO-205AB (DO-9) package
1400V Fast Recovery Diode in a DO-205AB (DO-9) package
250 AMP Fast Recovery Power Silicon Rectifiers
Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 250安培快速恢复电力硅整流
16 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 250安培快速恢复电力硅整流
Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 250安培快速恢复电力硅整流
	OlympicControls, Corp.
Cree, Inc.
IRF[International Rectifier]
http://
International Rectifier, Corp.

	GBJ30B GBJ30G 	Low forward voltage, high forward current
	GeneSiC Semiconductor, ...

	SL04 SL02 SL03 	Small Signal, Single Schottky Diodes
very low forward voltage drop;
high forward current capability;
Small Surface Mount Schottky Diodes
	Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]

	559-3201-007 559-3101-001 559-3001-007 	T-1 3/4 DUAL COLOR LED, YELLOW/GREEN, 5 mm
LED Lamp; LED Color:Red/Green; Luminous Intensity:20ucd; Forward Current:20mA; Forward Voltage:2.1V; Color:Red/Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No T-1 3/4 DUAL COLOR LED, RED/GREEN, 5 mm
LED Indicator; Bulb Size:5mm; LED Color:Red/Green; Luminous Intensity:20ucd; Viewing Angle:80 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-55 C to  100 C; Color:Red/Green RoHS Compliant: No
	Dialight PLC
DIALIGHT CORP

	1N5618U 1N5622U 1N5614U 1N5620U 	600 V rectifier 1.5 A forward current, 2000 ns recovery time
1000 V rectifier 1.5 A forward current, 2000 ns recovery time
200 V rectifier 1.5 A forward current, 2000 ns recovery time
800 V rectifier 1.5 A forward current, 2000 ns recovery time
	Voltage Multipliers

	1N4944GP 1N4946GP 1N4947GPE 1N4944GPE/4G 1N4942GP 	1 A, 400 V, SILICON, SIGNAL DIODE, DO-204AL PLASTIC, DO-41, 2 PIN
Diodes
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 600V
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 400V
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 200V
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 1000V
	Vishay Beyschlag

	CH35-0009-S 	LED Panel Indicator; LED Color:Red; Luminous Intensity:100foot lambert; Forward Current:40mA; Forward Voltage:24V; Operating Temperature Range:-25 C to C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No 11分贝定向耦合0 - 500兆赫
11 dB Directional Coupler 10 - 500 MHz
	Bourns, Inc.
Tyco Electronics

	MBM29LV800TA-12 MBM29LV800TA-70 MBM29LV800TA-90 MB	Multi-Color LED; Bulb Size:T-1 3/4; LED Color:Red/Green; Luminous Intensity:12ucd; Viewing Angle:70 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-25 C to  85 C; Color:Red/Green RoHS Compliant: Yes
8M (1M X 8/512K X 16) BIT
	Fujitsu Limited
http://
Fujitsu Component Limited.

	MBM29DL800TA-12 MBM29DL800BA MBM29DL800BA-12 MBM29	8M (1M X 8/512K X 16) BIT 800万（100万X 8/512K × 16）位
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:2500ucd; Viewing Angle:15 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Fujitsu, Ltd.
Fujitsu Limited
Fujitsu Component Limited.

	558-0302-001F 	LED Lamp; Bulb Size:3mm; LED Color:Yellow; Luminous Intensity:12.6mcd; Viewing Angle:60 ; Forward Current:12mA; Forward Voltage:5V; Operating Temperature Range:-40 C to  85 C; Color:Yellow RoHS Compliant: Yes T-1 SINGLE COLOR LED, YELLOW, 3 mm
	Dialight PLC

	595-2101-002F 595-2701-007F 595-2701-013F 	LED Lamp; Bulb Size:2mm; LED Color:Red; Luminous Intensity:25ucd; Viewing Angle:40 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-30 C to C; Color:Red; LED Gas Type:AlGaAs RoHS Compliant: Yes SINGLE COLOR LED, RED, 1.8 mm
LED Lamp; Bulb Size:2mm; LED Color:Yellow; Luminous Intensity:41mcd; Forward Current:20mA; Forward Voltage:2.02V; Operating Temperature Range:-30 C to  85 C; Color:AllnGaP Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
SINGLE COLOR LED, YELLOW, 1.8 mm
	Dialight PLC
DIALIGHT CORP

	607-1112-130F 607-3132-340F 607-3132-130F 607-3132	LED Panel Mount Indicators for 7.2mm Mounting Hole w/ Optional Watertight Capability
LED Lamp; Color:Green; Luminous Intensity (MSCP):50mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Green; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):22mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
LED INDICATOR, PROM 6VDC YELLOWLED INDICATOR, PROM 6VDC YELLOW; Colour, LED:Yellow; Current, forward If:15mA; Depth, LED segment:4.07mm; Depth, external:22.10mm; Diameter, External:8.13mm; Diameter, fixing hole:7mm; Diameter,
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):66mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
	Dialight Corporation



				
	 
	 Related keyword From Full Text Search System
	

					
						VS-6CWQ06FNHM3 frequency	
						VS-6CWQ06FNHM3 Interface	
						VS-6CWQ06FNHM3 operation	
						VS-6CWQ06FNHM3 availability	
						VS-6CWQ06FNHM3 Serial
	
						VS-6CWQ06FNHM3 sfp configuration	
						VS-6CWQ06FNHM3 nec	
						VS-6CWQ06FNHM3 positive	
						VS-6CWQ06FNHM3 series	
						VS-6CWQ06FNHM3 state


				
	 



		 


	
		
Price & Availability of VS-6CWQ06FNHM3 
	
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.20250487327576















