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			 Related Part Number
	
					PART	Description	Maker
	UT7C139C45GCX UT7C138C45GCA UT7C138C45WCC UT7C138C	Dual-port SRAM: SMD with busy flag. Lead finish gold. Class V. Device type 04 (4Kx9, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
4Kx9 dual-port SRAM. Lead finish gold. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx9 dual-port SRAM. Lead finish gold. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx8 dual-port SRAM. Lead finish optional. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
4Kx8 dual-port SRAM. Lead finish solder. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
4Kx8/9 Radiation-Hardened Dual-Port Static RAM with Busy Flag
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator V. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator V. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator V. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator Q. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator Q. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator Q. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose G. Federal stock class designator: no options.
4Kx8 dual-port SRAM. Lead finish solder. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
4Kx8 dual-port SRAM. Lead finish gold. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx8 dual-port SRAM. Lead finish gold. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx9 dual-port SRAM. Lead finish solder. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
4Kx9 dual-port SRAM. Lead finish optional. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
4Kx9 dual-port SRAM. Lead finish optional. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class V. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class V. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class V. Device type 04 (4Kx9, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class Q. Device type 04 (4Kx9, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
	AEROFLEX[Aeroflex Circuit Technology]

	533-111-63 533-111-75 533-114-63 533-114-75 533-10	T-4 SINGLE COLOR LED, RED, 10 mm
PROFESSIONAL LED INDICATORS ?12.7mm Mounting
PROFESSIONAL LED INDICATORS 篓陋12.7mm Mounting
	MARL INTERNATIONAL LTD
Marl International Limited

	603-309-04 603-301-04 603-301-21 603-312-04-15 603	PROFESSIONAL LED INDICATORS 篓陋5.0mm Mounting
PROFESSIONAL LED INDICATORS ?5.0mm Mounting
PROFESSIONAL LED INDICATORS ?5.0mm Mounting
	Marl International Limited

	503-506-75-15 503-930-75-15 503-503-24-50 503-521-	PROFESSIONAL LED INDICATORS ?8.1mm Mounting
PROFESSIONAL LED INDICATORS ?8.1mm Mounting
PROFESSIONAL LED INDICATORS 篓陋8.1mm Mounting
	Marl International Limited

	520-330-21 520-330-22 520-330-22-15 520-324-04-15 	PROFESSIONAL LED INDICATORS 篓陋6.1mm Mounting
PROFESSIONAL LED INDICATORS ?6.1mm Mounting
PROFESSIONAL LED INDICATORS ?6.1mm Mounting
	Marl International Limited

	671-293-87-50 671-295-87-50 671-293-75 671-292-50 	PROFESSIONAL LED INDICATORS ?25.4mm Mounting
PROFESSIONAL LED INDICATORS ?25.4mm Mounting
PROFESSIONAL LED INDICATORS 篓陋25.4mm Mounting
	http://
Marl International Limited

	698-930-63 698-930-75 698-997-63 698-997-75 698-52	PROFESSIONAL LED INDICATORS 篓陋8.1mm Mounting
PROFESSIONAL LED INDICATORS ?8.1mm Mounting
	Marl International Limited

	L-934 	T-1 Bi-Level LED Indicators
	Kingbright Electronic

	DX1116 DX1117 DX1118 DX1119 	4mm LED Indicators
	Elektron Components Ltd.

	DX1092 	5mm LED Indicators
	Elektron Components Ltd.

	684-301-04 684-312-04 684-324-04 684-325-04 684-93	PROFESSIONAL LED INDICATORS ?6.35mm Mounting
	Marl International Limited
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