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			 Related Part Number
	
					PART	Description	Maker
	YGV641 	Cutting-edge GDC with Sprite Architecture
	YAMAHA CORPORATION

	HMCAA132G HMCAA112G HMCAA184G 	HIGH DENSITY CARD EDGE .050 [1.27] VESA MICRO CHANNEL ARCHITECTURE (MCA)
	Adam Technologies, Inc.

	CY7C1350F CY7C1350F-100AC CY7C1350F-100AI CY7C1350	4-Mb (128K x 36) Pipelined SRAM with Nobl Architecture 128K X 36 ZBT SRAM, 2.8 ns, PBGA119
4-Mb (128K x 36) Pipelined SRAM with Nobl Architecture 128K X 36 ZBT SRAM, 4.5 ns, PQFP100
4-Mb (128K x 36) Pipelined SRAM with Nobl Architecture 128K X 36 ZBT SRAM, 2.6 ns, PBGA119
4-Mb (128K x 36) Pipelined SRAM with Nobl Architecture 128K X 36 ZBT SRAM, 2.6 ns, PQFP100
CABLE ASSEMBLY; LEAD-FREE SOLDER; SMA MALE TO SMA MALE; 50 OHM, PE-SR047FL (.047" RE-SHAPABLE) 128K X 36 ZBT SRAM, 3.5 ns, PQFP100
4-Mb (128K x 36) Pipelined SRAM with Nobl Architecture 128K X 36 ZBT SRAM, 2.8 ns, PQFP100
4-Mb (128K x 36) Pipelined SRAM with Nobl(TM) Architecture
	Cypress Semiconductor, Corp.
Cypress Semiconductor Corp.
CYPRESS[Cypress Semiconductor]

	CY7C1474BV33-200BGC 	72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture; Architecture: NoBL, Pipeline; Density: 72 Mb; Organization: 1Mb x 72; Vcc (V): 3.1 to 3.6 V 1M X 72 ZBT SRAM, 3 ns, PBGA209
	Cypress Semiconductor, Corp.

	M38230G4-XXXFP M38230G4-XXXHP M38231G4-XXXHP M3823	18-Mbit (512K x 36/1M x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  18 Mb;  Organization:  512Kb x 36;  Vcc (V):  3.1 to 3.6 V
36-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture;  Architecture:  QDR-II, 4 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
36-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  2.4 to 2.6 V
72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  3.1 to 3.6 V
18-Mbit (512K x 36/1M x 18) Pipelined SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  18 Mb;  Organization:  1Mb x 18;  Vcc (V):  3.1 to 3.6 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V
72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V
18-Mbit (512K x 36/1M x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  18 Mb;  Organization:  1Mb x 18;  Vcc (V):  3.1 to 3.6 V
36-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2 M x 18/512K x 72) Flow-Through SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Flow-through;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  1Mb x 72;  Vcc (V):  2.4 to 2.6 V
72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined Sync SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  3.1 to 3.6 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  512Kb x 72;  Vcc (V):  3.1 to 3.6 V
72-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
Sync SRAM;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
36-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  2.4 to 2.6 V
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  2.4 to 2.6 V
72-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture;  Architecture:  QDR-II, 4 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  1Mb x 72;  Vcc (V):  3.1 to 3.6 V
72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined Sync SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  2.4 to 2.6 V
72-Mbit QDR(TM)-II  SRAM 4-Word Burst Architecture (2.5 Cycle Read Latency);  Architecture:  QDR-II , 4 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
72-Mbit DDR-II  SRAM 2-Word Burst Architecture (2.0 Cycle Read Latency);  Architecture:  DDR-II  CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined Sync SRAM; Architecture: Standard Sync, Pipeline SCD; Density: 36 Mb; Organization: 1Mb x 36; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机
72-Mbit DDR-II SRAM 2-Word Burst Architecture; Architecture: DDR-II CIO, 2 Word Burst; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
18-Mbit (512K x 36/1M x 18) Flow-Through SRAM; Architecture: Standard Sync, Flow-through; Density: 18 Mb; Organization: 1Mb x 18; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯位CMOS微机
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture; Architecture: NoBL, Pipeline; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 2.4 to 2.6 V 单芯位CMOS微机
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture; Architecture: NoBL, Pipeline; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 2.4 to 2.6 V 单芯位CMOS微机
72-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture; Architecture: QDR-II, 4 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture; Architecture: QDR-II, 2 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
36-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture; Architecture: QDR-II, 4 Word Burst; Density: 36 Mb; Organization: 2Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯8位CMOS微机
Sync SRAM; Architecture: QDR-II, 2 Word Burst; Density: 36 Mb; Organization: 2Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
36-Mbit DDR-II SRAM 2-Word Burst Architecture; Architecture: DDR-II CIO, 2 Word Burst; Density: 36 Mb; Organization: 1Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
72-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
	Renesas Electronics Corporation.
Renesas Electronics, Corp.

	CY7C1515KV18-250BZXI CY7C1515KV18-300BZC CY7C1515K	72-Mbit QDR II SRAM 4-Word Burst Architecture
72-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture; Architecture: QDR-II, 4 Word Burst; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 1.7 to 1.9 V 4M X 18 QDR SRAM, 0.45 ns, PBGA165
	http://
Cypress Semiconductor, Corp.

	M5LV-256_104-10VC M5LV-256_104-10VI M5LV-256_104-1	7ns fifth generation MACH architecture CPLD (Complex Programmable Logic Device)
20ns fifth generation MACH architecture CPLD (Complex Programmable Logic Device)
10ns fifth generation MACH architecture CPLD (Complex Programmable Logic Device)
12ns fifth generation MACH architecture CPLD (Complex Programmable Logic Device)
15ns fifth generation MACH architecture CPLD (Complex Programmable Logic Device)
	LATTICE[Lattice Semiconductor]

	CY7C1518KV18-300BZXC 	72-Mbit DDR-II SRAM 2-Word Burst Architecture; Architecture: DDR-II CIO, 2 Word Burst; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 1.7 to 1.9 V 4M X 18 DDR SRAM, 0.45 ns, PBGA165
	Cypress Semiconductor, Corp.

	CAT93C46AJ CAT93C46AJI CAT93C46AJI-2.5 CAT93C46AJ-	72-Mbit QDR™-II  SRAM 4-Word Burst Architecture (2.0 Cycle Read Latency)
72-Mbit QDR™-II  SRAM 4-Word Burst Architecture (2.5 Cycle Read Latency)
72-Mbit DDR-II  SRAM 2-Word Burst Architecture (2.5 Cycle Read Latency)
256K (32K x 8) Static RAM
256 Kb (256K x 1) Static RAM
72-Mbit DDR-II  SRAM 2-Word Burst Architecture (2.0 Cycle Read Latency)
Microwire Serial EEPROM 微型导线串行EEPROM
	Atmel, Corp.

	SKY74046 SKY74045 	Power Amplifier Controller for Quad-Band GSM, GPRS, and EDGE Applications
RF Transceiver with EDGE Transmit Support for Quad-Band GSM, GPRS, and EDGE Applications
	Skyworks Solutions

	09-01-1128 	KK 156 Cmp Hsg Edge Card Rib 12ckt 12 CONTACT(S), FEMALE, SINGLE PART CARD EDGE CONN, CRIMP
	Molex, Inc.

	D09S33E4GX00LF 609-1487 D09S33E6GX00LF C01-8646-01	SOKET CONNECT. DELTA D RIGHT ANGLE WITH NUT, HARPOON AND METAL PLATE
SOCKET CONNECT,DELTA D RIGHT ANGLE WITH NUT. HARPOON AND METAL PLATE
	FCI connector
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