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			 Related Part Number
	
					PART	Description	Maker
	FEC40-12D12 FEC40-12D15 FEC40-12D3305 FEC40-12S05 	40 WATTS MAXIMUM OUTPUT POWER
	Power Mate Technology Co., LTD

	LED15-48S12 LED15-48S15 LED15-24S05 LED15-24S3P3 L	15 WATTS MAXIMUM OUTPUT POWER
	Power Mate Technology Co., LTD

	2N5952 2N5952D74Z 	N-Channel RF Amplifier
N-Channel RF Ampifier
BNC FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 8; FREQUENCY RANGE: 2 - 500 MHz; MINIMUM ISOLATION: 20 dB; VSWR: 1.50 MAXIMUM; MAXIMUM INSERTION
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation

	KSH07048S1V2AH KSH07048S1V2AL KSH07048S1V2BH KSH07	Half brick DC/DC converter. Open frame/positive logic. Output power 84W. Output voltage 1.2V. Output current maximum 70A. Input current 2.13A.
Half brick DC/DC converter. Open frame/negative logic. Output power 84W. Output voltage 1.2V. Output current maximum 70A. Input current 2.13A.
Half brick DC/DC converter. Baseplate/positive logic. Output power 84W. Output voltage 1.2V. Output current maximum 70A. Input current 2.13A.
Half brick DC/DC converter. Baseplate/negative logic. Output power 84W. Output voltage 1.2V. Output current maximum 70A. Input current 2.13A.
Half brick DC/DC converter. Open frame/positive logic. Output power 105W. Output voltage 1.5V. Output current maximum 70A. Input current 2.57A.
Half brick DC/DC converter. Open frame/negative logic. Output power 105W. Output voltage 1.5V. Output current maximum 70A. Input current 2.57A.
Half brick DC/DC converter. Baseplate/positive logic. Output power 105W. Output voltage 1.5V. Output current maximum 70A. Input current 2.57A.
Half brick DC/DC converter. Baseplate/negative logic. Output power 105W. Output voltage 1.5V. Output current maximum 70A. Input current 2.57A.
Half brick DC/DC converter. Open frame/positive logic. Output power 126W. Output voltage 1.8V. Output current maximum 70A. Input current 3.02A.
Half brick DC/DC converter. Open frame/negative logic. Output power 126W. Output voltage 1.8V. Output current maximum 70A. Input current 3.02A.
Half brick DC/DC converter. Baseplate/positive logic. Output power 126W. Output voltage 1.8V. Output current maximum 70A. Input current 3.02A.
Half brick DC/DC converter. Baseplate/negative logic. Output power 126W. Output voltage 1.8V. Output current maximum 70A. Input current 3.02A.
Half brick DC/DC converter. Open frame/positive logic. Output power 175W. Output voltage 2.5V. Output current maximum 70A. Input current 4.10A.
Half brick DC/DC converter. Open frame/negative logic. Output power 175W. Output voltage 2.5V. Output current maximum 70A. Input current 4.10A.
Half brick DC/DC converter. Baseplate/positive logic. Output power 175W. Output voltage 2.5V. Output current maximum 70A. Input current 4.10A.
Half brick DC/DC converter. Baseplate/negative logic. Output power 175W. Output voltage 2.5V. Output current maximum 70A. Input current 4.10A.
Half brick DC/DC converter. Open frame/positive logic. Output power 231W. Output voltage 3.3V. Output current maximum 70A. Input current 5.35A.
Half brick DC/DC converter. Open frame/negative logic. Output power 231W. Output voltage 3.3V. Output current maximum 70A. Input current 5.35A.
Half brick DC/DC converter. Baseplate/positive logic. Output power 231W. Output voltage 3.3V. Output current maximum 70A. Input current 5.35A.
Half brick DC/DC converter. Baseplate/negative logic. Output power 231W. Output voltage 3.3V. Output current maximum 70A. Input current 5.35A.
Half brick DC/DC converter. Open frame/positive logic. Output power 225W. Output voltage 5.0V. Output current maximum 45A. Input current 5.27A.
Half brick DC/DC converter. Open frame/negative logic. Output power 225W. Output voltage 5.0V. Output current maximum 45A. Input current 5.27A.
Half brick DC/DC converter. Baseplate/positive logic. Output power 225W. Output voltage 5.0V. Output current maximum 45A. Input current 5.27A.
Half brick DC/DC converter. Baseplate/negative logic. Output power 225W. Output voltage 5.0V. Output current maximum 45A. Input current 5.27A.
	International Power Sources

	LT031MD 	HIGH POWER(MAXIMUM OPTICAL POWER OUTPUT:10MW) / SINGLE TRANSVERSE MODE
	Sharp Electrionic Components

	FEC15-24S5P1W FEC15-48S5P1W FEC15-48D12W FEC15-48D	15 WATTS OUTPUT POWER
	Power Mate Technology Co., LTD

	FKC12-24D05W FKC12-24D12W FKC12-24D15W FKC12-24S05	12 WATTS OUTPUT POWER
	Power Mate Technology Co., LTD

	FED30-24S5P1W FED30-48S5P1W FED30-24D05W FED30-24D	30 WATTS OUTPUT POWER
	Power Mate Technology Co., LTD

	FDC20-12S12 FDC20-12T3312 FDC20-12T3315 FDC20-24T0	20 WATTS OUTPUT POWER
	Power Mate Technology Co., LTD

	P600M6A10 P600B6A1 P600A6A05 P600G6A4 P600G P600J 	Silicon rectifier.Current 6.0A. Maximum recurrent peak reverse voltage 1000V. Maximum RMS voltage 700V. Maximum DC blocking voltage 1000V
Silicon rectifier.Current 6.0A. Maximum recurrent peak reverse voltage 800V. Maximum RMS voltage 560V. Maximum DC blocking voltage 800V
Silicon rectifier.Current 6.0A. Maximum recurrent peak reverse voltage 600V. Maximum RMS voltage 420V. Maximum DC blocking voltage 600V
Silicon rectifier.Current 6.0A. Maximum recurrent peak reverse voltage 400V. Maximum RMS voltage 280V. Maximum DC blocking voltage 400V
SILICON RECTIFIER(VOLTAGE RANGE - 50 to 1000 Volts CURRENT - 6.0 Amperes) 一般整流（电压范围- 50000伏特，电六点○安培）
	WINGS[Wing Shing Computer Components]
Vishay Intertechnology, Inc.

	2N6290 2N6473 2N6476 2N6293 2N6110 2N6107 2N6108 2	EPITAXIAL-BASE/ SILICON N-P-N AND P-N-P VERSAWATT TRANSISTORS
SMA FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 4; FREQUENCY RANGE: 0.5 - 1 GHz; MINIMUM ISOLATION: 20 dB; VSWR: 1.30 MAXIMUM; MAXIMUM INSERTION
EPITAXIAL-BASE SILICON N-P-N AND P-N-P VERSAWATT TRANSISTORS
EPITAXIAL-BASE, SILICON N-P-N AND P-N-P VERSAWATT TRANSISTORS
	Boca Semiconductor Corp.
BOCA[Boca Semiconductor Corporation]
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